7
%

/
%

/

Z

6'-8" R.O.for new door to balcony

New header (3) 2 x 6 at new doors to

Balcony. Post at either end to be
1 jack and 1 king

Existing Gutter. Remove

and replace with new copper gutter

and downspouts. Replace fasica.

Existing location of
Dormer wall at window.

/
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6'-8" R.O.for new door to balcony
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ISSUE DATE
REVIEW 10-13-16
PERMITS

Rev-Add Baclony/Revise doors 11-15-2016
Rev Permits-Add Baclony/Revise doors  11-29-2016
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AN Approximate width of \ Vo, T € 5,
. Balcony < G
N N\ or
A Half post at attached to wall A
> See Section "C" for detaiing © See Section "C" for détaiing
of post, PVC wrap and of post, PVC wrap and
| able rail. cable rail.
L= 1
° \
~ rBalcony deck to be 1 x 4 IPE on sleepers —_— 6257 Balcony deck to be 1 x 4 IPE on sleepers
over EPDM roofing over 1" insulation \ '4'0,0/- 28\ over EPDM roofing over 1" ihsulation
" : Ox;, " .
Remove existing insulation and over¥ P.T. ply decking. Last three rows raﬂefej;mafe A over $ P.T. ply decking. Las three rows
provide new 4 " closed cell spray of IPE depkmg to be rerpovable _ 3y § \ e”s/o,, 9t oF of IPE dgcklng to be remova Rle .
foam insulation in floor for cleaning deck. Provide copper flashing N \ 2’\'8 Ney, for cleaning deck. Provide cgpper flashing
at edge of Balcony to gutter. at edge of Balcony to gutter.
Exist floor joist to remain, \ .
sister new 2 x 8 joist to exist joist and add joist at 10" O.C. st and add joist at 10" O.C.
Nail sistered joist. Provide (2) 1.75" x 7.25" LVL's under 75" x 7.25" LVL's under
each end of new sliding door to balcony Replace exist roof shingles at new overhang to » balcony NN Replace exist roof shingles at néw overhang to
match existing color and pattern. Provide flashing at edge. \ match existing color and pattern.
N H—= Provide flashing at edge.
: = S = \ N g ot o
rovide new ceiling/floor joist for Porch ceiling T Provide new rafters for Porch ceiling
+ Verify existing condition of joist ° a \ . Verify existing condition of rafters
ol before proceeding. Sister new rafters at 20" O.C. before proceeding. Sister new rafters)
field verify size of exist joist and install new rafters between each exist rafter, 10" O.C. ° o \ at 20" O.C.and install rafter between
o L ¢ each exist rafter, 10" O.C.
=] == =T\ = = / == New Copper gutters and downspouts — = — " == New G " 4d %
on extended overhang with Copper flashing. ‘ ew L-opper gutlers and downspouts
Sier S on extended overhang with Copper flashing.
Newﬂ&mpsgr: hangers at © Interior trim to match © Interior trim to match || E d
new floor jois \ existing | Extend soffit and overhang _ existing | | 2 ‘ xtend soffit and overhang
\ Height of existing second floor approximately Height of existing second floor / \ /\ / \ 2< - approximately
Bedroom Floor. Remove exist o o S 1-6" +/- Bedroom Floor. Remove exist o o = 5 1'-6" +/-
Porch ceiling and align with Living Existing beam over existing — S _ _ Porch ceiling and align with Living Existing beam over existing "W X ‘ ‘ >< ; S _ _ _
Room ceiling ht. approx 8'-5" 16" round columns, remove = Exterior sheathing to be 5" CDX sheathing, over Room ceiling ht. approx 8'-5" 16" round columns, remove = Exterior sheathing to be 3" CDX sheathing, over
beam and columns. \g A - Gliding doors 1 3 " foil facedPolyiso insulation, over 3" CDX beam and columns. \gi Andersen A - sliding doors 1 1 " foil faced Polyiso insulation, over ' CDX
- all 8| head sheathing. 13 blocking at all edges. Tape all seams _ all S| head sheathing. 13 blocking at all edges. Tape all
) o \1? _— %I P of Polyiso and spray foam all gaps. ) o H? _— % = seams of Polyiso and spray foam all gaps.
Height of existing Porch C y @ Use cedar breather at all exterior cedar shingle walls. Height of existing Porch C > 2 Use cedar breather at all exterior ceda)
Eel.h??]' r.e:love drop7rl>e1d0cflllng. .§ Continuous beam over new sliding doors to be Eililslr:i,eriehmtoave (rj(;())(pﬁidoci‘e'lllng. § shingle walls.
xist height approx 7'-10 3 : " " -10 5 .
ght app 2 I \ 8 (3) 1.75" x 7.25" LVLs ght app 2 / \ 8 Continuous beam over new sliding dooys
s, Rough-in height for new Andersen o tobe (3) 1.75" x 7.25" LVLs
/ \ L sliding doors at 7'-6" / \ R
Rough-in height for new Andersen
Approximate height of beam at l \ Approximate height of beam at l \ sliding doors at 7'-6"
existing columns-verify in field \ existing columns-verify in field \
7'-1" from Living room Andersen A - Gliding doors 7'-1" from Living room Andersen A - sliding doors
floor-7'-3" from Porch floor. l \ floor-7'-3" from Porch floor. l \
14" 14n
Exist.column width Exist.column width
Exist Porch G oo Exist Porch G cotumn
A A [ A A A [ A
\' Future hardwood floor , gg" y Future hardwood floor y gg" y
L A Q'/I\( k f di 4 ” & Q'/l\{ k f diant I "
fl uick rack for ra lant Andersen A-Gliding doors uict frack for racian Andersen A-Sliding doors
o . 0 oor heating Sl floor heating sill
MlSS' ng deta” Remove exist ] Remove exist B
Allow for alignment of New Porch floor - exterioP Porch wall. ‘ exterior Porch wall. ‘ ‘
. . e . . . ‘ -
with exist Living Room floor after adding Quick Track for heating Provide flashing under Andersen sliding ng Provide flashing under Andersen sliding
doors over P.T. joist doors over P.T. joist
New sub-floor
- ' Quick track
4. y Hardwoaod floor-! ‘ — l Blocking or 2x 10 as required to support gecking Y y Hardwoaod floor-! ‘ — l Blocking or 2x 10 as required to support gecking
7t “ /4 N L4
i ’ N | ! ’ N |
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° N~ o \ [ . N~ o \ . .
A / V // V [.fjoist / N V // V ? [T fjoist
— = b -continuous over joist — — = o0 -continuous over joist
New 2 x 10 P.T. joist 4" closed cell spray | / New 2 x 10 P.T. joist 4" closed cell spray Il /
at 16' O.C. foam insul - future V | at 16' O.C. foam insul - future V |
New ledger connected to existing foundation wall, yundation wall, :
continuous 2 x 10 with 2" thru bolts to existing rim joist @ 32" O.C. . " . . to existing rim joist @ 32" O.C. . . ) .
\\ or (3) GRKs per ft., long enough to fully penetrate existing rim joist for new ledger. 2x10 P.T joist at 16" O.C. with LU28 joist fully penetrate existing rim joist for new ledger. 2x10 P.T joist at 16" O.C. with LU28 joist
Provide Simpson hangers at new floor joist ?angers (tyfpt)) \'Acljlth Jor joist ?angers (tyfpg Vé'th
Simpson HGA 10 clip— Wo rows ot bridging Simpson HGA 10 clip— WO rows ot briaging
min.(2) ea. post min.(2) ea. post
Existing stone foundation q_ L (4)2x12 beam q_ L (4)2x12 beam
Exist 20" square — g Exist 20" square — g
stone piers to be stone piers to be
re_moved and_replaced ——— New 6 x8o0r6x6 P.T. post to be re_moved and_replaced ——— New 6 x8o0r6x6 P.T. post to be
with new footings and . with new footings and .
post supported on SS Simpson AB post supported on SS Simpson AB
’ post base on 8" or 10" round conc. ) post base on 8" or 10" round conc.
Exist stone piers. See footing and pier schedule Exist stone piers. See footing and pier schedule
pier to be removed pier to be removed
to above ground to above ground
\\{ A A E A A A II A
Av Av | /»— Av Av T A'
4 % 4 A ‘# 4
< <
New conc. footings. New conc. footings.
4 Verify depth of exist footings. 4 Verify depth of exist footings.
Minimum depth to be 4'-0" below grade. Minimum depth to be 4'-0" below grade.
- See Foundation Plan A-1 for sizes ~ See Foundation Plan A-1 for sizes
and locations of-Footings F-1, F-2, F-3 and F-4 and locations of-Footings F-1, F-2, F-3 and F-4
. ide (3) # 4 re-bar in 10" pi . ide (3) # 4 re-bar in 10" pi
. ) ) g provide re-bar in 10" piers . ) . g provide re-bar in 10" piers
Exist stone pier|footing ——mme— ~— and (2) #4 re-bars in 8" piers Exist stone pier|footing ——me— ~— and (2) #4 re-bars in 8" piers
see Foundation schedule-Sheet A-1 see Foundation schedule-Sheet A-1
for all locations for all locations
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tion-A Second floor Balcony Deck ] Section-E At new Roof overhang ]
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detail sections at
Porch and Decks
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