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Viewed from the g Viewed from the exterior.

Stationary Left Hinged Right Hinged Active Panel Passive Panel
Non-operating §  Hinges on Hinges on Operating panel Operating panel Frenchwaod® Active Left
left side right side used most often  with attached astragal Hinged Outswing Patisl Hinged

Patio Door

Door Passive Right
Rough Panel Hinged
Opening

Custom Patio Door Size Range

Available in 1/8" (3) increments between minimum and maximum widths and heights.
Some restrictions apply, contact your Andersen supplier. Measurement guide for

custom sized patio doors can be found at andersenwindows.com/measure.
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« "Door Dimension® always refers to cutside frame to frame dimension.
= Dimensions in parentheses are in millimeters.
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FRENCHWOOD® HINGED OUTSWING PATIO DOORS
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Inspections Division
Approved with Conditions
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Table of Frenchwood’ Hinged Outswing Patio Door Sizes
Scale 1&" (3) = 1'-0" (305) — 1:96
—_ 7-0%" 4-0" 4-0" 2-6Ye"  2-6"  2-6U Wi S
Door Dimension Ti(liiﬁ-)_ : T (1219) (1504) (1504)
Minimum oot L. 2 e ol ) DEDE
Rough Opening (1242) (1242) (1524) (1524)
Unobstructed Glass 131" 187" .l L, 1874"
{single pane! only) (336) (326) (479) (479)
M—Ty
3 heights ]
Pl FWo021685 FWO4168APLR  FWO4168PALR M rwoz/css FWO2768AR FWO02768AL  FWOSO0ESAPLR FWO05068PALR
PY FwW021611S FWO41611APLR FWO41611PALR M rwo27611S FW027611ARFWO27611AL FWO50611APLR FWO050611PALR
Bl FW021805 FWO4180APLR  FWO4180PALR P Fwo2780S FW02780AR FW02780AL  FWOS080APLR FWO05080PALR
R ~ 2-814" 2-814" 2-81/8" 5-31a" 5314
oor bimensicn IG0) TTne; 1 [ ason 1T ueon
T g 29" | ggr [] o |
Rough Opening (838) (838) (1626) (1626)
Unobstructed Glass * * 207" 2074 *7 207 +_ 20U
(single panel only) (530) (530) (530) (530)
Custom-size doors are available in 1/8" (3) increments
3 heights between the smallest and largest standard door
sizes. Measurement guide can be found at
andersenwindows.com/measure. Some restrictions
T FWO2968AR FWDZOGSAL  FWO5468APLR  FWO54GSPALR . _—
FW029511AR FW029611AL  FWO54611APLR FWO054611PALR apply. Contact your Andersen supplier for availability.
FW02980S FWO2980AR FWO2380AL  FWO5480APLR  FWO5480PALR
Door Dimension o i 904 R i e <l
(918) (918) (918) (1810) (1810)
Minimum 31" 34 31 60" 6-0"
Rough Opening (940) (940) (1829) (1829)
Unobstructed Glass 247" 24 T/g" 24 " 24 Tigh Stationary (8) doors can be used as an
(single panel only) (632) (632) (632) (632) individual unit or as a sidelight.
3 heights
FW031685 FWO03168AR FWO3168AL FWOG0G8APLR FWOG06EPALR
FW031611S FW031611ARFWO31611AL  FWOG0611APLR FW060611PALR
FW03180S FWO03180AR FWO3180AL FWO6080APLR FWOS080PALR
= "Door Dimension® always refers to outside frame to frame dimension.
« "Minimum Rough Opening’ dimensions may need to be increased to allow for use of wraps, flashing, sill p or other items.
=L ions in par are in milli
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