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FILL IN CONCRETE @ EXISTING DOOR CUT-OUT:


PIN SIDES AND BOTTOM OF CUT-OUT WITH (1 )#3 BAR @ 24" O.C.,


STAGGERED WITHIN DOOR OPENING, AND ADDITIONAL (1 ) #3 BAR


WITHIN 6" OF TOP AND BOTTOM OF OPENING AT EACH JAMB.  4" BAR


EMBEDMENT INTO EXISTING CONCRETE, WITH EPOXY.  USE BONDING


AGENT.  APPLY BELOW-GRADE WATER-PROOFING TO EXTERIOR.


CUT OUT CONCRETE FOR NEW


ENTRANCE DOOR.  ALLOW ADEQUATE


WIDTH FOR JAMBS, SHIMS, BUCKS,


INTERIOR INSULATION, AND CASING.
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NOTES:

1 .) ROT AND RUST RESISTANCE:


A. ALL WOOD FRAMING MEMBERS THAT REST ON CONCRETE OR MASONRY  EXTERIOR WALLS AND ARE LESS

THAN 8" FROM THE EXPOSED GROUND SHALL BE  OF A ROT RESISTANT MATERIAL


B. ALL WOOD JOISTS OR THE BOTTOM OF A WOOD STRUCTURAL FLOOR WHEN CLOSER THAN 18", OR WOOD

GIRDERS WHEN CLOSER THAN 12", TO THE EXPOSED GROUND, SHALL BE OF A ROT RESISTANT MATERIAL


C. NEW WOOD SIDING AND/OR SHEATHING TO  BE ABOVE GRADE A MINIMUM OF 6" OR ELSE OF A ROT RESISTANT

MATERIAL


D. ALL DECK/STAIR FRAMING/DECKING TO BE OF ROT RESISTANT WOOD

E. ALL EXTERIOR FASTENERS AND HARDWARE TO BE HOT-DIP GALVANIZED, SIMPSON Z-MAX (OR EQUIV.), OR


STAINLESS STEEL.


2.) DECK, PORCH, AND STAIR FOOTINGS:

A. REMOVE AND DISPOSE OF ALL EXISTING DECK AND STAIR FOOTINGS.

B. NEW FOOTINGS TO BE FROST PROTECTED TO MIN. 4'-0" DEEP, ON UNDISTURBED SOIL ( OR PINNED TO


BEDROCK) .

C. TYPICAL DECK/PORCH FOOTINGS: MIN. 10"X10" FOOTINGS ON ROCK (BASIC PRECAST PYRAMIDAL PIER);


"PRECAST CONCRETE DELUXE FOOTING" FROM GAGNE AND SONS, WITH INTEGRAL 16"X16" FOOTING ON SOIL.


D. SECURE ABU66Z POST BASE TO CAST-IN-PLACE THREADED INSERT @ EACH FOOTING WITH 1
2" THREADED ROD,

NUT AND WASHER.


E. TYPICAL NEW EXTERIOR STAIR FOOTINGS: 12" X 6" SPREAD FOOTING (R403.1 .1 ), 8" MORTARED SOLID CMU

FROSTWALL (R404.1 .1 ) WITH STANDARD LADDER REINFORCEMENT FULL WIDTH OF EACH MORTAR BED.   2X8

P.T. SOLE PLATE ANCHORED TO FROSTWALL ACCORDING TO R403.1 .6, (DRILL AND EPOXY SET THREADED ROD

MIN.  6" INSERTION.


3.) DECK LEDGERS:

A. INSTALL MAINE DECK HANGERS ACCORDING TO MANUFACTURER'S SPECIFICATIONS, OVER ICE AND WATER


SHIELD. TAPE AROUND BRACKET FLANGE @ EACH LAYER OF INSULATION.

B. SECURE EXISTING RIM JOISTS, @ EACH BRACKET LOCATION: SOUTH WALL: (2) SIMPSON A21 CLIPS BETWEEN


THE RIM AND NEAREST PERPENDICULAR JOIST AT THE TOP AND BOTTOM OF THE JOIST.  EAST WALL: ADD

SOLID CROSS BLOCKING AT EACH BRACKET LOCATION, BETWEEN RIM JOIST AND NEXT PARALLEL JOIST AND

(4) A21 CLIPS PER CROSS BLOCK (ONE PAIR AT THE RIM, ONE MIRROR-IMAGE PAIR AT THE PARALLEL JOIST).


C. ATTACH (1 )2X8 PT DECK LEDGER TO MAINE DECK HANGERS ACCORDING TO MANUFACTURER'S

SPECIFICATIONS.


D. FLASH TOP OF LEDGER WITH PITCHED Z-FLASHING, AND TAPE TO FACE OF POLTISO INSULATION.

E. HANG DECK JOISTS FROM LEDGERS WITH LU28Z (LUC28Z @ OUTER JOISTS)


4.) POSTS AND BRACING

A. SUPPORT ALL NEW 1ST FLOOR DECK/PORCH GIRDERS WITH P.T. 6X6 POSTS.  SECURE TO FOOTINGS WITH


PROVIDED ABU66Z POST BASES.


B. DIAGONALLY BRACE EACH POST TO GIRDER ABOVE WITH 2X6 DIAGONALS, FROM LOWER 1
3 POINT OF POSTS.


4.) HEADERS & JACKS:

A. (1 )JACK AT EACH SIDE OF EACH DOOR/WINDOW HEADER, UNLESS OTHERWISE NOTED

B. REUSE WALL HEADERS WHEN POSSIBLE, AND AS INDICATED IN PLAN


NEW WALLS


EXISTING WALLS


TYPICAL DECK FOOTING


SEE NOTE:  2C


TYPICAL DECK STAIR FOOTING


SEE NOTE: 2E


SET PORCH FOOTING FIRST, THEN FORM AND


POUR STAIR FOOTING UP TO PORCH FOOTING
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HANG JOISTS FROM HIP GIRDER WITH SIMPSON


SUR26Z AND SUL26Z


HANG HIP GIRDER FROM LEDGERS WITH (3) 4" GRK


RSS  SCREWS PER 2X8 HIP MEMBER.  REINFORCE


WITH (2) SIMPSON LS70 GUSSET PLATES  ( (1 ) EACH


SIDE)


2x8 JOISTS @16"OC


MAINE DECK BRACKET,


SEE NOTES 3A, 3B, AND 3C .


DECK BRACKETS


MAX 3' SPACING
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4'-4" ROUGH


SKIRTING DOOR


OPENING
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NEW WALLS


EXISTING WALLS


AWNING ROOF


NOT IN SCOPE.


FUTURE PHASE,


DETAILS T.B.D.


TYPICAL FOOTING SUPPORTING TWO STORY DECK:


24"Ø PRECAST FOOTING PINNED TO 4' PRECAST


PYRAMIDAL PIER W/ (2) #4 BARS. MINIMUM 4"


INSERTION, WITH EPOXY.
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MAINE DECK BRACKET,


SEE NOTES 3A, 3B, AND 3C .


TYPICAL EXTERIOR STAIR FOOTING, SEE NOTE 2D.


R
a
c
h
e
l 
C

o
n
ly

 D
e
s
ig

n
 L

L
C




2
6
 S

te
rl
in

g
 S

tr
e
e
t


P
e
a
k
s
 I
s
la

n
d
, 
M

a
in

e
 0

4
1
0
8



2
0
7
.7

6
6
.5

6
2
5



D
A
T
E



P
R
O

J
E
C

T



2
0
1
6
.1

1
.0

7



N
O

T
E
S



R
E
V
IS

E
D




S
c
o
tt
 R

e
s
id

e
n
c
e



P
e
a
k
s
 I
s
la

n
d
, 
M

E



0
4
1
0
8



1/4" = 1 '


P
ro

p
o
s
e
d



B
a
s
e
m

e
n
t 
&



1
s
t 
F
lo

o
r


F
ra

m
in

g
 P

la
n



S
1


A Proposed Foundation


& First Floor Framing Plan


12/21/16


