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TYPICAL EXTERIOR WALL SECTION,  FIRST FLOOR


-EXTERIOR TO INTERIOR:


NATURAL 1x8 SHIPLAP CEDAR, OVER 1x4 RAIN-SCREEN STRAPPING,


FASTENED THROUGH (2) TAPED LAYERS OF 1 .5" POLYISO RIGID


INSULATION, OVER EXISTING 1
2" PLYWOOD (TAPE ALL SEAMS), FASTENED


TO EXISTING 2X6 STUDS.  STUD BAYS TO BE FILLED WITH DENSE-PACK


CELLULOSE. (REMOVE EXISTING FIBERGLASS AND INTERIOR VAPOR


RETARDER), 1
2" PAINTED GWB INTERIOR FINISH.
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NOTES:


1.) REPLACE ALL WINDOWS OTHER


THAN MARVIN WINDOWS IN


CATHEDRAL AREA, WITH LOGIC


TRIPLE- PANE UPVC WINDOWS.


2.) THE GENERAL CONTRACTOR IS


RESPONSIBLE FOR ENSURING THAT


ALL PROJECT COMPONENTS ARE


BUILT/INSTALLED TO CODE.


3.) MINI-SPLIT HEAT PUMPS TO


PROVIDE PRIMARY HEATING.


LOCATIONS OF OUTDOOR UNITS AND


INTERIOR AIR HANDLERS TO BE


DETERMINED.
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