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EXPOSED CONCRETE  FROST WALL (CRAWLSPACE)


PRE-FORMED STANDING

SEAM ROOF PANELS

(ALUMINUM CORED,

FIRESTONE DELTA UC3

SERIES)


6x8 PRESSURE

TREATED, TYP.


SITE FORMED ALUMINUM TRIMS AND FLASHINGS, TYP.


FACTORY FORMED

CONCEALED FASTENER

PANEL (ALUMINUM CORED,

FIRESTONE DELTA SERIES

CFP16F)


DECK STAIR, TYP.  6"

RISE, 10" RUN, 36"

HANDRAIL.  CABLE RAIL

@ 4" 0.C.

CONFORMING TO IECC

2009


PRE-FORMED STANDING SEAM ROOF

PANELS (FIRESTONE DELTA UC3


SERIES)


DECK STAIR, TYP.  6"

RISE, 10" RUN, 36"

HANDRAIL.  CABLE RAIL

@ 4" 0.C. MAX.

CONFORMING TO IECC

2009


4x4 PRESSURE

TREATED, TYP


DECK POST.


HEIGHT OF BOARDED

ENTRY  WALKWAY, NO


MORE THAN 30" ABOVE

VARIABLE GRADE


TYPICAL SLIDING DOOR GUARD :

1/2" x 4' x4' CLEAR POLYCARBONATE SHEET


THROUGH BOLTED TO RIM.

TOP EDGE 36" ABOVE FINISH FLOOR, 3" GAP


AT SIDES.

CONFORMING TO IECC 2009


TYPICAL SLIDING DOOR GAURD :

1/2" x 4' x4' CLEAR POLYCARBONATE SHEET


THROUGH BOLTED TO RIM.

TOP EDGE 36" ABOVE FINISH FLOOR, 3" GAP


AT SIDES.

CONFORMING TO IECC 2009


ELEV.= 80'-4"


FIRST FLOOR (SUB.)


ELEV.= 80'-6"


T.O. CONCRETE FINISH FLOOR


ELEV.= 80'-0"


T.O. DECKING (FINISH)


ELEV.= 80'-4"


FIRST FLOOR (SUB.)


ELEV.= 80'-6"


T.O. CONCRETE FINISH FLOOR


ELEV.= 80'-0"


T.O. DECKING (FINISH)


ELEV.= 78'-0"


T.O. LOWER DECKING (FINISH)
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3


12


3


12


3


12
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UNIT ON PLAN UNIT STYLE QUANTITY 

MANUFACTURER


NUMBER


UNIT ROUGH

OPENING

WIDTH


UNIT

ROUGH


OPENING

HEIGHT


HEADER

HEIGHT FROM


SUBFLOOR


HINGE SIDE

AS VIEWED


FROM

EXTERIOR

(LEFT TO

RIGHT)


INTERIOR

FINISH


FACTORY

TRIM?


U-FACTOR REMARKS


CRAWL SPACE


001


FIRST FLOOR

100


101


102


103


104


105


106


107


108


109


110


111


112


113


114


115


SKY LIGHTS

(VELUX)


201


Utility Access 1 SITE MADE 44 1/2”


Full height

frost wall

from T.O.

footing


Left N/A 


Exterior door 1 TBD 80 1/2” 42 3/4” 7’-8 3/4” Left. Primed Yes N/A  Egress


Awning 1
 ECA4824
 48 3/4” 24 3/4” 9’- 1 1/2” N/A Primed No 0.35


Transom 1
 SCS3 8020
 96 3/4” 24 1/2” 9’-1 1/2” N/A Primed No 0.34


Sliding Patio

Door


6
 SCS3 8080
 96 3/4” 96” 8’-0” N/A Primed No .34
 Egress,

Tempered


Awning 1
 ECA4824
 48 3/4” 24 3/4” 8’-0” N/A Primed No 0.35


Sliding Patio

Door (Sidelight)


1
 SCS34080-1
 51 1/2” 96” 8’-0” N/A Primed No
 0.34 Tempered


Awning 1 ECA3624 36 3/4” 24 3/4” 8’-0” N/A Primed No 0.35
 Tempered


Sliding Patio

Door


1
 SCS3 6080
 72 3/4” 96” 8-0” N/A Primed No

0.34 Egress,


Tempered


Transom 1
 SCS3 8020
 96 3/4” 24 1/2” 8’-0” N/A Primed No 0.34


Awning 1 ECA2424 24 3/4” 24 3/4” 8’-0” N/A Primed No 0.35


Double

Casement


1 ECC3636-2 72 3/4” 36 3/4” 6’- 2 1/4” Right. Primed No 0.35

Egress,


Tempered


Transom 1
 SCS3 8020
 96 3/4” 24 1/2” 13’-1/2” N/A Primed No 0.34


Double

Casement


1 ECC3636-2 72 3/4” 30 3/4” 6’- 2 1/4” Right. Primed No 0.35

Egress,


Tempered


Picture

Casement


1 ECCP8436 84 3/4” 36 3/4” 6’- 2 1/4” Right. Primed No

0.35


Awning 1 ECA2436 24 3/4” 36 3/4” 6’- 2 1/4” N/A Primed No 0.35


Double

Casement


1 ECC3636-2 72 3/4” 36 3/4” 6’- 2 1/4” Right. Primed No 0.35

Egress,


Tempered


Pan Flashed

FixedSkylight


3 QPF4646 46 1/2” 46 1/2” Flush to North Wall N/A N/A N/A 0.43

Standing Seam

Flashing Kit


1.  Unless otherwise
1.  Unless otherwise noted:  all units t
1.  Unless otherwise noted:  all units to be JELD-WEN Sitelin
1.  Unless otherwise noted:  all units to be JELD-WEN Siteline EX clad (Kynar
1.  Unless otherwise noted:  all units to be JELD-WEN Siteline EX clad (Kynar Upgrade)


2.  Insulated, low-E
2.  Insulated, low-E glass (tempered a
2.  Insulated, low-E glass (tempered as required, U-Factors
2.  Insulated, low-E glass (tempered as required, U-Factors here spec’d as 27
2.  Insulated, low-E glass (tempered as required, U-Factors here spec’d as 270).


3.  All units to be pr
3.  All units to be primed interior.  Cl
3.  All units to be primed interior.  Clad sash exterior, wood
3.  All units to be primed interior.  Clad sash exterior, wood frame.  Clad colo
3.  All units to be primed interior.  Clad sash exterior, wood frame.  Clad color TBD.


4.  All screens to be
4.  All screens to be charcoal fibergla
4.  All screens to be charcoal fiberglass.  Match clad color.
4.  All screens to be charcoal fiberglass.  Match clad color.
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