LAP NEW 2xI0'S TO EXISTING
2x10'S 8'-O" MINIMUM
SEE 178l

5/8" GUB——>

NEW OFFICE
203

2xI0 FRAMING TO ALIGN WITH
EXIST. 2x12 FRAMING

I" DENSE PACK

CELLULOSE

R=44

WALL TYPE Wl

SEE ATl—— > 2" FOILFACED
POLYISOCYANURATE

5/8" GUB

SPRAYED INSULATION

A ACOUSTICAL
INSULATION

NEW MEZZANINE FRAMING
SEE Sl

LOBBY
101

EXISTING CONCRETE
SLAB ON GRADE

ADD 2X STRAPPING TO EXIST.

SPRAYED INSULATION

NEW METAL GUTTER
TO MATCH EXISTING

SLOPING WOOD SOFFIT
ON WOOD FRAMING

VARIES

10"

ALUMINUM ENTRANCE SYSTEM

NEW PAVEMENT

EXISTING FLOOR

EXISTING ROOFING AND

ROOF FRAMING
/ TO REMAIN

REMOVE CEILINGS
AND BATT INSULATION

REUSE EXIST WIO
SEE STRUCTURAL
DRAUWINGS

<— EXISTING
CONSTRUCTION
TO BE REMOVED

(SHOWM DOTTED)

EXIST. 2x12 FRAMING

II" DENSE PACK

ADD 2X STRAPPING TO EXIST.
2xI0 FRAMING TO ALIGN WITH

EXISTING ASPHALT
SHINGLE ROOFING

EXISTING &xIO

SPRAYED INSULATION

NEW METAL GUTTER
TO MATCH EXISTING

CELLULOSE
R=44

2" FOILFACED
EOII‘.‘YISOCYANURATE

5/8" GUB

ON METAL SUSP.

WOOD TRIM PAINTED

EXISTING COLUMN BEYOND
PAINTED

LIBRARY
108

WOOD SILL AND APRON

PROVIDE ¢" LONG
PT BLOCKING AS
REQ'D FOR
STOREFRONT
ATTACHMENT ONLY-
INSULATE BETWEEN
BLOCKING WITH

3" RIGID INSUL.

VARIES

SEE I/A32.4 FOR MILLUORK

5/8" GUWB ON \/A(x:POi? BARRIER

ON 2x6'S 2 4" O

o

<—THERMALLY BROKEN

ALUMINUM
STOREFRONT
SYSTEM

I" INSULATING

GLASS

ALUMINUM SILL
BY STOREFRONT
/7CNTR

VARIES

(1]

| ———— PROVIDE ¢ LONG
PT BLOCKING AS
REQ'D FOR

STOREFRONT
ATTACHMENT ONLY-
INSULATE BETWEEN
BLOCKING WITH

2" RIGID INSUL.

<

4.

——— GROUND FACE CMU
W/ ADJ. ANCHORS

NEW 4" CONCRETE SLAB
ON GRADE

1OOOO0 B OGO

T T
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1 SECTION @ NEW ENTRANCE

6 X 4 X 5/l6
ST. STL. ANGLE

2" RIGID INSULATION
ON EXISTING
CONCRETE
FOUNDATION

2/4" = |'-O"

P EXISTING CONCRETE
FOUNDATIONS
TO REMAIN
L/

2" RIGID INSULATION

2 ENCLOSURE OF EXISTING ENTRY STRUCTURE

® ¢ OC HORIZ. & VERT.
¢ HORIZ. REINF. 2 [¢"

172" SHEATHING

L — FLASH'G

/—LUEEF’S
EXISTING FLOOR

IN 8" STEPS

VARIES 2'-4" TO 5'-4"

\_ALIGN TOP OF CONCRETE

e \_w/ EXIST. FLOOR,
e #4 BAR CONTINUOUS

/-

[\ NEW CONCRETE
PIN TO EXISTING
FOUNDARION W/
#t4 BARS @ 12" OC

<

DRILLED ¢ GROUTED
" INTO EXIST. CONC.

—— EXISTING CONCRETE
FOUNDATION

EXISTING COLUMN
PIER BEYOND

2/4" = |'-O"
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