19

|_31/2|I

7 7

N
N

2X6 STRINGERS
@16" O.C.

6|_11/2I|

4

NP

I
]

10'_3"
(3)2X8 GIRDER

6'-11"

7

IRDER

5!_5" L
2X6|JOIST
Fan

2X6 |STIRINGER

UJ

30I_6|I
10'
By
a/ne
9!_21/2"

216" O.C. @ 16" O.C.

(3)2X8

__ (1)2X6 LEDGER
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EXISTING MAIN
FOUNDATION

NOTE: ADD (2) NONCONFORMING TREADS TO THE
EXISTING NONCONFORMING BASEMENT STAIRS TO
MEET NEW FLOOR LEVEL. FRAME WITH 2X12 P.T.
STRINGERS, 16" O.C., MATCH RISE AND RUN OF

BUILD 2X6 CRIPPLE WALL ON
| EXISTING CONCRETE STAIRWELL

GIRDERS/JOISTS. SHEATHE
INTERIOR FACE FOR SHEAR.

PROVIDE SOLID BLOCKING

FROM SUBFLOOR TO FOUNDATION IN
THESE LOCATIONS, TO SUPPORT POSTS
ABOVE. PROVIDE CAPILLARY BREAK.

ATTACH PLATFORM TO SILL OF MAIN HOUSE USING

(2) 14"X12" X 14 GAUGE GALVANIZED PERFORATED
STRAPS,TO ALLOW FOR POTENTIAL SEASONAL
MOVEMENT OF PLATFORM, WHILE ENSURING THAT
THE RELATIVE LOCATION OF PLATFORM REMAINS
UNCHANGED. LEAVE 2"-3" SPACE BETWEEN
PLATFORM AND HOUSE FOR DRAINAGE.

EXISTING STAIRS.

WALLS, TO SUPPORT
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L 2X12 JOISTS ’)

EXISTING ADDITION
FOUNDATION

\*@

5'_7"

FLOOR.

()

FREESTANDING WOODEN PLATFORM

6' 3 P.T. DECKING ON 2X6 P.T. JOISTS @ 16" O.C.,

RESTING ON MIN. 6" CRUSHED STONE BED.

ADJUST GRADE AS NECESSARY TO ENSURE MAX. 7 3" STEP
UP INTO HOUSE AND DOWN TO FINISHED GRADE.

NOTES:

8|

5'-10"

N

N

S 26 JOISTS
@ 16" O.C.

JOIST LEDGER: ATTACH P.T. 2X12 LEDGER TO THE
MAIN STRUCTURE'S SILL/GIRDERS WITH (2) 1/2"
THROUGH-BOLTS @ 16" O.C. WITH WASHERS & NUTS
-OVER ICE AND WATER SHIELD (AS CAPILLARY BREAK.)
HANG DECK JOISTS FROM LEDGERS WITH LUS212Z.
ADJUST HEIGHT OF LEDGER TO ENSURE THAT THE
FINISHED HEIGHT OF THE NEW FLOOR SECTION WILL
MATCH THE FINISHED HEIGHT OF THE EXISTING

TYPICAL PIER/FOOTING.
SEE NOTE 2.) B

TYPICAL EXTERIOR STAIR FOOTING.
SEE NOTE 2.) C

C—1 EXISTING BRICK FOUNDATION WALLS

FASTENER SCHEDULE

SILL PLATE TO FOUNDATION

1/2° ANCHOR BOLT @ 36" 0.C. W/ 3" PLATE WASHER; 9" MIN. EMBEDMENT

ROOF SHEATHING

8d @ 6" 0.C. EDGE / 12" 0.C. FIELD (TYPICAL PANELS)
8D @ 6" 0.C. EDGE / 6" 0.C. FIELD (PERIMETER PANELS)
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NOTES

DATE
2016.07.07
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5.) ROT/RUST RESISTANCE: VL ST 50 & 00, DG / 17 0C FED O
1.) EXISTING MUDROOM SLAB AND STAIRS: A. ALL WOOD FRAMING MEMBERS THAT REST ON CONCRETE OR MASONRY EXTERIOR WALLS AND ARE LESS THAN 8" FL00% SHEATHING 24 RGO SPRAL NALS © & 00, 06/ 17 06, TED
A. DEMO AND REMOVE EXISTING SLAB AND FROSTWALLS. FROM THE EXPOSED GROUND SHALL BE OF A ROT RESISTANT MATERIAL PROVIDE CAPILLARY BREAK IN ALL CASES. POST BASES T0 CONCRETE SMPSON TYPE ABU : LI-I
B. SAVE EXISTING BASEMENT STAIRS AND CONCRETE STAIRWELL WALLS (TO BE USED AS FOOTING FOR NEW ADDITION.) B. ALL WOOD JOISTS OR THE BOTTOM OF A WOOD STRUCTURAL FLOOR WHEN CLOSER THAN 18", OR WOOD GIRDERS POST CAPS SMPSON BC OR LC (MATCH POST SIZE)
WHEN CLOSER THAN 12", TO THE EXPOSED GROUND, SHALL BE OF A ROT RESISTANT MATERIAL TOST ON S, T0P FLRE. OR GIDER SKPSON (LS HAVGER OR # — B0 (10ENLED) WIEN JOIST BEARS DN SUPPORT m
2.) DECK, PORCH, AND STAIR FOOTINGS: C. NEW WOOD SIDING AND/OR SHEATHING TO BE ABOVE GRADE A MINIMUM OF 6" OR ELSE OF A ROT RESISTANT BRIDGING / BLOCKING TO JOIST 2 — 84 (TOENALED) 3 .
A. ALL FOOTINGS TO BE MIN. 4-0" DEEP ON UNDISTURBED SOIL, OR PINNED TO BEDROCK MATERIAL BLOCKING T0 SILL / TOP PLATE 3 - 16d (TOENALED) = — . -
B. TYPICAL PIER FOOTINGS: 1-0" SQUARE FOOTINGS ON ROCK, 18" ROUND FOOTINGS ON SOIL. "SONOTUBE" PIERS D.  ALL DECK/STAIR FRAMING/DECKING TO BE OF ROT RESISTANT WOOD LEDGER STRP 10 BEAM 3~ 16d (FACENALED, PER JOIT) n O
TO BE MIN. 10"@, DOWELED TO FOOTING WITH (2) #3 24" LONG W/ 4" HOOK. PROVIDE ABU66Z POST BASES. E. ALL EXTERIOR AND BASEMENT HARDWARE TO BE SIMPSON Z-MAX (OR EQUIVALENT), OR STAINLESS STEEL. JOIST ON LEDGER T0 BEAM 3 - 8d (TOENALED) CD
C. TYPICAL NEW EXTERIOR STAIR FOOTINGS:12" X 6" SPREAD FOOTING (R403.1.1), 8" CONCRETE OR CMU FROSTWALL BAND / RIN JOIST TO JOIST 3 - 16d (ENDNAILED) m C
(R404.1.1), 2X8 P.T. SOLE PLATE ANCHORED TO FROSTWALL ACCORDING TO R403.1.6 6.) JACKS: RIM JOIST T0 SILL / TOP PLATE 2 - 16d PER FOOT w CU
A. ALL DOOR AND WINDOW HEADERS TO BE SUPPORTED BY (1) JACK, UNLESS OTHERWISE NOTED. TOP PLATE T0 TOP PLATE 2 — 16d PER FOOT m —_—
3.) POSTS AND BRACING TOP PLATES AT INTERSECTION 4 - 16d EACH SIDE Q) m
A. SUPPORT ALL NEW PORCH AND ADDITION GIRDERS WITH P.T. 6X6 POSTS. SECURE TO FOOTINGS WITH PROVIDED 7.) ADDITIONAL CEILING TIES ARE REQUIRED BEFORE CUTTING ANY BALLOON FRAMED STUDS. SEE S3 FOR DETAILS. STUD T0 STUD 1-16d @ 12" OC. : : —
ABU66Z POST BASES. HEADER TO HEADER 16d @ 8" 0.C. ALONG EDGES —
B. BRACE EVERY POST IN EACH AVAILABLE DIRECTION WITH 2X6 DIAGONALS, FROM LOWER 2 POINT OF POST TO ;:’Tg: :&j:’:o"ﬁl?g::igcmm Z - :2: — o S (d)p) (0 0)
GIRDER OR JOISTS ABOVE. RAFTER TO TOP PLATE SIMPSON H1 HURRICANE TIE m I x O
4 ) DECK LEDGERS: CEILING JOIST TO TOP PLATE 2 — 8d (TOENAILED) h m 1—
A.  ATTACH PT. 2X8 DECK LEDGERS TO THE MAIN STRUCTURE'S SILL/GIRDERS e S AN | J— <
WITH (2) 172" THROUGH-BOLTS @ 16" O.C. WITH WASHERS & NUTS -OVER ICE AND WATER SHIELD SIOPED/ SEWD RTER STE O
FLASH TOP OF LEDGER WITH PITCHED Z-FLASHING. HANG DECK JOISTS FROM LEDGERS WITH LUS26Z. HANGERS AT RIDGE/MP BEAMS % 0 N ﬂ_ (@)
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