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BIDET

BATH TUB

CEILING LINE

CLEAN OUT

DISHWASHER

FLOOR LINE

2" BASEMENT FUTURE VENT
KITCHEN SINK

LAVATORY

PEDESTAL SINK

ROOF LINE

SITE CONNECTION
SHOWER

VENT THROUGH ROOF
WASHER BOX STAND PIPE
WATER CLOSET

WASHER OVERFLOW PAN
WHIRLPOOL TUB

DASHED LINE PORTION TO BE
FURNISHED / INSTALLED ON
SITE BY OTHERS.

RANCHES AND 2nd FLOOR COLONIALS WITH
TRUSS ROOFS COMPLETED AT FACTORY

+ ALL PLUMBING BELOW FLOOR LINE OF 1st FLOOR
TO BE SUPPLIED/INSTALLED ON SITE BY OTHERS.
DWV. VENTING IN ATTIC TRUSS SPACES TO BE COMPLETED
AT FACTORY EXCEPT FOR MAIN STACK THROUGH ROOF.
MAIN STACK MATERIAL PREPPED AT FACTORY FOR ON-SITE
INSTALLATION AFTER ROOF IS ERECTED. ON 4-BOX UNITS
10 BE COMPLETED ON-SITE BY OTHERS.

* TRUSS ROOF VENT COMPLETION MAY BE LIMITED
BY FOLDING TRUSS DESIGN. FACTORY TO COMPLETE
\_AS MUCH AS TRUSS WILL ALLOW IN FOLDED POSITION.
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INSTALLATION FOR INDIRECT WASTE DRAINAGE: ALL INDIRECT WASTE PIPING S KS
SHALL DISCHARGE THROUGH AN AIR GAP OR AIR BREAK >~
INTO A WASTE RECEPTOR OR STANDPIPE. WASTE RECEPTORS AL 16 % @ _
AND STANDPIPES SHALL BE TRAPPED AND VENTED AND = - ~_ e
SHALL CONNECT TO THE BUILDING DRAINAGE SYSTEM. ALL L ~_ L

LENGTH, SHALL BE TRAPPED.

INDIRECT WASTE PIPING THAT EXCEEDS 2 IN DEVELOPED
LENGTH MEASURED HORIZONTALLY, OR 4" IN TOTAL DEVELOPED
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