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STAIR DETAILS
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Typical Wall Mounted Handrail Details
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STAIR LANDING: GALV. STEEL

BAR, FASTENED PER

MANUFACTURER

RECOMMANDATIONS TO

SUPPORT ANGLE EACH SIDE.
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ALL GALVANIZED STEEL INCLUDING BUT NOT
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12" SQ X 5/8" PL. W/ (4) 3/4" DIAM.

GALV. THREADED ROD EPOXY

SET MIN. 6 3/4" INTO EXIST.

GROUTED CMU V.I.F.  TYP. AT

TOP AND BOTTOM OF KICKERS.


ALIGN ANGLE DIRECTLY UNDER STRINGER
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VERIFY EXIST. ROOF FRAMING

CONFIGURATION IN FIELD.  FASTEN

DTT2Z TO EXIST. JOISTS IF EXIST.

ROOF FRAMING IS PERPENDICULAR

TO EXT. MASONRY WALL.  NOTIFY
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INSTALLATION. 

1/2" DIAM. GALV. THREADED ROD TYP.


SIMPSON DTT2Z FASTENED TO NEW 2X

FULL HEIGHT BLOCKING @ SECOND

JOIST BAY FROM WALL. TYP. EACH
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NEW 2X FULL HEIGHT BLOCKING, IN

LINE. TYP. EACH SIDE OF LANDING. 

REMOVE PORTION OF EXIST. CEILING AS

NECESSARY TO DO THE WORK.

REINSTALL  EXIST. CEILING OR NEW TO

MATCH AFTER COMPLETION OF STAIR

INSTALLATION.
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