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EST LOOP 12°

5/8"%x10°—0" LONG
(MIN) COPPER \

CLAD GROUND ROD

BELOW GRADE MAX.

\#2 AWG SOLID TINNED
COPPER GROUND WIRE

/_

#2 SOLID TINNED COPPER
CONTINUOUS TGO GROUND RING

=

CADWELD CONNECTION

GROUND CONDUCTOR
#2 SOLID TINNED

TOP OF GRADE

G—

USE HILTI KC Il
1/4"x1-1/4" SS

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

01/27117

VERIZON WIRELESS
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. GROUNDING KIT SHALL BE ANDREW SUREGROUND TYPE KIT
WITH TWO—-HOLE LUG.

TYPE GAR-TC
CLAMP — OR
CADWELD TO MAST #6 AWG STRANDED COPPER
GROUND WIRE (GROUNDED TO
GROUND BAR) (SEE NOTE 1 & 2)
NOTES;
1. DO NOT INSTALL CABLE GROUND KIT AT A BEND AND
\ COAXIAL ALWAYS DIRECT GROUND WIRE DOWN TO GROUND BAR.

FROM TMA
(WHEN REQUIRED)

#6 AWG STRANDED Cu
WIRE WITH GREEN, 600V,
THWN INSULATION

[———CIGBE GROUND BAR
MOUNTED NEAR/BELOW
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WIRE

WITH GREEN, 600V, THWN
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. WEATHER PROOFING SHALL BE ANDREW TWO—PART TAPE

NOTE:

25 CHURCH AVE
PEAKS ISLAND, ME 04108
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GROUNDING DETAILS

SUPPLIED WITH KIT. COLD SHRINK SHALL NOT BE USED. DO NOT INSTALL CABLE GROUND KIT AT A BEND AND

ALWAYS DIRECT GROUND WIRE DOWN TO CIGBE.
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