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#2 AWG GROUND CONDUCTOR
FROM EXTERNAL GROUND BAR
TO EXTERNAL GROUND RING

EXTERNAL GROUND BAR KIT
MOUNTED OUTSIDE EQUIPMENT
ROOM (SHOWN AWAY FROM
WALL FOR CLARITY.)

#2 AWG GROUND CONDUCTOR FROM
INTERNAL GROUND BAR TO EXTERIOR
GROUND RING

MASTER GROUND BAR
AT ENTRY PORT FOR
COAX GROUNDING

GROUND METAL LOUVERS,
CONDUITS, ETC.

[ —————ROUTE GROUND

CONDUCTOR THROUGH
WALL TO EXTERIOR
GROUND BAR.

HALO DROP
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GROUND RING
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NOTES:

BONDING KIT BY
CHATSWORTH PRODUCTS, INC
PN 40164—001 OR EQUAL.
KITS TO BE UL LISTED.

. KIT INCLUDES (4)
1/4"—20x3/4"L STAINLESS
STEEL CAP SCREWS, (4)
FLAT WASHERS, (4) LOCK
WASHERS, (4) NUTS.

. INSTALL GROUNDING STRAPS
AT ALL TRAY SPLICE
LOCATIONS AND AT TRAY
INTERSECTIONS.

#6—7 STRANDED
GREEN INSULATED

CABLE TRAY BONDING STRAP

GROUND STRAPS
AT SPLICE LOCATION

SCALE: N.T.S.
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