NISTRUT P1000 X 12° ATTACH W/

(2)§14 X3° LG. GALV. WD.

SCREWS IN WOOD FRAMING OR
HILTI SMD 12-24X1 1/4 HWH§4
TO LIGHT GAUGE STEEL

ANTENNA CABLE/CONDUIT W/
APPROPRIATE SIZE

ANDREWS STANDARD
HANGERS

L VWLV
[
2

UNISTRUT P1000 X 12"
ATTACH W/ HILTI
HPS1-5/16X1 5/8
IMPACT ANCHORS

ANTENNA CABLE W/:
APPROPRIATE SIZE

/— CONCRETE CEILING/WALL

ANTENNA CABLE/CONDUIT W/
APPROFRIATE SIZE ANDREW
STANDARD HANGERS

UNISTRUT P1000 X 12'\

ANTENNA CABLE/CONDUIT W/
APPROPRIATE SIZE ANDREW
STANDARD HANGERS

UNISTRUT P1000 X 12" ATTACH
W/ 3/8°2 1/4"

HILTI KWIK—BOLT 1l

EXPANSION ANCHORS

(TYP.=2) OR HILT! HY 20
W/SCREENTUBE © 1670.C.
FOR OUTSIDE INSTALLATION

A

PROPOSED EXHAUST PIPE
(SIZE PER GENSET
MANUFACTURER'S
RECOMMENDATIONS)

INSIDE SHELTER

PROPOSED FASNSEAL VENT
SYSTEM (P/N FSWT4 BY
PROTECH SYSTEMS, INC.)
(SEE NOTE 1)

OUTSIDE SHELTER

e

PROVIDE SUPPORT

Reviewed for Code Compliance

- Inspections Division

' on Approved with Conditions.

ver / 4 oue. 01127117
ate:

VERIZON WIRELESS
400 FRIBERG PARKWAY
WESTBOROUGH, MA 01581-3956

PORTLAND 6 ME

CONSTRUCTION DRAWINGS

Q
PROPOSED WALL
(Tve.)

ANDREW STANDARD HANGERS G
O NOTE:
1. INSTALL WALL THIMBLE SYSTEMS PER MANUFACTURER'S
INTERIOR BRIEKC Rt ol RECOMMENDATIONS. 2 109/23/14] FOR SUBMITIAL
CMU WALL 1 (08/25/14| FOR SUBMITTAL
GALV. UNIVERSAL WALL THIMBLE A |08/18/14| FOR COMMENT

MICROFLECT PN 81927

INSTALLATION

SCALE:N.T.S.

NOTES:
1. ALL COAX SUPPORT SPACING: 4'—0" MAX.

€& Dewberry

2. ALL CONDUIT SUPPORT SPACING: 10°-D" MAX.

CABLE/CONDUIT SUPPORT Dewberry Engineers Inc.
SCALE: N.T.S. 280 SUMMER STREET
_ 10TH FLOOR
yad el a,g{‘o  MA 02210
Ve OF REpyidane™
“-,\ o 4:6‘ s aam.’
WA o L
e e
NOM 4" DIAMETER o . ° =
(OR SMALLER) GYPSUM BOARD :, : B E NJAM ! N a:' -
STEEL ELECTRICAL 1. REVETTE °* -
A METALLIC TUBING OR = T & T1 =
i 1/2" MIN. DIA. OF SEALANT OR -] e P =
NONI(o‘R SDDIAA;‘L?E% PUTTY APPLIED CONTINUOUSLY e BN =
STEEL ELECTRICAL AROUND THE PENETRANT ON i

THE WALL SURFACES ON BOTH

METALLIC TUBING SIDES OF WALL

OR STEEL CONDUIT

EALANT OR PUTTY
APPLIED CONTINUOUSLY
AROUND THE PENETRANT
ON THE WALL SURFACES
ON B0TH SIDES OF WALL

SEALANT STEEL CONDUIT (SEE NOTE 3) NOM 4" DIAMETER
(SEE NOTE 1) A (OR SMALLER)
STEEL ELECTRICAL
v METALLIC TUBING
< OR STEEL CONDUIT
1/2" MIN. DIA. OF
? S

MIN 4 1/27 THICK REINFORCED [ DRAWN B: sk |
. LIGHTWEIGHT OR NORMAL WEIGHT .
EALANT CONCRETE (FLOOR MAY CONSTRUCTED :
(SEE NOTE 1) SEALANT o [ REVIEWED BY: MFT |
OF ANY MIN. 6" UL CLASSIFIED WAL FRAMING Tk
(SEE NOTE 1) HOLLOW~CORE PRECAST CONCRETE NOM 4* DIAMETER CONSIST OF ETHER WOOD
A OF Ay, UL CLASSIIED. CONCRETE BLOCKS") ShRS ot S e [ checkep e. B |
MAX. DIAMETER OF OPENING IS 7" CONSEET OF NOW- 25
OR STEEL CONDUTT [ PROJECT NUMBER: 50002925 |
UL SYSTEM NO. C-AJ—1259 SYSTEM NO. Welo1364
AN 1= . WL JOB NUMBER: 50062235
T RATING =40 HR. F RATINGS — 1 AND 2 HR I |
] T RATING — 1/4 HR
NOTES: L RATING AT AMBIENT — LESS THAN 1 CFM/SQ FT [Se ADbRess ]

L RATING AT 400 F — LESS THAN 1 CFM/SQ FT

FILL, VOID OR CAVITY MATERIAL* — SEALANT — MIN. 1/2" THICKNESS OF FILL

MATERIAL APPLIED WITHIN THE ANNULUS, FLUSH WITH BOTH SURFACES OF FLOOR OR NOTES:

WALL. AT THE POINT CONTACT LOCATION BETWEEN PENETRATING TEM AND

CONCRETE, A MIN. 1/4" THICK BEAD OF FILL MATERIAL SHALL BE APPLIED AT THE THE 1 AND 2 HOUR FIRE RATED GYPSUM WALL BOARD/STUD

CONCRETE/ PENETRATING ITEM INTERFACE ON BOTH SIDES OF FLOOR OR WALL. WALL ASSEMBLY SHALL BE CONSTRUCTED OF THE MATERIALS &
MANNER SPECIFIED IN THE INDIMIDUAL U300 OR U400 SERIES

WALL & PARTITION DESIGNS IN THE UL FIRE RESISTANCE

25 CHURCH AVE
PEAKS ISLAND, ME 04108

FORMING MATERIAL — (OPTIONAL, NOT SHOWN) — MINERAL WOOL BATT PACKING

MATERIAL OR POLYURETHANE BACKER ROD FRICTION FITTED INTO OPENING AND DIRECTORY.

RECESSED FROM FLOOR OR WALL SURFACES AS REQUIRED TO ACCOMMODATE

THICKNESS OF FILL MATERIAL. 2. 5" DIAMETER OPENING MAX. [ SHeeT TmE ]
ONE CONOUIT TO BE INSTALLED EITHER CONCENTRICALLY OR ECCENTRICALLY

WITHIN THE FIRESTOP SYSTEM. THE ANNULAR SPACE BETWEEN THE CONDUIT SECTION - THROUGH PENETRATION

AND THE PERIPHERY OF THE OPENING SHALL BE A MIN. OF 0" (POINT OF CONSTRUCTION
CONTACT) TO A MAX. OF 3°. CONDUIT TO BE RIGIDLY SUPPORTED ON BOTH FIRESTOP SYSTEM

SIDES OF FLOOR OR WALL ASSEMBLY. DETAILS — Il

SCALE: N.T.S.
* BEARING THE UL CLASSIFICATION MARK.

CORING DETAIL

SCALE: N.T.S.

[ sHEET NUMBER |

C—6




	Portland 6 ME_CD_Rev-1_9-23-14.pdf

