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NOTES:
1.) CONTRACTOR TO VERIFY, AND NOTIFY ENGINEER IF ANY
POST DOES NOT BEAR UPON THE DOUBLE TOP-PLATE OF A
FIRST FLOOR WALL, BELOW.
2.) BEAMS MAY BE UPTURNED INTO THE ATTIC SPACE
ABOVE -HANG CEILING ASSEMBLY FROM BEAMS WITH
SIMPSON MST TYPE HANGERS/STRAPS (OR SIMILAR.)
3.) NOTED HEADER LENGTHS ARE APPROXIMATE. g g
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: | J_‘ |IIII SILL PLATE TO FOUNDATION 1/2" ANCHOR BOLT @ 36" O.C. W/ 3" PLATE WASHER; 9" MIN. EMBEDMENT
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| | |||| POST BASES TO CONCRETE SIMPSON TYPE ABU, or ABW LaY
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I JOIST ON SILL, TOP PLATE, OR GIRDER SIMPSON LUS HANGER OR 4 - 8d (TOENAILED) WHEN BEARS ON SUPPORT
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| LEDGER STRIP TO BEAM 3 - 16d (FACENAILED, PER JOIST)
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L PROVIDE PLUMB (2) 2x12 HEADER AT BEAM END WITH T S Do ©
HANGER TO MATCH BEAM WIDTH AND HANGERS TO HEADER 10 HEADER T o c —
ATTACH HEADER TO EXISTING SLOPED RAFTERS. ADD e B o »n
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