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Top of 4” Conc. Floor Slab
EL.= 26’-11”

T.O. 3” Crawlspace Slab
EL. = 30’-10”
294.4 S.F.

T.O. Conc. Slab
EL. = 34’-10”

4’ H. Wall w/Split Sill 
10-1/4” H.

EXISTING COTTAGE(CONC. SLAB ON GRADE)

   UP 14  
@ 7-1/2” ea.
T= 10-1/2”

4” FOUNDATION  FOOTING DRAIN PIPING
4” RADON MITIGATION PIPING

T.O. Fin.Grade 
EL.= 26’-4”

Porch Abv.

4”dia. perf. pvc pipe 
Radon Collection to 
vertical riser vent to
ext. thru attic/roof abv.
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Entry Deck & Steps Abv.

Ext. Steps Abv
18”x18”x8” Ftngs.
Min. 4’-0” below grd.

Entry Ramp Abv.

6 Mil Polyethylene Vapor Barrier
2” Rigid Foam Insulation
4” Comp. Gravel Base

Reinforced Conc. Slab
6x6, 10/10 WWF
6 Mil Polyethylene Vapor Barrier
2” Rigid Foam Insulation
6” Comp. Crushed Stone Base
3000 p.s.i. Conc.Mix (typ.)

T.O. Fnd. Wall  EL. = 34’-5”

Ext.Found. Footing Drain
4” Dia. PVC Perf. Pipe
w/ Filter Fabric Wrap

Ext. Found. Drain (Typ.)

Sub-surface & Foundation
Drain Piping & Roof Drainage
Gutter/Leader System tied into
Municipal Stormwater System 
at Ocean Street

Interior Found. Footing Drain
Sim to Ext. Use 3” solid pipe
thru footing to connect ext. drain

16”w x 8”h Cont. Conc. Ftng.
w/ 2-#4 rebar continuous
5/8”x10” Anchor Bolts, Extend 3”
12” min. from corners, 6’-0” o.c.

24”x24”x10” Conc Ftngs. 
w/ 8” dia. plinth to 6” abv.grade
btm of ftng 4’-0” min below grd.

Sub-surface Drainage Piping from
Roof Gutter/Leaders (Typ.)

4” SOLID PIPING FOR SUB-SURFACE ROOF GUTTER DRAIN SYSTEM

Roof Gutter Leader
tied into Sub-surface
Drain System (Typ.)

Deck Abv.

Fnd. Wall Step Down - 3’-1”

T.O. Fnd Wall EL. = 31’-4”

505.5 S.F.

Fnd Wall EL. = 26’-7”
Fnd Wall EL. = 29’-4”

Step Dn
-2’-0”

Fnd Wall EL.= 28’-8”

Fnd Wall EL.= 28’-4”

Fnd Wall EL.= 27’-4”
Step Dn. 1’-0”

Fnd Wall EL.= 26’-0”

Step Dn - 1’-0”

Sub-surface Drainage pipingfrom Roof Gutter/Leaders

T.O. Fnd Wall EL.= 30’-11”
T.O. Fnd Footing = 26’-5”

..

Top Of First Floor Sub-floor Datum EL.= 35’- 7 1/4”

374 ISLAND AVE., PEAKS ISLAND, PORTLAND, ME
NB3D+KVB DESIGN/BUILD 
PH:  207-272-4956 & 207-303-8408
APRIL 2016
 

PROPOSED NEW HOUSE FOR  LINDA

CAPONE-NEWTON

FOUNDATION PLAN 
SUB-SURFACE DRAINAGE LAYOUT

A100

Fnd Wall EL.= 31’-4”

Fnd Wall EL. = 27’-10”

Exist. Grade at Door Sill Abv.
EL.= 35’-0”

Fin. Grd.@ Fnd.
EL.= 35’-2”

Fin. Grd @ Crnr.
EL.= 34’-6”

Fin. Grd.@ Crnr.
EL.= 34’-6”Fin. Grd.@Crnr.

EL.= 27’-3”

Fin Grd.@ Crnr.
EL.= 27’-10” 

All Found. Ext. Ftngs. & Walls to be
Coated with Bituminous Tar
Damproofing below Grade (Typ.)

All Posts to be connected to 
Found. Wall with Galv. Post Base
Simpson CB44HDG or Eq.


