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GAF TIMBERLINE SHINGLES FASTENED

W/ & NAILS PER SHINGLE SHINGLE OVER RIDGE

5/8' 0SB VENT RIDGE/SHOE PLATE TO RAFTERS, FACE NAILED W/(3) led NAILS

/12 COMPONENT ROOF RIDGE FASTENED ON SITE BY SET CREW W/ (2) led @ 24" O.C.

C/W ICE/SNOW BARRIER AT EAVES
8" WHITE DRIP EDGE AT RAKES AND AT EAVES
TOP OF ROOF AR VENT RIDGE II W/ SHINGLES

2«4 RAFTER TIE W/ (5) 10d NAILS EA END EVERY RAFTER

GAF TIMBERLINE HD SHINGLES FASTENED
W/ 6 NAILS PER SHINGLE

5/8" 0SB

a/12 COMPONENT ROOF

C/W ICE/SNOW BARRIER AT EAVES

10 Buldor aad subjoct b0 removel trem Produclion Sehotullng.

TR ARNOLD & ASSOCIATES, INC. 175 Choser Bt 1N 6516
MAL

States)

“Accredited Evaluation and Inspection Agency

uldor 1o check appropsinte bex, sign, dalo, and robum o MEH Plane not chocked, sigeed, and daled wll bo rebwme*

| HAVE REVIEWED THESE PLANS FOR ACCURACY AND HEREBY AUTHORIZE N.EH. TO DO THE
[ REVISE THESE PLANS AS NOTED AND SEND ME ANOTHER SET OF PERMIT PLANS TO RE

(] THERE ARE NO CHANGES TO THIS PLAN, RELEASE THE JOB FOR PRODUCTION.
[ REVISE THE PLANS AS NOTED AND RELEASE THESE PLANS FOR PRODUCTION.

“ 8" WHITE DRIP EDGE AT RAKES AND AT FAVES
\95?(‘ . AR VENT RIDGE Il W/ SHINGLES
P 2o 3T L SET CREW: PLATE TO CEILING RIM W/
EA. SIDE 8d @ ¢' 0C. §
R-60 BLOWN-IN R-60 BLOWN-IN R=60 BLOAN-IN
W/ VAPOR BARRIER PAINT W/ VAPOR BARRIER PAINT 26 PERIMETER pi/ VAPOR BARRIER PAI
G SPF 8 24' 0 T . R35 FOAM BLOCK. INSULATION IN (oo E
T PERIMETER OF CEILNG
1/2 GWB HIGH STRENGTH
BOTTOM OF HEADER ___ 1 ____1e' VNl sofFit==" ___Ll1|  EOMPRESSION-STRIP— - - — - — o — ooV S - .
< x T
9 81y 7/m"zwéﬂgvg$‘s?§4)wuws W/ SEAMS COVERED \2 SO
- 12" GWB INTERIOR FINISH W/ 7IP SYSTEM TAPE R SOLID VINYL SOFFIT

o N 24 TOP PLATES 10" - 3/4' CDX PLYWOOD SHEATHING TOP AND BOTTOM PLATE s =
S EY 24 SPF STUDS @ 16" O.C. DOUBLE 2x4 SPF STUDS @ 6" O.C. -
3 /4" T4G ADVANTECH e 058 R-38 BLOWN-IN INSULATION W/ VAPOR BARRIER PAINT AND INSULWEB 1 SHIPPING SUPPORT POST ONLY i
. 20 SPF @ 16" 0.C. (BY NEH) 1/2" DRYWALL REPLACED BY OTHERS

R-30 KRAFT FACE BUILDER TO INSTALL 1/2" i

BATT INSULATION DRYWALL ON SITE AFTER SET| OTHERS TO SITE SUPPLY ¢

(NOT BY NEH) 26 INSTALL ALL REQUIRED DECK

I ’"“”\ ( '_] 2-242/22 PERFETER MATERIAL IN THIS AREA.

FINISHED IST FLOOR LEVEL + __ _ ____ __ EZ] INSULATION IN PERIMETER OF oo -~
N ‘ ‘ ‘ I FLOOR DECK (NOT BY NEH) or SUPPORT DECK TO BE 3
£ : =l (TTPICAL) b REMOVED ON SITE BY OTHERS §

{@ ‘@} ]| araE + E GRADE + E
DECK TO BE ATTACHED TO HOUSE AS PER 2009
GIRDER BOLTS IRC, SECTION R502.2:2 DECKS (R502.2:2 THRU
28 GIRDER CAP R50222.4)
N 7;3‘5%5;&% LALLY LOCK SONO TUBE BY BLDR.
12 P.T. SILL —=e——)
SILL SEALER R UNHEATED/UNFINISHED 4 6 CONC. FILLED g
ANCHOR BOLTS /coumn (BY NEH)

CROSS SECTION

(NOT BY NEH) g
TYPICAL ]
— 4" CONCRETE SLAB (NOT BJ" NEH) I. ALL MATERIALS BELOW THIS LINE ARE THE
0° FOUNDATION WALL ————— RESPONSIBILITY OF THE BUILDER, AND SHALL BE USED IN
W CONT. FTG. UNDER T ACCORDANCE WITH THE MATERIAL MANUFACTURER'S L.
(NOT BY NEW) INSTALLATION INSTRUCTIONS, IN CONFORMANCE WITH ALL
TYPICAL APPLICABLE BUILDING CODES. ANY DETAILS/DRAWINGS
REFERENCING MATERIAL NOT SUPPLIED BY N.EH, ARE
FOR REFERENCE ONLY, AND SHOULD BE APPROVED BY
THE LOCAL BUILDING INSPECTOR PRIGR TO USE. ALL
COLUMN FOOTING (NOT BY NEH) TYPICAL SUCH MATERIAL/CONSTRUCTION MUST BE SITE INSPECTED.
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NOTE: ANY & ALL Malosisl shipped 10000 for o olle complolion of the menstaciwed product ls ULTRIATELY the SOLE




