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WILLIAM R.

WALSH, III

No. 8204
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Existing and

Proposed Sections/

Site Details

As Shown

CROSS SECTION D: EXISTING CONDITIONS
SCALE: 1" = 4'

CROSS SECTION D-D': PROPOSED BLOCK WALL
SCALE: 1" = 4'

SHRUB PLANTING INSTALLATION

BROAD-CAST GRASS SEED; 130
LBS/ACRE (SEE SEEDING NOTES
FOR RATES)

4
" M

IN
.

LOAM AND SEED DETAIL
NOT TO SCALE

NOT TO SCALE

REMOVE ALL LABELS, TAGS
OR OTHER FOREIGN
MATERIAL FROM LIMBS

1.5" DEPTH BARK MULCH

EARTH SAUCER (6")

FINISHED GRADE

EXISTING SOIL

REMOVE ALL METAL OR ROPE
BINDINGS BINDINGS AND WRAP FROM
TOP OF 1/3 OF ROOTBALL

6" MIN. WITH BACKFILL SOIL, (6) PARTS NATIVE,
(1) PART PEATMOSS AND (1) PART MANURE

LOAM

UNDISTURBED OR COMPACTED
SUBGRADE

MULCH 2 BALES/1000 SQ. FT.

CROSS SECTION E-E': PROPOSED GRANITE STAIRS
SCALE: 1" = 2'

FENCING STAPLED
TO POST

1 1/4" SQ.
HARDWOOD POSTS

12-MONTH UV RESISTANT
GEOTEXTILE: MIRAFI ENVIROFENCE
OR APPROVED EQUAL

SUPPORT NET INDUSTRIAL
POLYPROPYLENE

PREFABRICATED SILT FENCE

1 1/4" SQ. HARDWOOD POST

BACKFILL 6"x6" TRENCH

LOOSE FABRIC IN TRENCH

2
'-6

"
2
'-0

"

NOTES:
1. INSTALLATION SHALL BE IN ACCORDANCE WITH

MANUFACTURER'S RECOMMENDATIONS.
2. SILT FENCE SHALL BE MAINTAINED CONTINUALLY

THROUGHOUT THE ENTIRE CONSTRUCTION CYCLE.

POST "A"
POST "B"

SEE POST DETAIL

METAL
COUPLER

8'+/-

SECTION "B"
SECTION "A"

BACKFILL 6"x6" TRENCH

SECTION "B"

SECTION "A"

POST DETAIL

POST
"A"

POST
"B"

NOT TO SCALE

INSTALLATION INSTRUCTIONS:
1. TURF REINFORCEMENT MAT MATERIAL SHALL BE ENKAMAT 7020, OR APPROVED EQUAL.

2. APPLY 3" OF LOAM ONTO THE GROUND SURFACE.

3. OVER TOP THE 3" OF LOAM, UNROLL MAT IN THE DIRECTION OF WATER FLOW.

4. MAT SHOULD LIE FLAT. DO NOT STRETCH MAT OVER GROUND. STRETCHING MAY CAUSE MAT TO BRIDGE DEPRESSIONS IN THE
SURFACE AND ALLOW EROSION UNDERNEATH.

5. BURY TRANSVERSE TERMINAL ENDS OF MAT TO SECURE AND PREVENT EROSIVE FLOW UNDERNEATH.

6. SECURE MAT SNUGLY INTO ALL TRANSVERSE CHECK SLOTS.

7. BACKFILL AND COMPACT TRENCHES AND CHECK SLOTS AFTER STAKING THE MAT IN BOTTOM OF TRENCH.

8. OVERLAP ROLL ENDS BY THREE (3) FEET (MIN.) WITH UPSLOPE MAT ON TOP TO PREVENT UPLIFT OF MAT END BY WATER FLOW. IF
INSTALLING IN THE DIRECTION OF A CONCENTRATED WATER FLOW, START NEW ROLLS IN A TRANSVERSE DITCH.

9. OVERLAP ADJACENT EDGES OF MAT BY THREE (3) INCHES (MIN.) AND STAKE.

10. USE WOOD STAKES OR STAPLES FOR PINNING MAT TO THE GROUND SURFACE, PER MANUFACTURER'S RECOMMENDATIONS.

11. IN ALL TRANSVERSE TERMINAL TRENCHES AND CHECK SLOTS, STAKE EACH MAT AT ITS CENTER AND OVERLAP EDGES BEFORE
BACKFILLING AND COMPACTING.

12. STAKE OVERLAPS LONGITUDINALLY AT THREE (3) TO FIVE (5) FOOT INTERVALS.

13. WORK ADDITIONAL LOAM INTO THE MAT AND COVER THE MAT SURFACE WITH 1" OF LOAM, THEN SEED AND MULCH.

GENERAL INSTALLATION GUIDELINES
FOR TURF REINFORCEMENT MAT

1 6-11-2012 MK WW

Portland Review comments.

Per Maine DEP and City of

2 1-2-2013 SC WW

Portland Review comments.

Per Maine DEP and City of

3 2-28-13 SC WWIssued for Bidding

4 3-29-13 SC WW

Final plans submitted to City and

included with Building permits




