Inspections Division

Date:_09/29/15

ROUGH CARPENTRY
SIMPSON MSTA4E STRAP SIMPSON MSTAS6 STRAP SIMPSON MSTA4S STRAP 1. ALL ROUGH CARPENTRY WORK SHALL BE EXECUTED IN CONFORMANCE WITH
SEE SHEET S4 FOR REAR THE INTERNATIONAL RESIDENTIAL CODE FOR ONE AND TWO FAMILY DWELLINGS
WALL ELEVATION AND SHEAR (IRC 1&2). '
WALL DIAGRAMS < X 2. REFER TO THE iRC 1&2 FOR FRAMING COMPONENTS NOT SPECIFIED IN PLANS
5 S5 AND SECTIONS. NOTIFY THE ENGINEER OF ANY COMPONENT NOT DEFINED IN
S
2=2x12PT 2—=2x12PT = EITHER THE IRC 1&2 OR IN THESE DRAWINGS.
o | TNF R . s 2 3. REFER TO THE IRC 1&2 FASTENER SCHEDULE FOR STRUCTURAL MEMBERS

b

TABLE 602.3 FOR CONNECTION FASTENING NOT IDENTIFIED IN THESE PLANS OR
N HANGER DETAILS.
i 4. ENGINEER MAKES NO CLAIMS TOWARDS EXISTING CONDITIONS.
5. WHEN NOT OTHERWISE IDENTIFIED, ALL WOOD BEAMS, JOISTS, RAFTERS,
HEADERS, STRINGERS, PLATES, AND SILLS SHALL BE SPRUCE PINE FIR #2 OR
BETTER, WITH A MINIMUM Fb = 875 PSI (S‘INGLF_= USE) AND Fb = 1000 PSI
(REPET/T/VE USE), AND E SHALL BE 1,4000,000 PSI OR BETTER.
6. WOOD STUDS MAY BE EASTERN HEMLOCK, EASTERN SPRUCE, OR HEM-FIR,
X 2_92x10PT X GRADED ”STUD” GRADE, #2 OR BETTER.
SN \ SIN 7. LVL BEAMS, AS NOTED ON PLANS, SHALL HAVE A MINIMUM Fb = 3100 PSI, E
] - = 2,000,000 PSI, AND Fv = 285 PSI. LVL BEAMS SHALL BE “VERSALAM” BY
/\ g BOISE CASCADE. NO SUBSTITUTIONS WILL BE ACCEPTED, UNLESS THE
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2x|0PT@16°l0C
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F 5 ENGINEER SPECIFICALLY APPROVES ANOTHER PRODUCT SUBMITTED BY THE
CONTRACTOR.

[T1Z|DECK SIMPSON MSTA48 STRAP ””
\ 8. WOOD ~I° BEAMS SHALL BE BY BOISE CASCADE. NO SUBSTITUTIONS WILL BE
L
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/LEDCER ACCEPTED, UNLESS THE ENGINEER SPECIFICALLY APPROVES ANOTHER PRODUCT
s SUBMITTED BY THE CONTRACTOR. MANUFACTURER’S RECOMMENDATIONS FOR
BEARING, REINFORCING, CUTS, CANTILEVERS, FASTENING, ETC., SHALL BE
STRICTLY ADHERED TO.
9. ENGINEERED WOOD POSTS (VERSA COLUMNS), AS NOTED ON PLANS, SHALL BE
VERSA—LAM 1.7 2650.
10. PLYWOOD WALL SHEATHING, ROOF SHEATHING, AND SUBFLOORING SHALL BE
’ APA GRADE, TRADEMARKED C—D INTERIOR WITH EXTERIOR GLUE. SUBFLOORING
. SHALL BE 3/4” THICK TONGUE AND GROOVE, AND SHALL BE GLUED TO FLOOR
TRUP L OCATIONS S X JOISTS WITH AN APPROVED ADHESIVE PRIOR TO NAILING. ROOF SHEATHING
& \% %\E\ SHALL BE 1/2” THICK AND WALL SHEATHING SHALL BE 1/2” THICK.
] = ol 11. ALL WOOD HAVING DIRECT CONTACT WITH CONCRETE OR MASONRY, AND
WHEREVER WOOD IS WITHIN 8” OF FINISHED GRADE OR PART OF OPEN DECK
S . CONSTRUCTION, SHALL BE PRESSURE TREATED.
V’\)% ~—_SIMPSON DTT1Z DEEK i 12. ALL METAL CONNECTORS INCLUDING JOIST AND BEAM HANGERS AND COLUMN
e TIE TYP. 3 LOCATIO I CAP AND BASES SHALL BE BY SIMPSON STRONG—TIE CORP. THE CONTRACTOR
SHALL STRICTLY ADHERE TO MANUFACTURER’S FASTENING REQUIREMENTS.
CONTRACTOR TO VERIFY ALL CONNECTOR SIZES TO FRAMING ELEMENTS BEFORE
ORDERING.
13. UNLESS DETAILED OR SPECIFIED OTHERWISE ON THE PLANS, HEADERS AND
i BEAMS SHALL BE SUPPORTED BY AT LEAST ONE JACK STUD AND ONE KING
STUD.
= - 14. GABLE—END WALL STUDS IN CATHEDRAL, PARTIAL CATHEDRAL, OR HIGH CEILING
SPACES SHALL SPAN UNINTERRUPTED FROM THE FLOOR PLATE TO THE
6,\# UNDERSIDE OF THE ROOF RAFTERS. THEY SHOULD NOT BE INTERRUPTED BY
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SIMPSON MSTA48 STRAP - SISFER EXISTING RIM JQIST 3-2:8 MIN. Q\B/(L
WITH 1_7//4” LVL G.C. TO \VERIFY n
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] y EXISTING WOOD
™ y =\ | BEAM—AND—LALLY 1 . DRAWINGS.

' . COLUMNS NOT| 10 y \ 15. MEMBERS WITHIN BUILT-UP BEAMS, WHETHER MADE OF SAWN OR ENGINEERED
LUMBER, SHALL ONLY BE SPLICED OVER SUPPORTS.
o 16. PROVIDE SIMPSON H1 OR H2.5 HURRICANE TIES BETWEEN EACH RAFTER
N BOTTOM AND ITS BEARING POINT.
. , e 17. CONTRACTOR SHALL CAREFULLY COORDINATE THE WORK OF ALL TRADES TO
K ) NEW POST UP A MINIMIZE THE NEED FOR CUT, BORED OR NOTCHED IN FRAMING LUMBER.
, 9 ® STRUCTURAL FLOOR MEMBERS SHALL NOT BE CUT, BORED OR NOTCHED IN
v EXCESS OF THE LIMITATIONS SPECIFIED IN THE BUILDING CODE WITHOUT
WRITTEN APPROVAL FROM THE ENGINEER.
18. AT WOOD POSTS LANDING ON FLOOR DECK, PROVIDE SOLID VERTICAL WOOD
BLOCKING WITHIN DECK SANDWICH TO LINK UPPER POST WITH LOWER
] SUPPORT.  BLOCKING TO MATCH UPPER POST SIZE.
— T 19. SET LVL BEAMS THAT FRAME FLUSH WITH DIMENSIONED LUMBER JOISTS 3/8”
L S ERYTIV BELOW THE TOP OF JOISTS TO ALLOW FOR JOIST SHRINKAGE. WHERE
4 oo 10 VERIFY BEARING WALLS OR POSTS LAND ON THESE BEAMS, INFILL GAP WITH 3/8”

7
/0) L cﬁ o N | E
S | QO a I SISTER (E) JOIST 1l PLYWOOD FOR SOLID BEARING.
o - W/ 2—9l”LvVL “NHW POSTS ABOVE TO BE N} 20. BEAMS COMPRISED OF 3 LVLS OR MORE SHALL BE BOLTED TOGETHER WITH A
=

Q ” 9 ”»
\ j = 5 CJORDINATED W/ (E) |FRAMING MINIMUM OF 2-1/2"# BOLTS AT 16” ON CENTER OR 3-V4"8 DIAMETER SELF
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ANY HORIZONTAL PLATES OR BEAMS, UNLESS NOTED OTHERWISE ON THE
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2—2x8R/MJ TAPPING LAG SCREWS AT 16” ON CENTER, ALTERNATING INSERTION SIDES,
FOLLOW MANUF. SPECS, UNLESS NOTED OTHERWISE ON DRAWING.

21. IN ADDITION TO THE FLOOR JOIST SHOWN IN THE PLANS, CONTRACTOR SHALL
INSTALL DOUBLE JOISTS UNDER ALL PARTITIONS WALLS RUNNING PARALLEL TO
THE DIRECTION OF FRAMING.

22. MINIMUM BEAM BEARING TO BE 3 INCHES UNLESS NOTED OTHERWISE ON PLAN.

(E) IFLOOR JOISTS

Ferester Residence
Peaks Island., Maine

NOTES

1. ALL INDIVIDUAL LVLS ARE 1%,” THICK UNLESS NOTED OTHERWISE ON
PLAN.

2. ALL RAFTER TO HIP OR VALLEY CONNECTION TO BE MADE W/ A

% I I r MINIMUM OF 6—12d NAILS.

3. BEAMS COMPRISED OF 3 LVLS OR MORE SHALL BE BOLTED TOGETHER
WITH A MINIMUM OF 2—1/2"# BOLTS AT 16” ON CENTER OR 3-V,"#
DIAMETER SELF TAPPING LAG SCREWS AT 16” ON CENTER,
ALTERNATING INSERTION SIDES, FOLLOW MANUF. SPECS, UNLESS
NOTED OTHERWISE ON DRAWING.

FIRST FLOOR FRAMING PLAN 4. BW DENOTES BEARING WALLS CONSISTING OF 2x6@16”°0C WITH

Scale: 1/4" = 1'-0" MID—HEIGHT BRACING.
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FISRT-FLOOR
FRAMING-PLAN

SCALE: 1/4"=1'-0"

RIM BOARD EXISTING FLOOR SHEATHING L EGEND

DTT1Z DECK POST BW = BEARING WALL

CONNECTOR, SEE PLAN FVP = FLAT VALLEY PLATE
FOR APPROX. LOCATIONS (E) = EXISTING
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