
DETERIORATED CONCRETE
BOAT RAMP

ELEVATED WOODEN WALKWAY (DECK)

R
O

C
KY B

EA
C
H

GARDEN AREA &
FLAG POLE

SPECIAL FLOOD HAZARD AREA
(EL=9) PER FEMA PANEL
230051/0015B EFFECTIVE DATE
JULY 17, 1986

HIGHEST ANNUAL TIDE
EL=7.4 NGVD29

INSTALL PRE-CAST CONCRETE
SLAB BOAT RAMP. SEE
SECTION D1 ON THIS SHEET.

REPLACE CONCRETE SLAB

INSTALL BOULDER
REVETMENT

INSTALL 2.5'x2.5'x12'±
GRANITE BLOCKS ALONG FACE
OF DECK POSTS ON TOP OF
EXISTING BLOCKS (TYP.)
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3' O.C. AT TOP OF REVETMENT
(TOTAL AREA = 77± SF)

EXISTING RIPRAP
BELOW DECK
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EXISTING RIPRAP

AREA OF IMPACT
BELOW HAT =  169 SF

SEE SECTION A
ON THIS SHEET

SEE SECTION B
ON THIS SHEET

REPLACE BENCHES AT
THE COMPLETION OF
CONSTRUCTION

TAPER BOULDERS AT THE
END OF REVETMENT TO
MATCH INTO EXISTING GRADE

25'

HAT S
ETB

ACK

INSTALL TRM ON ALL
DISTURBED AREAS TO
BE REVEGETATED (TYP.)

N: 304619.51
E: 2946014.56
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N: 304650.52
E: 2945986.96
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SEE SECTION C
ON THIS SHEET

SEE SECTION D2
ON THIS SHEET
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MARSHGRASS

EXISTING GRANITE BLOCKS
AT BASE OF DECK POSTS

AREA OF IMPACT
BELOW HAT =  58 SF

INSTALL 2.5' x 2.5' x 12'±
GRANITE BLOCKS ALONG
FACE OF DECK POSTS (TYP.)

MARSHGRASS SHALL
BE PROTECTED

MEAN HIGH WATER
EL=5.1 NGVD29
(PER NOAA)
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TOP OF BANK
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HAT = 7.4 (NGVD29)

REMOVE EX. LOOSE
COBBLE STONES

APPROX. LEDGE ELEV.

100-YR FLOOD ZONE
ELEV. = 9.0

INSTALL 6" LOAM, SEED, AND
TRM ON ALL DISTURBED AREAS
TO BE REVEGETATED (TYP.)

BACKFILL WITH
GRANULAR
BORROW (TYP.)

EXISTING GARDEN EDGING
TO BE PROTECTED (TYP.)

12" (MIN.) OF 6" DRAINAGE
STONE BEHIND BOULDERS(TYP.)

MIRAFI FW-404 GEOTEXTILE
BEHIND AND ABOVE
DRAINAGE STONE (TYP.)

PRELIMINARY VE FLOOD
ZONE (ELEV. 13.7)

PLACE 4'± DIA ANGULAR
BOULDERS (TYP.)

EXCAVATE 1' DEEP TRENCH TO
KEY STONES INTO LEDGE (TYP.)
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HAT = 7.4 (NGVD29)

REMOVE EX. LOOSE
COBBLE STONES

APPROX. LEDGE ELEV.

PLACE 4'± DIA. ANGULAR
FACE BOULDERS (TYP.)
100-YR FLOOD ZONE
ELEV. = 9.0

INSTALL 6" LOAM, SEED, AND
TRM ON ALL DISTURBED AREAS
TO BE REVEGETATED (TYP.)

EXISTING GARDEN EDGING
TO BE PROTECTED (TYP.)

12" (MIN.) OF 6" DRAINAGE
STONE BEHIND BOULDERS(TYP.)

MIRAFI FW-404 GEOTEXTILE
BEHIND AND ABOVE
DRAINAGE STONE (TYP.)

EXISTING BENCHES TO BE RESET AT
COMPLETION OF CONSTRUCTION

INSTALL 12" LOAM, SEED, AND
TRM IN PLANTING AREAS (TYP.)

PLANT SWEETFERN
(COMPTONIA PEREGRINA)
WHERE INDICATED ON PLAN

PRELIMINARY VE FLOOD
ZONE (ELEV. 13.7)

EXCAVATE 1' DEEP TRENCH TO
KEY STONES INTO LEDGE (TYP.)

2'-3' BOULDERS BEHIND
FACE BOULDER (TYP.)
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1.5' x 10' PRECAST REINFORCED
BOAT RAMP PANELS

INSTALL REPLACEMENT
CAST-IN-PLACE CONCRETE SLAB

PRELIMINARY VE FLOOD
ZONE (ELEV. 13.7)

HAT = 7.4 (NGVD29)

EXISTING GRADE

MATCH EX. GRADE AND
CONNECT WITH DOWEL

REMOVE LOOSE STONES AND
HAMMER LEDGE WHERE NECESSARY
TO PROVIDE CRUSHED STONE BASE

12" OF 1.5" DIA.
STONE BEDDING WRAP STONE WITH MIRAFI

FW-404 GEOTEXTILE

TUCK ENDS OF GEOTEXTILE
UNDER PANELS (TYP.)

12'

SLOPE = 30%±

END OF EXISTING BOAT ROMP
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DECK, RAILING,
AND FRAMING

PLACE 2.5'x2.5'±
GRANITE BLOCKS IN
FRONT OF POSTS

SUPPORT POST

PLACE 1'-2'± DIA.
STONES BEHIND
BLOCKS

EXISTING RIPRAP
BELOW DECK

FACE OF BUILDING

EXISTING GRANITE
BLOCKS

PIN STONES TOGETHER
IF NECESSARY WITH 2
PINS PER STONE (TYP.)
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SECTION D2
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10'

PLACE LARGE BOULDERS
ALONG EDGE OF RAMP (TYP.)

12" OF 1.5" DIA. STONE

MIRAFI FW-404 GEOTEXTILE
4' x 10' PRECAST
REINFORCED BOAT
RAMP PANELS
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