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Indoor Unit: MSZ-FH15NA

Wireless Remote
Controller

Outdoor Unit: MUZ-FH15NA

GENERAL FEATURES

* Highly energy-efficient system with quiet operation

* Updated sleek, compact indoor unit design

¢ Includes Nano Platinum and Anti-allergy Enzyme filters

* “Powerful Mode” function permits system to temporarily run at a
lower/higher temperature with an increased fan speed, which
quickly brings the room to the optimum comfort level

» Hand-held Wireless Remote Controller

* Limited warranty: five years parts and seven years compressors

ACCESSORIES

Outdoor Unit

o Base Heater (MAC-642BH-U)

o Three-pole Disconnect Switch (TAZ-MS303)
o Air Outlet Guide (MAC-856SG)

o Mounting Base (DSD-400N)

o Mounting Pad (ULTRILITE1)

o Drain Socket Assembly (MAC-860DS)

Indoor Unit

o Condensate Pump (BlueDiamond X87-711/721; 115/230V)

o Condensate Pump (Sauermann SI30-115/230; 115/230V)

o Replacement Anti-allergy Enzyme Filters (MAC-2310F T-E; 2/set)

Controller Options
o Wireless Wall-mounted Remote Controller Kit (MHK1)*
o Portable Central Controller (MCCH1)*
o Outdoor Air Sensor (MOS1)*
o Wired Wall-mounted Controller
(PAR-31MAA requires MAC-333IF)*
o Simple MA Remote Controller
(PAC-YT53CRAU requires MAC-333IF)*
*See Submittal for information on each option.
1 System Control Interface (MAC-333IF)
1 Remote Temperature Sensor (M21-JKO-307)
3 Lockdown Bracket for Hand-held Controller (RCMKP1CB)
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SPECIFICATIONS : MSZ-FH15NA & MUZ-FH15NA

Inspect

e

Cooling *1

Flated Capacity ..........ccooeevieieieiie e 15,000 Btu/h
Capacity Range ... .6,450 - 19,000 Btu/h
Rated Total INPUL ........casmssnnmnsmmmaimssmnsmmmnss 1,200 W
Maximum Total Input: :sasimmmomusrmmsnmamn s 2,200 W
] ] ] 22.0 Btu/h/W
Heating at 47° F *2
Rated CapacitVi.ussivasmimnampasanssans 18,000 Btu/h
(Capacity Range. ... .5,150 - 24,000 Btu/h
Rated Total INPUL ...usmsssm s snssussamassmmsssrmsreeres 1,300 W
Maximum Total INPUL ;.o mnamssrasmmmmsarsssmves 3,360 W
| ————— 12.0 Btu/h/W
Heating at 17° F *3
Rated Capacity ........coooviiiiiiiiiiiie 11,000 Btu/h
Vlaximum Capacity ..... ...18,000 Btu/h
Rated Total INput .......coooiiiiii 1,020 W
Maximum Total INput ........coooiiiiiiii e 2,480 W
Heating at 5° F :
Maximum Capacity ...........ccccooeeiiiiiiiiiiiiciece 18,000 Btu/h
Maximum Total Input .........ooooiiiiiiee 3,000 W

Rating Conditons:

*1 Cooling | Indoor: 80° F (27° C) DB /67° F (19° C) WB

*1 Cooling | Outdoor: 95° F (35° C) DB/ 75° F (24° C) WB

*2 Heating at 47°F | Indoor: 70° F (21° C) DB/60° F (16° C) WB
*2 Heating at 47°F | Outdoor: 47° F (8° C) DB/43°F (6° C) WB
*2 Heating at 17° F | Indoor: 70° F (21° C) DB/ 60° F (16° C) WB
*Z Heating at 17° F | Outdoor: 17° F (-8° C) DB/ 15° F (-9° C) WB
*4 Heating at 5° F | Indoor: 70° F (21° C) DB /60° F (16° C) WB
*4 Heating at 5° F | Outdoor: 5° F (-<15° C) DB/ 5° F (-15° C) WB

Electrical Requirements

Power Supply .... ...208/ 230V, 1-Phase, 60 Hz

Breaker SIZe iy mmvmes i ssns s s s s S s eaanas 20A
Voltage

Indoor - Qutdoor S1-S2 ... . .................. AC 208 / 230V
Indoor - Qutdoor S2-S3 . ... ....... ... ... ..., DC +/- 24V
Indoor - Remote Controller. .. .................. MKH1 DC 3V

PAR-31MAA DC 12V
PAC-YT53CRAU DC 12V
(Operating Conditons
Cooling
Indoor Intake Air Temp.. . (Max.) 90° F (32° C) DB/ 73° F (23° C) WB
(Min.) 67° F (19° C) DB/ 57° F (14° C) WB

Qutdoor Intake Air Temp. . ............... (Max.) 115° F (46° C) DB
(Min.) 14° F (-10° C) DB

Heating
Indoor Intake Air Temp. . .(Max.) 80° F (27° C) DB/ 67° F (19° C) WB
(Min.) 70° F (21° C) DB / 60° F (16° C) WB

Dutdoor Intake Air Temp. (Max.)75° F (24° C) DB/ 65° F (18° C) WB
(Min.) -13°F (-25° C) DB / -15° F (-26° C) WB**

** System cuts out at -18° F (-28° C) to avoid thermistor error, but recovers from
cutout operation and automatically restarts at -13° F (-25°C).

pate:_08/22/17

Indoor Unit

O 1.0A

Blower Motor (ECM)

Blowe i Motos OUtHit .. oummoamsummmrmmsmssmssmssmmssse s 30W
Airflow (Lo - Med - Hi - Super Hi - Powerful)

CooliNG ..o 225-262-304-355-411 Dry CFM

194-225-261-305-354 Wet CFM

Heating.......coooovoviiiiiiic 201-254-317-394-497 Dry CFM
Sound Pressure Level (Lo - Med - Hi - Super Hi - Powerful)

COONNG ..o 27-31-35-39-44 dB(A)

Heating.........ooooviieiiiie 25-29-34-39-46 dB(A)
External Finish Color ..o Munsell 1.0Y 9.2/0.2
External Dimensions

Inches:........coooeiiiiiiiiics 12 +11/16 H x 36-7/16 W x 9-3/16 D

NI e 305 +17 Hx 925 W x 234 D
WEIGNE LINE...... 00 000m0mesnnmomnmnesnnnesnnnsssnsssngnsnasiossissssusssnisss 29 Ibs. / 12 kg
Field Drainpipe S$ize/Q.D; i..civisimssmsmmmmmsmsysags 19/32 In. / 15mm
Outdoor Unit

Fan Motor (ECM) s nsssmasssssssmmpssssessmessasssvinss 0.93 F.LA.
Sound Pressure Level

Cooling *1 ...51 dB(A)

Heating *2 ..o 55 dB(A)
External Finish Color..........cccccooviiiiiiiiceee Munsell 3Y 7.8/1.1

Dimensions

REMIQETant TYDE... .svorssissrirssisnsinsnmsinioosnsshantsonsasinssfonsisansmsesionsnass R410A
Refrigerant Pipe
Gas Side O.D. ;unsunnsinsnmurnmmnmssssaimas 1/2" x 12.7 mm
Liquid:Side O:Diussmsmmesmmmmmssmssrmsmms 1/4” x 6.35 mm

Refrigerant Pipe Length
Height Difference (Max.) .. 50'x 15m
[ET=TaTe | ({1, = V- [ ———————————————— 100’ x 30m

Connection Method
INAOOr/OULAOON ... Flared

Notes:
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DIMENSIONS: MSZ-FH15NA & MUZ-FH15NA

Inspections Division
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\7- Unit: mm (in.)
$Z-FH15NA 7/16 x 1-1/16 Oblong hole 7/16 x 13/16 Oblong hole

4-116 «
«)t_'(; <
- -
36-7/16 NI
3 & ¢
- 35-5/8 N =
[eo] [eed
o &
Indoor unit
2-5/8 | 15-9/16 14-11/16 3-9/16

Air in \Wall hole @3

9-3/16
316 4 @ Installation plate
< s g o Piping
o B 3 & e =
, T -~ - o f\fl R\ =" —
K s |
2 1 1-9/16 RN RE & \Mﬁos-e
o
2-3/8 27-11/16 6-5/16 Q 4 &
2-3/8 S i} 11/16 Air out | 4-5/8
i
F i ) 5-3/16
o N
@© S =
o | (M

2-5/8 2-11/16

MUZ-FH15NA REQUIRED SPACE Unit: mm (in.)

*1 20 in. (500 mm) or more when front
and sides of the unit are clear

16-7/16

Drain hole $1-5/8
Airin 1-9/16

i )
J ‘ G I
szﬁr] |

il

i l Air out
2-holes 13/32X13/16
6-7/8 19-11/16

33-1/16 3-3/16

il Service panel

e
D Liquid refrigerant pipe joint

Refrigerant pipe (flared) ¢ 1/4

14-3116

*2 When any 2 sides of left, right
and rear of the unit are clear

) ng | .
by g 3 Gas refrigerant pipe joint
Refrigerant pipe (flared) 2 1/2
7-11/16
- ELECTRIC
mwl CERTIFIED..
www.ahridirectory.org = C O 0 L | N G & H E A T | N G
i all HP
b LAl SR - 1340 Satelte Boulevard
HITRY Suwanee, GA 30024
Tele: 678-376-2900 « Fax: 800-889-9904
Intertek Toll Free: 800-433-4822
www.mehvac.com

FORIV# MSZ-FH15NA / MUZ-FH15NA - 201401
Specifications are subject to change without notice.
© 2014 Mitsubishi Electric US, Inc.



