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SECTION 08 14 16
FLUSH WOOD DOORS
PART 1 -  GENERAL

1.01 SUMMARY

A. Section Includes:

1. Solid-core doors with plastic laminate faces.

2. Shop priming and factory finishing flush wood doors.

3. Factory fitting flush wood doors to frames and factory machining for hardware.

1.02 SUBMITTALS

A. Product Data:  For each type of door indicated.  Include factory-finishing specifications.
B. Shop Drawings:  Indicate location, size, and hand of each door; elevation of each kind of door; construction details not covered in Product Data; location and extent of hardware blocking; and other pertinent data.

1. Indicate dimensions and locations of cutouts.

2. Indicate requirements for veneer matching.

3. Indicate doors to be factory finished and finish requirements.

C. Samples:  For factory-finished doors.

1.03 QUALITY ASSURANCE

A. Quality Standard:  In addition to requirements specified, comply with AWI's "Architectural Woodwork Quality Standards Illustrated." 

PART 2 -  PRODUCTS

2.01 MANUFACTURERS

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:

1. Algoma Hardwoods, Inc.

2. Eggers Industries.

3. Marshfield Door Systems, Inc.

4. Vancouver Door Company.

5. VT Industries Inc.

2.02 DOOR CONSTRUCTION
A. Particleboard-Core:  ANSI A208.1, Grade LD-1 or Grade LD-2.

B. Interior Solid-Core Doors for Opaque Finish:  For doors at back-of-house, not visible from public areas:

1. Grade:  Custom.

2. Faces:  Medium-density overlay.

3. Construction:  Five or seven plies.  Stiles and rails are bonded to core, then entire unit abrasive planed before veneering.

2.03 FABRICATION

A. Factory fit doors to suit frame-opening sizes indicated.  Comply with clearance requirements of referenced quality standard for fitting unless otherwise indicated.

B. Factory machine doors for hardware that is not surface applied.

2.04 FACTORY FINISHING

A. General:  Comply with referenced quality standard for factory finishing.  Complete fabrication, including fitting doors for openings and machining for hardware that is not surface applied, before finishing.

1. Finish faces, all four edges, edges of cutouts, and mortises.  Stains and fillers may be omitted on top and bottom edges, edges of cutouts, and mortises.

B. Doors for Opaque Finish:  Shop prime doors with one coat of manufacturer’s standard wood primer.

PART 3 -  EXECUTION

3.01 INSTALLATION

A. Installation Instructions:  Install doors to comply with manufacturer's written instructions and the referenced quality standard, and as indicated.

B. Factory-Fitted Doors:  Align in frames for uniform clearance at each edge.

C. Factory-Finished Doors:  Restore finish before installation if fitting or machining is required at Project site.
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