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SECTION 09 72 00
WALL COVERINGS
PART 1 -  GENERAL

1.01 SUMMARY

A. Section Includes:

1. Surface preparation and prime painting .

2. Wall covering. 
3. Perforated wall covering at Humid climate locations.
1.02 SUBMITTALS

A. Product Data:  Provide data on wall covering and adhesive.

B. Shop Drawings: Indicate wall elevations with seaming layout.
C. Samples:  Submit two samples of wall covering, 12 inches by 12 inches in size illustrating color, finish, and texture.
D. Test Reports: Indicate verification of flame and smoke ratings, when tested by UL.
E. Manufacturer's Installation Instructions: Indicate special procedures.
F. Maintenance Data:  Submit data on cleaning, touch-up, and repair of covered surfaces.

G. Maintenance Materials:
1. See Section 01 60 00 - Product Requirements, for additional provisions.
2. Supply 25 linear feet of each color and pattern of wall covering; store where directed.
3. Package and label each roll by manufacturer, color and pattern, and destination room number.
1.03 QUALITY ASSURANCE

A. Manufacturer Qualifications: Companies listed in the Finish Schedule on the Drawings.
B. Installer Qualifications: Company specializing in performing the type of work specified in this section with minimum 5 years of experience. 
1.04 MOCK-UP 

A. Provide panel, 2 panel drops wide, full height, illustrating installed wall covering and joint seaming technique. 
B. Locate where directed. 
C. Mock-up may remain as part of the Work.
1.05 DELIVERY, STORAGE, AND PROTECTION 

A. Inspect roll materials at arrival on site, to verify acceptability. 
B. Protect packaged adhesive from temperature cycling and cold temperatures. 
C. Do not store roll goods on end. 
1.06 FIELD CONDITIONS 

A. Do not apply materials when surface and ambient temperatures are outside the temperature ranges required by the adhesive or wall covering product manufacturer. 
B. Maintain these conditions 24 hours before, during, and after installation of adhesive and wall covering. 
C. Provide lighting level of 80 ft candles measured mid-height at substrate surfaces. 
PART 2 -  PRODUCTS

2.01 MANUFACTURER
A. Products and Manufacturers are listed on the Finish Schedule on the Drawings. 

B. Perforated wall covering products, required for projects at humid locations such as Florida are listed on the Finish Schedule on the Drawings. 
2.02 MATERIALS 

A. Requirements for All Wall Coverings: 
1. Surface Burning Characteristics: Flame spread/Smoke developed index of 25/50, maximum, when tested in accordance with ASTM E 84. 
B. Adhesive: Type recommended by wall covering manufacturer to suit application to substrate. 
C. Termination Trim: Extruded plastic, color as selected. 
D. Substrate Filler: As recommended by adhesive and wall covering manufacturers; compatible with substrate. 

E. Substrate Primer and Sealer: Alkyd enamel type deseribed in Section 09 90 00 - Painting. 
PART 3 -  EXECUTION

3.01 EXAMINATION
A. Verify that substrate surfaces are prime painted and ready to receive work, and conform to requirements of the wall covering manufacturer. 

B. Gypsum panel substrate to receive at least Level 4 finish or Level 5 if directed by Wallcover manufacturer. 
C. Measure moisture content of surfaces including gypsum panel tape and joint compound areas using an electronic moisture meter. Do not apply wall coverings if moisture content of substrate exceeds level recommended by wall covering manufacturer. 

D. Verify flatness tolerance of surfaces does not vary more than 1/8 inch in 10 feet nor vary at a rate greater than 1/16 inch/ft. 
3.02 PREPARATION 

A. Fill cracks in substrate and smooth irregularities with filler; sand smooth. 
B. Wash impervious surfaces with tetra-sodium phosphate, rinse and neutralize; wipe dry. 
C. Surface Appurtenances: Remove electrical plates, hardware, light fixture trim, escutcheons, and fittings prior to preparing surfaces or finishing. 
D. Surfaces: Correct defects and clean surfaces that affect work of this section. Remove existing coatings that exhibit loose surface defects. 
E. Marks: Seal with shellac those that may bleed through surface finishes.
F. Apply one coat of primer sealer to substrate surfaces. Allow to dry. Lightly sand smooth. 
G. Vacuum clean surfaces free of loose particles. 
3.03 INSTALLATION

A. Apply adhesive and wall covering in accordance with manufacturer's instructions. 
B. Use wall covering in roll number sequence. 
C. Razor trim edges on flat work table. Do not razor cut on gypsum board surfaces.
D. Apply wall covering smooth, without wrinkles, gaps or overlaps. Eliminate air pockets and ensure full bond to substrate surface. Butt edges tightly. 
E. Horizontal seams are not acceptable.
F. Do not seam within 4 inches of internal corners or within 6 inches of external corners. 
G. Install wall covering before installation of bases and items attached to or spaced slightly from wall surface. 
H. Do not install wall covering more than 1/4 inch below top of resilient base. 
I. Cover spaces above and below windows, above doors, in pattern sequence from roll. 
J. Wall covering is required behind fin tube cabinets. 
K. Where wall covering tucks into reveals, or metal wallboard or plaster stops, apply with contact adhesive within 6 inches of wall covering termination. Ensure full contact bond. 
L. Install termination trim. 
M. Remove excess adhesive while wet from seam before proceeding to next wall covering sheet. Wipe clean with dry cloth. 
3.04 CLEANING

A. Clean wall coverings of excess adhesive, dust, dirt, and other contaminants. 

B. Reinstall wall plates and accessories removed prior to work of this section. 
3.05 PROTECTION OF FINISHED WORK 

A. Do not permit construction activities at or near finished wall covering areas. 
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