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SECTION 09 68 00
CARPETING
PART 1 -  GENERAL

1.01 SECTION INCLUDES

A. Installation of direct-glued carpet, furnished by Owner and installed under this Contract.
B. Accessories provide by Contractor.

C. Underlayment provided and installed by Contractor.
1.02 RELATED SECTIONS

A. Section 01 10 00 Summary: For description of requirements governing products furnished by the Owner.

B. Section 09 65 00 - Resilient Flooring: For additional requirements for preparation of substrates underneath carpet.

C. Section 09 68 13 - Tile Carpeting.

D. Division 26 Section: Electrical and telephone floor cover plate with recess for carpet.
1.03 REFERENCES

A. ASTM D 2859 - Standard Test Method for Ignition Characteristics of Finished Textile Floor Covering Materials; 2006.

B. ASTM E 648 - Standard Test Method for Critical Radiant Flux of Floor Covering Systems Using a Radiant Heat Energy Source; 2006a.

C. CRI 104 - Standard for Installation of Commercial Textile Floorcovering Materials; Carpet and Rug Institute; 2002.

D. Subchapter C; "Architectural and Industrial Maintenance Coatings," Pennsylvania Air Polution Control Act, prepared by the Ozone Transport Commission and issued in Januray 2005. Similar regulations of other states that have adopted the Ozone Transport Commission regulations may apply in place of this Document depending on the location of this Project.

1. Submit copy of regulations other than the statute stated above, governing VOC's used by state where Project is located.

1.04 SUBMITTALS

A. Shop Drawings: Indicate seaming plan, method of joining seams, direction of carpet pile and pattern, location of edge moldings and edge bindings.

B. Product Data: Provide data on specified products, describing physical and performance characteristics; sizes, patterns, colors available, and method of installation.

C. Samples: Submit two samples 12 inch by 12 inch in size illustrating color and pattern for each carpet and cushion material specified.

D. Submit two, 12 inch long samples of edge strip for each color specified.

E. Manufacturer's Installation Instructions: Indicate special procedures.

F. Maintenance Data: Include maintenance procedures, recommended maintenance materials, and suggested schedule for cleaning.
1.05 QUALITY ASSURANCE

A. Installer Qualifications: Company specializing in installing carpet approved by Bank and approved by manufacturer.
1.06 ENVIRONMENTAL REQUIREMENTS

A. Store materials in area of installation for minimum period of 24 hours prior to installation.
B. Maintain minimum 70 degrees F ambient temperature 24 hours prior to, during and 24 hours after installation.

C. Ventilate installation area during installation and for 72 hours after installation.
PART 2 -  PRODUCTS

2.01 MANUFACTURERS

A. Carpet: Refer to carpet products described in Finish Schedule on Drawings.

B. Cushion: Refer to carpet products described in Finish Schedule on Drawings.
2.02 CARPET

A. Carpet Provided by Owner: Refer to Finish Schedule on Drawings for colors, types, sizes, patterns, fire resistivity and VOC attributes.

2.03 CUSHION

A. Cushion: Material, thickness, and type selected by Owner for use under carpet tile. Refer to Finish Schedule on Drawings.

2.04 ACCESSORIES

A. Sub-Floor Filler: Type recommended by carpet manufacturer. See 2.05 below for Flash Patching Underlayment.

B. Tackless Strip: Carpet gripper, of type recommended by carpet manufacturer to suit application, with attachment devices.

C. Moldings and Edge Strips: Vinyl, color as listed on Finish Schedule.
D. Transition Strip - Carpet to Ceramic or Resilient Tile:

1. Manufactuer: Ceramic Tool Company.

2. Model: CTC-12.

3. Material: Satin Anodized Aluminum.
4. Color: Clear

5. Description: 1/2 inch Carpet/Tile transition strip.

6. Lengths: No less than 12 inches. Where length of transition strip exceeds manufacturer's standard 8 foot length, use two equal lengths jointed at center of length.

E. Adhesives - General: Compatible with materials being adhered; maximum VOC content as stipulated by local regulations.

F. Seam Adhesive: Recommended by manufacturer.

G. Contact Adhesive: Compatible with carpet material

2.05 FLASH PATCHING UNDELAYMENT

A. Basis of Design is ARDEX Feather Finish White , Self-drying, cement based finishing underlayment, with manufacturer’s recommended primer for flash patching concrete to eliminate transitions between floor finishes.
PART 3 -  EXECUTION

3.01 EXAMINATION

A. Verify that sub-floor surfaces are smooth and flat within the tolerances specified for that type of work and are ready to receive carpet.

B. Verify that sub-floor surfaces are dust-free and free of substances that could impair bonding of adhesives to sub floor surfaces.
C. Verify that concrete sub-floor surfaces are ready for carpet installation by testing for moisture emission rate and alkalinity; obtain instructions if test results are not within limits recommended by carpet manufacturer and adhesive materials manufacturer.
D. Verify that required floor-mounted utilities are in correct location.
3.02 PREPARATION
A. Remove sub-floor ridges and bumps. Fill minor or local low spots, cracks, joints, holes, and other defects with sub-floor underlayment.
B. Trowel apply underlayment of sufficient width but not less than indicated on drawings to achieve smooth, flat, hard surface that feathers to yield no perceptible transition between floor finishes. Prohibit traffic until underlayment is cured.
C. Clean substrate.
3.03 INSTALLATION – GENERAL
A. Install carpet and cushion in accordance with manufacturer's instructions and CRI 104.
B. Verify carpet match before cutting to ensure minimal variation between dye lots.
C. Lay out carpet and locate seams in accordance with shop drawings:

1. Locate seams in area of least traffic, out of areas of pivoting traffic, and parallel to main traffic.

2. Do not locate seams perpendicular through door openings.

3. Align run of pile in same direction as anticipated traffic and in same direction on adjacent pieces.

4. Locate change of color or pattern between rooms under door centerline.

5. Provide monolithic color, pattern, and texture match within any one area.

D. Install carpet tight and flat on subfloor, well fastened at edges, with a uniform appearance.

3.04 STRETCHED-IN CARPET

A. Install tackless strips with pins facing the wall around entire perimeter, except across door openings. Use edge strip where carpet terminates at other floor coverings.

B. Space tackless strips slightly less than carpet thickness away from vertical surfaces, but not more than 3/8 inch.

C. Install cushion in maximum size pieces using spot adhesive to adhere to sub-floor.

D. Lay out cushion so that seams will be perpendicular to, or offset from, minimum 6 inches from carpet seams.

E. Butt cushion edges together and tape seams.

F. Trim cushion tight to edge of tackless strip and around projections and contours.

G. Double cut carpet seams, with accurate pattern match. Make cuts straight, true, and unfrayed. Apply seam adhesive to all cut edges immediately.

H. Join seams by hand sewing. Form seams straight, not overlapped or peaked, and free of gaps. 

I. Following seaming, hook carpet onto tackless strip at one edge, power stretch, and hook firmly at other edges. Follow manufacturer's recommendations for method and amount of stretch.

J. Trim carpet neatly at walls and around interruptions. Tuck edges into space between tackless strip and wall.
3.05 DIRECT-GLUED CARPET

A. Double cut carpet seams, with accurate pattern match. Make cuts straight, true, and unfrayed. Apply seam adhesive to cut edges of woven carpet immediately.

B. Apply contact adhesive to floor uniformly at rate recommended by manufacturer. After sufficient open time, press carpet into adhesive.

C. Apply seam adhesive to the base of the edge glued down. Lay adjoining piece with seam straight, not overlapped or peaked, and free of gaps.
D. Roll with appropriate roller for complete contact of adhesive to carpet backing.
E. Trim carpet neatly at walls and around interruptions.
F. Complete installation of edge strips, concealing exposed edges.
3.06 CLEANING

A. Remove excess adhesive from floor and wall surfaces without damage.
B. Remove stains, repair damage from construction activities, clean and vacuum carpet surfaces.
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