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SECTION 08 71 00
DOOR HARDWARE
PART 1 -  GENERAL

1.01 SUMMARY

A. This Section includes commercial door hardware for wood and glass doors.
B. Work Not in Contract:  Owner will provide permanent lock cylinders and final keying for doors provided under this Contract.

1.02 SUBMITTALS

A. Product Data:  For each product indicated.

B. Door Hardware Schedule:  Organized into door hardware sets indicating type, style, function, size, label, hand, manufacturer, fasteners, location, and finish of each door hardware item.  

C. Product certificates.

1.03 QUALITY ASSURANCE

A. Supplier Qualifications:  Person who is or employs a qualified DHI Architectural Hardware Consultant.

B. Templates:  Obtain and distribute templates for doors, frames, and other work specified to be factory prepared for installing door hardware.

C. Standards:  Comply with BHMA A156 series standards, Grade 1.

D. BHMA Certification:  Provide door hardware that is listed in BHMA directory of certified products.

1.04 WARRANTY

A. Special Warranty:  Manufacturer's standard form; repair or replace components of door hardware that fail in materials or workmanship within warranty period.

B. Warranty Period for Closers:  10 years from date of Substantial Completion.

PART 2 -  PRODUCTS

2.01 DOOR HARDWARE

1. Scheduled Door Hardware:  Refer to Drawings for Hardware Schedule and Sets
2.02 FABRICATION
A. Base Metals:  Furnish metals of a quality equal to or greater than that of specified door hardware units and BHMA A156.18 for finishes.  Do not furnish manufacturer's standard materials if different from specified standard.

B. Finishes:  Comply with BHMA A156.18.

C. Fasteners for Steel:  Phillips flat-head screws with finished heads to match surface of door hardware. 
D. Spacers or Sex Bolts:  For through bolting of hollow metal doors.

E. Fasteners for Wood Doors:  Comply with requirements of DHI WDHS.2, "Recommended Fasteners for Wood Doors."

PART 3 -  EXECUTION

3.01 INSTALLATION

A. Examine doors and frames for compliance with requirements for installation tolerances, wall and floor construction, and other conditions affecting performance. 
B. Steel Door and Frame Preparation:  Comply with DHI A115 series.  Drill and tap doors and frames for surface-applied hardware according to SDI 107.

C. Wood Door Preparation:  Comply with DHI A115-W series.

D. Mounting Heights:  Comply with the following requirements, unless otherwise indicated:

1. Steel Doors and Frames:  DHI's "Recommended Locations for Architectural Hardware for Standard Steel Doors and Frames."

2. Wood Doors:  DHI WDHS.3, "Recommended Locations for Architectural Hardware for Wood Flush Doors."

E. Adjust and reinforce attachment substrates as necessary for proper installation and operation.  Drill and countersink units that are not factory prepared for anchorage fasteners.  Space fasteners and anchors according to industry standards.

F. Thresholds:  Set thresholds for exterior doors in full bed of sealant complying with requirements specified in Section 07 92 00, Joint Sealants.

G. Adjust door control devices to compensate for final operation of heating and ventilating equipment and to comply with accessibility requirements.

1. Door Closers:  Adjust sweep period so that from an open position of 70 degrees, the door will take at least three seconds to move to a point 3 inches from the latch, measured to the leading edge of the door.
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