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SECTION 08 87 00
GLAZING SURFACE FILMS
PART 1 -  GENERAL

1.01 SUMMARY

A. This Section includes decorative glazing film.

1.02 SUBMITTALS

A. Product Data:  For each glazing surface film indicated.

B. Verification Samples:  For each glazing surface film, 12 inches square:

C. Maintenance Data:  For each type of glazing surface film to include in maintenance manuals.

D. Warranty:  Special warranty specified in this Section.

1.03 QUALITY ASSURANCE

A. Installer Qualifications:  An installer who employs glazing surface film installers for this Project who are approved by the manufacturer. 
1.04 PROJECT CONDITIONS

A. Install glazing surface film after completion of dusty work and just prior to Substantial Completion.  Protect surfaces from subsequent Work. 

1.05 WARRANTY

A. Manufacturer's Special Warranty on Glazing Surface Films:  Manufacturer's standard form, made out to Owner and signed by glazing surface film manufacturer, agreeing to the following: 

1. Replace surface glazing film that develop defects from normal use including peeling, cracking, discoloration, and deterioration, within specified warranty period indicated below.

a. Warranty Period:  10 years from date of Substantial Completion.

PART 2 -  PRODUCTS

2.01 DECORATIVE GLAZING SURFACE FILMS
A. Polyester Film:  Translucent, dimensionally stable polyester film, nominal 3-mil minimum thickness, with pressure-sensitive clear adhesive back for adhering to glass and releasable protective backing.

1. Product:  3M;  Scotchcal 7725SE-324 Frosted Crystal.

PART 3 -  EXECUTION

3.01 EXAMINATION AND PREPARATION

A. Verify that existing conditions are adequate for proper application and performance of film.

B. Verify glass is not cracked, chipped, broken, or damaged.

C. Clean glass in accordance with manufacturer's written recommendations.  Do not use razor scrapers.
3.02 INSTALLATION

A. Install glazing surface film on interior surface of glazed openings in locations indicated in accordance with manufacturer's written recommendations. 
B. Provide installation free of cracks, streaks, bubbles, ripples, gaps between film and frame, and other noticeable imperfections.
3.03 CLEANING AND PROTECTION

A. Clean cleaning solutions, run-off cleaning water and adhesive mounting solution from framing systems. 
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