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SECTION 09 68 13
TILE CARPETING
PART 1 -  GENERAL

1.01 SUMMARY

A. Carpet tile, fully adhered, furnished by Owner and installed under this Contract.

B. Accessories provided by Contractor.
C. Underlayment provided and installed by Contractor.
1.02 SUBMITTALS

A. Shop Drawings: Indicate layout of joints.

B. Product Data: Provide data on specified products, describing physical and performance characteristics; sizes, patterns, colors available, and method of installation.
C. Samples:  Submit two, 12 inch long samples of edge strip.

D. Manufacturer's Installation Instructions: Indicate special procedures.
E. Maintenance data: Include maintenance procedures, recommended maintenance materials, and suggested schedule for cleaning.
1.03 QUALITY ASSURANCE

1. Installer Qualifications: Company specializing in installing carpet approved by Bank and approved by manufacturer.
1.04 ENVIRONMENTAL REQUIREMENTS

A. Store materials in area of installation for minimum period of 24 hours prior to installation.
B. Maintain minimum 70 degrees F ambient temperature 24 hours prior to, during and 24 hours after installation.

C. Ventilate installation area during installation and for 72 hours after installation.
PART 2 -  PRODUCTS

2.01 MANUFACTURERS AND PRODUCTS

A. Carpet Tile: Refer to carpet products described in Finish Schedule on Drawings.

B. Substitutions: Not permitted.
2.02 ACCESSORIES

A. Sub-Floor Filler: Type recommended by carpet manufacturer. See 2.03 below for Flash Patching Underlayment.

B. Moldings and Edge Strips: Vinyl, color as listed on Finish Schedule.
C. Transition Strip - Carpet to Ceramic or Resilient Tile:

1. Manufactuer: Ceramic Tool Company.
2. Model: CTC-12.

3. Material: Satin Anodized Aluminum.
4. Color: Clear

5. Description: 1/2 inch Carpet/Tile transition strip.

6. Lengths: No less than 12 inches. Where length of transition strip exceeds manufacturer's standard 8 foot length, use two equal lengths jointed at center of length.

D. Adhesives - General: Compatible with materials being adhered; maximum VOC content as stipulated by local regulations.

E. Contact Adhesive: Compatible with carpet material.

2.03 FLASH PATCHING UNDELAYMENT

A. Basis of Design is ARDEX Feather Finish White , Self-drying, cement based finishing underlayment, with manufacturer’s recommended primer for flash patching concrete to eliminate transitions between floor finishes.
PART 3 -  EXECUTION

3.01 EXAMINATION
A. Verify that sub-floor surfaces are smooth and flat within tolerances specified for that type of work and are ready to receive carpet tile.

B. Verify that sub-floor surfaces are dust-free and free of substances that could impair bonding of adhesive materials to sub-floor surfaces.

C. Verify that concrete sub-floor surfaces are ready for carpet tile installation by testing for moisture emission rate and alkalinity; obtain instructions if test results are not within limits recommended by carpet tile manufacturer and adhesive materials manufacturer.

D. Verify that concrete sub-floor surfaces are ready for carpet tile installation by testing for moisture emission rate and alkalinity; obtain instructions if the test results are not within the following limits:

1. Moisture emission rate: Not greater than 3 lb per 1000 sf per 24 horus when tested with a calcium chloride moisture test kit for 72 hours.

2. Alkalinity: pH range of 5-9

E. Verify that required floor-mounted utilities are in correct location.

3.02 PREPARATION

A. Remove sub-floor ridges and bumps. Fill minor or local low spots, cracks, joints, holes, and other defects with sub-floor filler.

B. Trowel apply underlayment of sufficient width but not less than indicated on drawings to achieve smooth, flat, hard surface that feathers to yield no perceptible transition between floor finishes. Prohibit traffic until underlayment is cured.
C. Vacuum clean substrate.
3.03 INSTALLATION

A. Install carpet tile in accordance with manufacturer's instructions and CRI 104.

B. Blend carpet from different cartons to ensure minimal variation in color match.

C. Cut carpet tile clean. Fit carpet tight to intersection with vertical surfaces without gaps.

D. Lay carpet tile in square pattern, with pile direction parallel to next unit, set parallel to building lines.

E. Locate change of color or pattern between rooms under door centerline.

F. Fully adhere carpet tile to substrate.

G. Trim carpet tile neatly at walls and around interruptions.

H. Complete installation of edge strips, concealing exposed edges.
3.04 CLEANING

A. Remove excess adhesive without damage, from floor, base, and wall surfaces.

B. Remove stains, repair damage from construction activities, clean and vacuum carpet surfaces.
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