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SECTION 09 29 00
GYPSUM BOARD
PART 1 -  GENERAL

1.01 SUMMARY

A. This Section includes:  Interior gypsum board.

1.02 SUBMITTALS

A. Product Data:  For each type of product indicated.

PART 2 -  PRODUCTS

2.01 INTERIOR GYPSUM BOARD

A. General:  Complying with ASTM C 36/C 36M or ASTM C 1396/C 1396M, as applicable to type of gypsum board indicated and whichever is more stringent.

B. Type X:

1. Thickness:  5/8 inch.

2. Long Edges:  Tapered.

2.02 TRIM ACCESSORIES

A. Interior Trim:  ASTM C 1047.

1. Material:  Galvanized or aluminum-coated steel sheet or rolled zinc.

2. Shapes:

a. Cornerbead.

b. LC-Bead:  J-shaped; exposed long flange receives joint compound.

c. Expansion (control) joint.

2.03 JOINT TREATMENT MATERIALS

A. General:  Comply with ASTM C 475/C 475M.

B. Joint Tape:

1. Interior Gypsum Wallboard:  Paper.

2. Tile Backing Panels:  As recommended by panel manufacturer.

C. Joint Compound for Interior Gypsum Wallboard:  For each coat use formulation that is compatible with other compounds applied on previous or for successive coats.

1. Prefilling:  At open joints and damaged surface areas, use setting-type taping compound.

2. Embedding and First Coat:  For embedding tape and first coat on joints, fasteners, and trim flanges, use setting-type taping compound.

a. Use setting-type compound for installing paper-faced metal trim accessories.

3. Fill Coat:  For second coat, use setting-type, sandable topping compound.

4. Finish Coat:  For third coat, use drying-type, all-purpose compound.

2.04 AUXILIARY MATERIALS

A. General:  Provide auxiliary materials that comply with referenced installation standards and manufacturer's written recommendations.

B. Steel Drill Screws:  ASTM C 1002, unless otherwise indicated.

1. Use screws complying with ASTM C 954 for fastening panels to steel members from 0.033 to 0.112 inch thick.

C. Sound Attenuation Blankets:  ASTM C 665, Type I (blankets without membrane facing) produced by combining thermosetting resins with mineral fibers manufactured from glass, slag wool, or rock wool.

D. Acoustical Joint Sealant:  Manufacturer's standard nonsag, paintable, nonstaining latex sealant complying with ASTM C 834.  Product effectively reduces airborne sound transmission through perimeter joints and openings in building construction as demonstrated by testing representative assemblies according to ASTM E 90.

PART 3 -  EXECUTION

3.01 APPLYING AND FINISHING PANELS, GENERAL

A. Comply with ASTM C 840.

B. Examine panels before installation.  Reject panels that are wet, moisture damaged, and mold damaged.

C. Isolate perimeter of gypsum board applied to non-load-bearing partitions at structural abutments, except floors.  Provide 1/4- to 1/2-inch- wide spaces at these locations, and trim edges with edge trim where edges of panels are exposed.  Seal joints between edges and abutting structural surfaces with acoustical sealant.

3.02 APPLYING INTERIOR GYPSUM BOARD

A. Install interior gypsum board in the following locations:

1. Type X:  Vertical and horizontal surfaces, unless otherwise indicated.

3.03 INSTALLING TRIM ACCESSORIES

A. General:  For trim with back flanges intended for fasteners, attach to framing with same fasteners used for panels.  Otherwise, attach trim according to manufacturer's written instructions.

B. Control Joints:  Install control joints according to ASTM C 840 and in specific locations approved by Architect for visual effect.

C. Interior Trim:  Install in the following locations:

1. Cornerbead:  Use at outside corners.

2. LC-Bead:  Use at exposed panel edges.

3.04 FINISHING GYPSUM BOARD

A. General:  Treat gypsum board joints, interior angles, edge trim, control joints, penetrations, fastener heads, surface defects, and elsewhere as required to prepare gypsum board surfaces for decoration.  Promptly remove residual joint compound from adjacent surfaces.

B. Prefill open joints and damaged surface areas.

C. Apply joint tape over gypsum board joints, except those with trim having flanges not intended for tape.

D. Gypsum Board Finish Levels:  Finish panels to levels indicated below:

1. Level 1:  Ceiling plenum areas, concealed areas, and where indicated.

2. Level 2:  Panels that are substrate for tile.

3. Level 4:  At panel surfaces that will be exposed to view, unless otherwise indicated.

3.05 PROTECTION

A. Protect installed products from damage from weather, condensation, direct sunlight, construction, and other causes during remainder of the construction period.

B. Remove and replace panels that are wet, moisture damaged, and mold damaged.

1. Indications that panels are wet or moisture damaged include, but are not limited to, discoloration, sagging, or irregular shape.

2. Indications that panels are mold damaged include, but are not limited to, fuzzy or splotchy surface contamination and discoloration.

END OF SECTION 09 29 00

GYPSUM BOARD


09 29 00 - 3

