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SECTION 09 65 00
RESILIENT BASE
PART 1 -  GENERAL

1.01 SUMMARY

A. Section Includes:

1. Resilient base and accessories.

1.02 SUBMITTALS

A. Product Data:  For each type of product indicated.

B. Samples for Verification:  In manufacturer's standard size, but not less than 6-by-9-inch sections of each different color and pattern of floor covering required.

1. Resilient Base and Accessories:  12 inch long sample, each type and color.

C. Maintenance Data:  For each type of floor covering to include in maintenance manuals, per Section 01 77 00 Closeout Procedures.

D. VOC Content of Adhesive: Report VOC content of adhesives. Provide copy of VOC regulations used by states not using Ozone Transport Commission '05 regulations.
1.03 QUALITY ASSURANCE

A. Fire-Test-Response Characteristics: Provide products identical to those tested for fire-exposure behavior per test method indicated by a testing and inspecting agency acceptable to authorities having jurisdiction.
B. Floor Substrate: Meet requirements for ASTM F 710 - Standard Practice for Preparing Concrete Floors to Receive Resilient Flooring; 2005.

1. Protect floors from soil, oil, and other substances that will interfere with adhesion of resilient products.
1.04 DELIVERY, STORAGE, AND HANDLING

A. Store resilient flooring and installation materials in dry spaces protected from the weather, with ambient temperatures maintained within range recommended by manufacturer, but not less than 50 deg F or more than 90 deg F.  
1. Floor Tile: Store on flat surfaces. 

1.05 PROJECT CONDITIONS

A. Maintain ambient temperatures within range recommended by manufacturer, but not less than 70 deg F or more than 85 deg F Insert temperature, in spaces to receive floor coverings during the following time periods:

1. 48 hours before installation.

2. During installation.

3. 48 hours after installation.
B. Install resilient products after other finishing operations, including painting, have been completed.
1.06 EXTRA MATERIALS

A. Furnish extra materials as described in Finish Schedule on Drawings that match products installed and that are packaged with protective covering for storage and identified with labels describing contents. In addition, provide the following:

B. Resilient Wall Base and Accessories: Furnish not less than 10 linear feet for every 500 linear feet or fraction thereof, of each type, color, pattern, and size of resilient product installed.

PART 2 -  PRODUCTS

2.01 manufacturers

A. Products: Subject to compliance with requirements, provide one of the products listed in other Part 2 articles.
2.02 materials- base
A. Resilient Base: ASTM F 1861, vinyl, thermoplastic; top set, and as follows:

1. Critical Radiant Flux (CRF): Minimum 0.45 watt per square centimeter, when tested in accordance with ASTM E 648 or NFPA 253.

2. Height: 4 inch (VB-2); 4 ½ inch (VB-1).

3. Type: TV (VB-2); TP (VB-1).

4. Thickness: 0.125 inch thick (VB-2); 0.375 inch thick (VB-1).

5. Style: B Cove (VB-2); Rectangular with 45° chamfer (VB-1).

6. Finish: Satin.

7. Length: Continuous Roll (VB-2); 8-foot sections (VB-1).
8. Color: Reference Finish Schedule on Drawings.

9. Accessories: Premolded end stops.
10. Manufacturers:

a. Johnsonite, Inc; Product per Finish Schedule: www.johnsonite.com.

b. Substitutions: Not permitted.
2.03 RESILIENT MOLDINGS

A. Types of Accessories: Provide accessories of types listed below, for conditions where shown on Drawings or where otherwise required.
1. Cap for cove carpet.
2. Nosing for carpet.
3. Nosing for resilient floor covering.
4. Reducer strip for resilient floor covering.
5. Joiner for tile and carpet.
B. Single Source Manufacturers:
1. Johnsonite.
C. Material: Vinyl or Rubber.
D. Profile and Dimensions: As indicated on Drawings or Finish Schedule.” or as selected by Architect from manufacturer's full range of designs.
E. Metal Edge Strips: Extruded aluminum with mill finish of width shown, of height required to protect exposed edges of tiles, and in maximum available lengths to minimize running joints.
2.04 ACCESSORIES
A. Primers, Adhesives, and Seaming Materials: Waterproof; types recommended by flooring manufacturer.
B. Sealer and Wax: Types recommended by flooring manufacturer.
PART 3 -  EXECUTION

3.01 EXAMINATION

A. Examine substrates, with Installer present, for compliance with requirements for maximum moisture content and other conditions affecting performance of the Work.

B. Moisture Testing:  Perform tests recommended by manufacturer and as follows.  Proceed with installation only after substrates pass testing.

1. Perform anhydrous calcium chloride test, ASTM F 1869.  Proceed with installation only after substrates have maximum moisture-vapor-emission rate of 3 lb of water/1000 sq. ft. in 24 hours.

C. Alkalinity and Adhesion Testing:  Perform tests recommended by manufacturer.  Proceed with installation only after substrates pass testing.

D. Proceed with installation only after unsatisfactory conditions have been corrected.

E. Verify that required floor-mounted utilities are in correct location.
3.02 PREPARATION

A. Remove substrate coatings and other substances that are incompatible with adhesives and that contain soap, wax, oil, or silicone, using mechanical methods recommended by manufacturer.  Do not use solvents.

B. Fill cracks, holes, and depressions in substrates with trowelable leveling and patching compound and remove bumps and ridges to produce a uniform and smooth substrate.

C. Move resilient base and installation materials into spaces where they will be installed at least 48 hours in advance of installation.

1. Do not install resilient products until they are same temperature as space where they are to be installed.
D. Sweep and vacuum clean substrates to be covered by resilient flooring immediately before installation. After cleaning, examine substrates for moisture, alkaline salts, carbonation, and dust. Proceed with installation only after unsatisfactory conditions have been corrected.
3.03 INSTALLATION- base
A. Fit joints tightly and make vertical. Maintain minimum dimension of 18 inches between joints.
B. Install base on solid backing. Bond tightly to wall and floor surfaces.

C. Scribe and fit to door frames and other interruptions.

D. Apply wall base to walls, columns, pilasters, casework and cabinets in toe spaces, and other permanent fixtures in rooms and areas where base is required.
E. Install wall base in lengths as long as practicable without gaps at seams and with tops of adjacent pieces aligned.

F. Tightly adhere wall base to substrate throughout length of each piece, with base in continuous contact with horizontal and vertical substrates.

G. Do not stretch wall base during installation.
H. Job-Formed Corners:

1. Outside Corners: Use straight pieces of maximum lengths possible. Form without producing discoloration (whitening) at bends. Shave back of base at points where bends occur and remove strips perpendicular to length of base that are only deep enough to produce a snug fit without removing more than half the wall base thickness.

2. Inside Corners: Use straight pieces of maximum lengths possible. Form by cutting an inverted V-shaped notch in toe of wall base at the point where corner is formed. Shave back of base where necessary to produce a snug fit to substrate.
3.04 RESILIENT ACCESSORY INSTALLATION

A. Resilient Molding Accessories: Butt to adjacent materials and tightly adhere to substrates throughout length of each piece. Install reducer strips at edges of floor coverings that would otherwise be exposed.
3.05 CLEANING AND PROTECTION

A. Remove excess adhesive from base, and wall surfaces without damage.
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