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SECTION 08 11 13
HOLLOW METAL DOORS AND FRAMES
PART 1 -  GENERAL

1.01 SUMMARY

A. Section Includes:

1. Standard hollow metal doors and frames.

1.02 SUBMITTALS

A. Product Data:  For each type of product indicated.

B. Shop Drawings:  Include elevations, door edge details, frame profiles, metal thicknesses, preparations for hardware, and other details.

C. Schedule:  Prepared by or under the supervision of supplier, using same reference numbers for details and openings as those on Drawings.

PART 2 -  PRODUCTS

2.01 MANUFACTURERS

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:

1. Amweld Building Products, LLC.

2. Benchmark; a division of Therma-Tru Corporation.

3. Ceco Door Products; an Assa Abloy Group company.

4. Curries Company; an Assa Abloy Group company.

5. Fleming Door Products Ltd.; an Assa Abloy Group company.

6. Steelcraft; an Ingersoll-Rand company.

7. Windsor Republic Doors.

2.02 MATERIALS

A. Cold-Rolled Steel Sheet:  ASTM A 1008/A 1008M, CS, Type B; suitable for exposed applications.

B. Hot-Rolled Steel Sheet:  ASTM A 1011/A 1011M, CS, Type B.

C. Metallic-Coated Steel Sheet:  ASTM A 653/A 653M, Commercial Steel (CS), Type B; with minimum G60 or A60 metallic coating.

D. Frame Anchors:  ASTM A 591/A 591M, Commercial Steel (CS), 40Z coating designation; mill phosphatized.

1. For anchors built into exterior walls, steel sheet complying with ASTM A 1008/A 1008M or ASTM A 1011/A 1011M, hot-dip galvanized according to ASTM A 153/A 153M, Class B.

E. Inserts, Bolts, and Fasteners:  Hot-dip galvanized according to ASTM A 153/A 153M.

F. Mineral-Fiber Insulation:  ASTM C 665, Type I.

2.03 STANDARD HOLLOW METAL DOORS

A. General:  Comply with ANSI/SDI A250.8.

1. Design:  Flush panel.

2. Core Construction:  Manufacturer's standard polystyrene, polyurethane or polyisocyanurate.

a. Thermal-Rated (Insulated) Doors:  R-value of not less than 6.0 deg F x h x sq. ft./Btu when tested according to ASTM C 1363.

3. Vertical Edges for Single-Acting Doors:  Beveled edge, 1/8 inch in 2 inches.
4. Top and Bottom Edges:  Closed with flush or inverted 0.042-inch- thick, end closures or channels of same material as face sheets.

5. Tolerances:  SDI 117, "Manufacturing Tolerances for Standard Steel Doors and Frames."

B. Exterior Doors:  Face sheets fabricated from metallic-coated steel sheet.  Comply with ANSI/SDI A250.8 for level and model and ANSI/SDI A250.4 for physical performance level:

1. Level 3 and Physical Performance Level A (Extra Heavy Duty), Model 1 (Full Flush).

C. Hardware Reinforcement:  ANSI/SDI A250.6.

2.04 STANDARD HOLLOW METAL FRAMES

A. General:  Comply with ANSI/SDI A250.8.

B. Exterior Frames:  Fabricated from metallic-coated steel sheet.

1. Fabricate frames with mitered or coped corners.

2. Fabricate frames as knocked down unless otherwise indicated.

3. Frames for Level 3 Steel Doors:  0.053-inch- thick steel sheet.

C. Hardware Reinforcement:  ANSI/SDI A250.6.

2.05 FRAME ANCHORS

A. Jamb Anchors, Stud-Wall Type:  Designed to engage stud, welded to back of frames; not less than 0.042 inch thick.

B. Floor Anchors:  Clip-type anchors, with two holes to receive fasteners; and formed from same material as frames, not less than 0.042 inch thick.
2.06 FABRICATION

A. Tolerances:  Fabricate hollow metal work to tolerances indicated in SDI 117.

B. Exterior Doors:  Provide weep-hole openings in bottom of exterior doors.  Seal joints in top edges of doors against water penetration.

C. Hollow Metal Frames:  Where frames are fabricated in sections, provide alignment plates or angles at each joint, fabricated of same thickness metal as frames.

1. Floor Anchors:  Weld anchors to bottom of jambs and mullions with at least four spot welds per anchor.

2. Jamb Anchors:  Provide number and spacing of anchors as follows:

a. Stud-Wall Type:  Locate anchors not more than 18 inches from top and bottom of frame.  Space anchors not more than 32 inches o.c. and as follows:

1) Four anchors per jamb from 60 to 90 inches high.

3. Door Silencers:  Except on weather-stripped doors, drill stops to receive door silencers.

a. Single-Door Frames:  Three door silencers.

D. Hardware Preparation:  Factory prepare hollow metal work to receive templated mortised hardware according to the Door Hardware Schedule and templates furnished as specified in Section 08 70 00 Door Hardware.
1. Locate hardware as indicated, or if not indicated, according to ANSI/SDI A250.8.

2. Reinforce doors and frames to receive nontemplated, mortised and surface-mounted door hardware.

3. Comply with applicable requirements in ANSI/SDI A250.6 and ANSI/DHI A115 Series specifications for preparation of hollow metal work for hardware.

4. Coordinate locations of conduit and wiring boxes for electrical connections with Division 26 electrical Sections.

2.07 STEEL FINISHES

A. Prime Finish:  Apply manufacturer's standard primer immediately after cleaning and pretreating.

1. Shop Primer:  ANSI/SDI A250.10.

PART 3 -  EXECUTION

3.01 INSTALLATION

A. Hollow Metal Frames:  Comply with ANSI/SDI A250.11.

1. Set frames accurately in position, plumbed, aligned, and braced securely until permanent anchors are set.  After wall construction is complete, remove temporary braces, leaving surfaces smooth and undamaged.

a. Check plumbness, squareness, and twist of frames as walls are constructed.  Shim as necessary to comply with installation tolerances.

2. Floor Anchors:  Provide floor anchors for each jamb and mullion that extends to floor, and secure with postinstalled expansion anchors.

a. Floor anchors may be set with powder-actuated fasteners instead of postinstalled expansion anchors if so indicated and approved on Shop Drawings.

3. Metal-Stud Partitions:  Solidly pack mineral-fiber insulation behind frames.

4. Installation Tolerances:  Adjust hollow metal door frames for squareness, alignment, twist, and plumb to the following tolerances:

a. Squareness:  Plus or minus 1/16 inch, measured at door rabbet on a line 90 degrees from jamb perpendicular to frame head.

b. Alignment:  Plus or minus 1/16 inch, measured at jambs on a horizontal line parallel to plane of wall.

c. Twist:  Plus or minus 1/16 inch, measured at opposite face corners of jambs on parallel lines, and perpendicular to plane of wall.

d. Plumbness:  Plus or minus 1/16 inch, measured at jambs at floor.

B. Hollow Metal Doors:  Fit hollow metal doors accurately in frames, within clearances specified below.  Shim as necessary.

1. Non-Fire-Rated Standard Steel Doors:

a. Jambs and Head:  1/8 inch plus or minus 1/16 inch.

b. Between Edges of Pairs of Doors:  1/8 inch plus or minus 1/16 inch.

c. Between Bottom of Door and Top of Threshold:  Maximum 3/8 inch.

d. Between Bottom of Door and Top of Finish Floor (No Threshold):  Maximum 3/4 inch.

3.02 ADJUSTING AND CLEANING

A. Final Adjustments:  Check and readjust operating hardware items immediately before final inspection.  Leave work in complete and proper operating condition.  Remove and replace defective work, including hollow metal work that is warped, bowed, or otherwise unacceptable.

B. Prime-Coat Touchup:  Immediately after erection, sand smooth rusted or damaged areas of prime coat and apply touchup of compatible air-drying, rust-inhibitive primer.

C. Metallic-Coated Surfaces:  Clean abraded areas and repair with galvanizing repair paint according to manufacturer's written instructions.
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