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SECTION 05 75 00
DECORATIVE FORMED METAL
PART 1 -  GENERAL

1.01 SUMMARY

A. Section Includes:

1. Column covers.

1.02 SUBMITTALS

A. Product Data:  For each type of product indicated.  Include finishing materials.

B. Shop Drawings:  Show fabrication and installation details for decorative formed metal.

1. Include plans, elevations, component details, and attachments to other work.

2. Indicate materials and profiles of each decorative formed metal member, fittings, joinery, finishes, fasteners, anchorages, and accessory items.

C. Samples:  For each type of exposed finish required, prepared on 6-inch- (150-mm-) square Samples of metal of same thickness and material indicated for the Work.

PART 2 -  PRODUCTS

2.01 SHEET METAL

A. General:  Provide sheet metal without pitting, seam marks, roller marks, stains, discolorations, or other imperfections where exposed to view on finished units.

B. Stainless-Steel Sheet:  ASTM A 240/A 240M or ASTM A 666, Type 304.

2.02 MISCELLANEOUS MATERIALS

A. Filler Metal and Electrodes:  Provide type and alloy as necessary for strength, corrosion resistance, and compatibility in fabricated items.

1. Use filler metals that will match the color of metal being joined.

B. Fasteners:  Fabricated from same basic metal and alloy as fastened metal unless otherwise indicated.

C. Anchors:  Provide fasteners of type, size, and material necessary for type of load and installation indicated, as recommended by manufacturer, unless otherwise indicated.

2.03 FABRICATION, GENERAL

A. Shop Assembly:  Preassemble decorative formed metal items in shop to greatest extent possible to minimize field splicing and assembly.  Disassemble units only as necessary for shipping and handling limitations.  Clearly mark units for reassembly and coordinated installation.

B. Increase metal thickness or reinforce with concealed stiffeners, backing materials, or both, as needed to provide surface flatness and sufficient strength for indicated use.

1. Support joints with concealed stiffeners as needed to hold exposed faces of adjoining sheets in flush alignment.

C. Where welding or brazing is indicated, weld or braze joints and seams continuously.  Grind, fill, and dress to produce smooth, flush, exposed surfaces in which joints are not visible after finishing is completed.

2.04 COLUMN COVERS

A. Snap-Together Type:  Form column covers to shapes indicated from metal of type and minimum thickness indicated below.  Return vertical edges and bend to form hook that will engage continuous mounting clips.

1. Basis of Design: Milgo Bufkin, Beta Series, CC-B
2. Form returns at vertical joints to provide 1/2-inch- (12-mm-) wide reveal at joints.
2.05 GENERAL FINISH REQUIREMENTS

A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for recommendations for applying and designating finishes.

2.06 STAINLESS-STEEL FINISHES

A. Surface Preparation:  Remove tool and die marks and stretch lines, or blend into finish.

B. Mirrorlike Reflective, Nondirectional Polish:  No. 8 finish.

C. When polishing is completed, passivate and rinse surfaces.  Remove embedded foreign matter and leave surfaces chemically clean.

PART 3 -  EXECUTION

3.01 INSTALLATION

A. Locate and place decorative formed metal items level and plumb and in alignment with adjacent construction.  Perform cutting, drilling, and fitting required to install decorative formed metal.

B. Use concealed anchorages where possible.

C. Form tight joints with exposed connections accurately fitted together.  Provide reveals and openings for sealants and joint fillers as indicated.

D. Corrosion Protection:  Apply bituminous paint or other permanent separation materials on concealed surfaces where metals would otherwise be in direct contact with substrate materials that are incompatible or could result in corrosion or deterioration of either material or finish.

E. Restore finishes damaged during installation and construction period so no evidence remains of correction work.  Return items that cannot be refinished in the field to the shop; make required alterations and refinish entire unit or provide new units.
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