DEMOLITION GENERAL NOTES
1. ALL DASHED LINES INDICATE EXISTING

CONSTRUCTION TO BE DEMOLISHED
W o) o
2. DEMOLITION SHEETS SHOW THE
GENERAL SCOPE OF DEMOLITION WORK.
REFER TO SPECIFIC DISCIPLINES FOR : m —=
ADDITIONAL INFORMATION. CONSULT

ALL DRAWINGS AND COORDINATE WORK
TO ESTABLISH THE DIMENSIONAL AND
SECTIONAL EXTENTS OF DEMOLITION
WORK Portland Campus
3. FIELD VERIFY ALL DIMENSIONS AND
| CONDITIONS AND NOTIFY ARCHITECT
IMMEDIATELY OF DEVIATIONS FROM THE
| | | DRAWINGS AND DO NOT PROCEED UNTIL

University of Southern Maine

RESOLVED.

4. DEMOLITION SHOULD BE

B N B N B N B N B N B N B N B N @ ACCOMPLISHED SO AS TO RECEIVED Architect
NEW WORK OR FINISHES AS IN OTHER
PORTIONS OF THE DOCUMENTS.

| @ 5, REFER TO STRUCTURAL, MECHANICAL, —AOQ:Q—. _ —A_—.—._

PLUMBING, ELECTRICAL, AND FIRE
PROTECTION DEMOLITION DRAWINGS 1
FOR ADDITIONAL DEMOLITION WORK. m >mm°0—m.ﬂmm —:0-

356 Boylston Street
Boston, MA 02116

DEMOLITION LEGEND

T: (617) 536 - 8560
F:

_ - i _ — — — — — — — — — — — — @ ——======  WALL TO BE REMOVE UNO (617) 536 - 1217

= F — — DOOR TO BE REMOVE UNO

— _E=g — — WINDOW/LOUVERTOBE Consultants
-~ REMOVE UNO

e OBJECT TO BE REMOVE UNO

Structural Engineer: Lighting:
Weidlinger Sladen Feinstein Int. Lighting Inc.

N AREA OF FINISH FLOORING TO
| A BE REMOVED UNO 201 Broadway 4th Floor 73 Hemenway Street

Cambridge, MA 02139 Boston, MA 02115

= _ . . . — — — - — - - — = . | - . Q )V ww_w,m wmmmwmm%mnw% T: (617) 374 - 0000 T: (617) 267 - 9500

F: (617) 374 - 0010 F: (617) 267 - 2045
AREA OF TRANSULCENT

WMMWWMWWWWWWWWWM INSULATED PANEL &
| | | | | WINDOW SYSTEM TO BE MEP: Specification:
16'-10 1/2" | REMOVED UNO Harriman Associates Kalin Associates Inc.
D5 | T - 6'-4 1/2" 2'-8" 7'-10" One Auburn Business Park 1121 Washington Street
D4 I ~ Auburn, ME 04210 Newton, MA 02465
y \ —|———— e T: (207) 784 - 5100 T: (617) 964-5477
j DX| | DEMOLITION DRAWING NOTES F: (207) 782 - 3017 F: (617) 964-5788

- 1 | |
. __4r r al ( ) N | __ | e D1 REMOVE BRICK VENEER, BACKUP/INFILL

WALL FRAMING AND INTERIOR FINISHES Geotech:
@ D3 REMOVE PTD. STEEL SURFACE APPLIED Haley & Aldrich, Inc

Ll
— E— TRIM . .
— — — — == — = — — == — — ﬁ — H_V ﬁ — L\H_ — D4 REMOVE CONC. AREAWAY. SAW CUT 75 Washington Avenue, Suite 203

—————— FROM EXIST. CONC. FDN AS REQ'D Portland, ME 04101
N | | PARGE / WATERPROOF FOUNDATION TO T: (207) 482-4609
D29 28 MATCH EXIST. F: (207) 482-4659
D5 REMOVE CONC. FOUNDATION. SAW CUT
FROM EXIST. CONC. FDN AS REQ'D
PARGE / WATERPROOF FOUNDATION TO
D32 , MATCH EXIST.
CN 7 D6 REMOVE BRICK VENEER
D7 REMOVE BRICK WALL, STONE CAP &
D21 FOUNDATION
ABOVE D8 REMOVE WINDOWS, TRANSLUCENT
INSULATED PANELS, ALUM CLOSURE
TRIM AND ALL ASSOCIATED ANCHORS,

HVAC

S

L

o

REFER TO DEMOLITION ELEVATIONS FOR

| | EXTENT.
D9 REMOVE EIFS PANELS BELOW BRICK lssue
/ VENEER TYP.
O D10 REMOVE MONITORING WELL Permit Drawing Set

D11 REMOVE LIGHT FIXTURE September 27, 2007
D12 REMOVE LOUVER, FRAME AND ALL

;. ASSOCIATED ANCHORS AND HARDWARE
. — D13 CAREFULLY REMOVE BRICK VENEER
e BEYOND OPENING REQ'D FOR NEW Revisions

WORK. TOOTH-IN SALVAGED BRICK TO
B PROVIDE FINISHED EDGES AS INDICATED REVISED 05/25/07

——=—= STAIR IN DRAWINGS.
=== D14  REMOVE CONC. LOADING DOCK AND

LOADING DOCK FOUNDATION. SAWCUT

ELEVATOR FROM EXIST. FOUNDATION AS REQ'D.
MACH fz E RM REMOVE STEEL HANDRAILS & GUARDS,

COMM.

\ CONC. STAIRS & CONC. PAD.
D16 REMOVE CONC. SLAB AT PARKING AREA.
EXIST. CONC. DROPPED

STAIRS TO REMAIN. REMOVE HANDRAILS,
| | PLATES ABOVE TO | PLASTER CEILING AND CEILING

REMAIN TYP. SUPPORT FRAMING OVER STAIR.

'D32] __ D17 REMOVE ROLL UP DOOR, FRAME, AND

ALL ASSOCIATED ANCHORS & BLK'G.
ELEVATOR D19 REMOVE BRICK VENEER WIDER THAN
NEW CONCRETE LOADING DOCK AS

o REQ'D TO TOOTH-IN NEW BRICK ENDS
B AND NEW LINTELS

JAN.

= — - - — - — = — - D20 BACKUP/INFILL WALL TO REMAIN
D21 SAWCUT AND REMOVE STRUCTURAL

CONC. SLAB FOR NEW DUCT CHASE

D14 e D22 CAREFULLY REMOVE AND SALVAGE
ABOVE LOCKERS FOR REINSTALLATION WHERE
| NOTED

FIRE PUMP D23 REMOVE GWB SOFFIT, CEILING AND
ROOM FRAMING

D24 REMOVE CARPET AND PREP FOR NEW
D29 FINISH FLOORING

10'-0"

D25 REMOVE WOOD FLOORING AND
| | SUBSTRATES DOWN TO CONC. SLAB

AND PREP FOR NEW FINISH FLOORING

= D26 REMOVE EXIST. VINYL FLOORING

. - . - £ - 1N . - . - £ - . SUBSTRATES DOWN TO CONC. SLAB Project
AND PREP FOR NEW FINISH FLOORING

D27 REMOVE EXIST CERAMIC TILE FLOORING i
SUBSTRATES DOWN TO CONC. SLAB om—qu gmt F- cqmé w
AND PREP FOR NEW FINISH FLOORING

D27  CAREFULLY REMOVE AND SALVAGE Glickman “mgm—< —Im—u—.ﬂé

SHELVING SYSTEM FOR RELOCATION . ) )
WHERE NOTED University of Southern Maine

D28 SAWCUT AND REMOVE CONC.

ELEC.

FOUNDATION WALL FOR ACCESS TO

7 7 NEW UTILITY DUCT CHASE
D29 REMOVE CMU FOUNDATION AS REQ'D

FOR ACCESS TO NEW DUCT CHASE
D30 REMOVE INTERIOR GLAZING & FRAMES Um—SO—I—n—u—OZ - m>mm—<_ mzl—I

D31 CAREFULLY REMOVE GLAZING, FRAME

Drawing Title

AND PARTITIONS AS REQ'D FOR NEW ﬂ—loox v—l>z

DOOR AND FRAMING
D32 REMOVE EXISTING CABINETRY AND
COUNTER

STAIR
A

D33 SAWCUT AND REMOVE EXISTING 0FT 8 16

SUBSURFACE CONC FOUNDATIONS & —— APPIOV
FOOTINGS. Scale: 1/8"; 1'-0" @ Full Size
D34  SAWCUT 12x10 HOLE IN CONC. WALL,

N | | D2 | TIGHT TO UNDERSIDE OF SECOND KKA Project Number
£ EVATOR ABOVE FLOOR SLAB, FOR NEW EXHAUST DUCT 0510.004
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1 GLICKMAN FAMILY LIBRARY BASEMENT FLOOR PLAN D-101

EXISTING CONDITIONS AND DEMOLITION PLAN
SCALE: 1/8" = 1'-0"




