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JOB#:

" ITEM MANUFACTURING
Barlo Sub  Other:

ITEM INSTALLATION

BarloMex Sub  Other:
ITEM SCOPE OF WORK
ITEM C - MANUFACTURE & INSTALL
FLAG MOUNTED SIGNS.

Sign Area: 4.1 SF (EACH SIGN)

GENERAL NOTES

Fabricator/Installer shall coordinate and
confirm all sign locations and mounting heights
with USM Facilities Dept. and DigSafe prior to
any installations.

Fabricator/Installer shall coordinate and

confirm with USM Facilities Dept. SIGNLE-SIDED
guanti and DOUBLE-SIDED quantity for all
LAG MOUNTED signs

Sign Quantities TBD

LETTERS

Copy: vinyl: GLOSS OPAQUE WHITE

USM + Logo:  vinyl: OPAQUE SAPPHIRE BLUE

1725-37

BACKGROUND

POST
PAINTED USM BLUE - PMS 287

ALL REVEALS PAINTED BLACK

ALL COLORS ARE FOR REPRESENTATION ONLY.
SEE ACTUAL SAMPLES FOR COLOR MATCH.

MANUFACTURING INFORMATION
ILL. Interior

Face Mat: ALUM Th: 1/8"

3"ALUM CHANNEL FRAMES.
1/8" THK BLEED ALUM FACES

Copy Mat:  VINYL Depth:

Hardware:

_8 "
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Osher Map
Library

BOTTOM OF THE PANEL
PAINTED USM PMS 287 BLUE

3"ALUM SQ. TUBE POSTS ——

A

3" x 3" ALUMINUM SQ. TUBE POSTS ——
LET INTO 2" BASE PLATE.
WELD TOP & BOTTOM,
GROUND SMOOTH

BELOW GRADE CONCRETE FOOTING

PRE-CAST CONCRETE BASE
1"- 6" DIASONOTUBE AT 2' DEPTH

1'6” SAKRETE IN BOTTOM OF
HOLE AS BED FOR PRE-CAST BASE
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