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Room Floor Wall Ceiling Remarks


Number Room Name Matl Base North East South West Matl


C393 BIOLOGY LAB VCT VB PGB PGB PGB PGB ACT1


C393A  CULTURE ROOM VCT VB PGB PGB PGB PGB ACT1
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DOOR SCHEDULE

ID Nominal Size Location Door Style Glass Door Frame  Fire Rating Hdwr Openings     Door Data
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Accessories Comments


3 80A .1 3'8" 7'0" 1 3/4" C393 Swing Simple WD B Safety HM 2 2/A-401 1/A-401 4'0" 7'2" KICK PLATE


3 80A .2 3'0" 7'0" 1 3/4" C300 Swing Simple WD EXST TO HM EXST 2/A-401 1/A-401 3'4" 7'2" EXST DOOR IN CORR. C380A


3 92 3'0" 7'0" 1 3/4" C393 Swing Simple WD C HM 1 2/A-401 1/A-401 3'4" 7'2"


3 93A 3'0" 7'0" 1 3/4" C393A  Swing Simple WD A  Safety HM 1 2/A-401 1/A-401 3'4" 7'2" ARMOR PLATE DOUBLE ACTING


WINDOW SCHEDULE

ID  Nominal Size Location Window Style Glass Frame Details Code Openings Window Data
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Accessories Comments


3 93 A  2'10" 3'10" C393 Fixed Glass H.M. FG Safety 2'10" 3'10" 3'4"


ARMOR PLATE BOTH SIDES & SWING EDGE
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WALL TYPES


PARTITION TYPE 1
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1 HR-RATED


5/8" GWB TYPE X BOTH SIDES


ACOUST SEALANT (SEE
SPEC) AT JOINT, BOTH SIDES
UNDER WALLBOARD - FILL
1/4" GAP TYP


6" MTL STUDS @ 16" O.C. TYP 

ACOUST INSULATION FULL
HEIGHT TO TOP OF WALL FOR
ACOUSTIC SEPARATION


UNDERSIDE OF FLOOR


ACOUST SEALANT (SEE SPEC)
AT JOINT, BOTH SIDES ABOVE
WALLBOARD - FILL 1/4" GAP TYP


TIGHTLY SCRIBE TO DECK,
DUCTS, PIPING TYP


NOTE: CAULK ALL PENETRATIONS
THROUGH EITHER FACE OF WALLS
TO PREVENT AIR LEAKAGE - TYP


PARTITION TYPE 2
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NON-RATED


5/8" GWB BOTH SIDES


ACOUST SEALANT (SEE
SPEC) AT JOINT, BOTH SIDES
UNDER WALLBOARD - FILL
1/4" GAP TYP


3 5/8" MTL STUDS @ 16" O.C. TYP N.T.S.


ACOUST INSULATION FULL
HEIGHT TO TOP OF WALL FOR
ACOUSTIC SEPARATION


UNDERSIDE OF FLOOR


ACOUST SEALANT (SEE SPEC)
AT JOINT, BOTH SIDES ABOVE
WALLBOARD - FILL 1/4" GAP TYP


TIGHTLY SCRIBE TO DECK,
DUCTS, PIPING TYP


NOTE: CAULK ALL PENETRATIONS
THROUGH EITHER FACE OF WALLS
TO PREVENT AIR LEAKAGE - TYP
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SECTION @ WINDOW SILL & COMPUTER STATION
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CONT SEALANT TYP


NEW SOLID SURFACE SILL TYP


1 1/2" BULLNOSE TYP

EXST STL CHANNEL &
BLOCKING, V.I.F. - PROVIDE
NEW BLOCKING IF MISSING,
FASTEN TO CHANNEL


EXST MTL STUDS


EXST BATT INSUL, REPLACE
IF MISSING OR DAMAGED


EXST VAPOR BARRIER, REPLACE
IF MISSING OR DAMAGED


NEW 5/8" PTD GWB TYP


NEW 4" BASE MOLDING TYP


NEW FLOORING ON EXST SLAB


EXST ALUM CURTAIN WALL


NEW ACOUST CLG W/
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ADJUSTABLE COUNTER BRACKET


ACID RESISTANT COUNTER TYP


ELEC RACEWAY TYP, SEE ELEC DWGS
COORD W/ FINISHED WINDOW SILL HGT
TYP, SEE NOTE ABOVE


NOTE: CONTRACTOR SHALL VERIFY HGT OF
EXST ROUGH SILL & PROVIDE SHIMMING
FOR FINISHED SILL IF REQ'D IN ORDER TO
FIT RACEWAY BELOW BULLNOSE &
COUNTER BACKSPLASH


1 '-8" NOM


4
'-
0
"



HARDWD INTERIOR TYP


HARDWD DOOR TYP


WALL CABINET
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ADJ SHELVES TYP


NOTE:


USE AWI STANDARDS FOR ALL SHELF THICKNESSES
AND APPROPRIATE CORE MATERIAL TYP.


PROVIDE SOLID WD BLOCKING BETW STUDS @ ALL
CASEWORK REQUIRED TO BE FASTENED TO WALLS,
 
CONTRACTOR SHALL COORDINATE MOUNTING
LOCATIONS W/ CASEWORK PROVIDER.
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DOOR/DRAWER CABINET
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HARDWD INTERIOR TYP


4
"



HARDWD DOOR TYP 
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VINYL MOLDING
@ BASE TYP
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VINYL MOLDING @ BASE TYP 
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MULTIPLE DRAWER CABINET
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BLIND PANEL TYP


VINYL MOLDING @ BASE TYP


16"Lx16"Wx6"D± EPOXY
SINK & FAUCET W/ FOOT
CONTROL, SEE SPEC
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INT DOOR JAMB
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INT DOOR HEAD
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5/8" GWB TYP


MTL STUDS, SEE PLAN


H.M. FRAME 

DOOR, SEE SCHEDULE 

5/8" GWB TYP


CONT WD BLOCKING @ JAMB OPNG TYP


H.M. FRAME


DOOR, SEE SCHEDULE
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ACOUST INSUL AS NOTED BY WALL TYPE 

ACOUST INSUL AS NOTED BY WALL TYPE
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DBL ACTING DOOR JAMB
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5/8" GWB TYP


MTL STUDS, SEE PLAN


H.M. FRAME


DOOR, SEE SCHEDULE


ACOUST INSUL AS NOTED BY WALL TYPE


4 7/8" 

5/8" GWB TYP


MTL STUDS, SEE PLAN 

H.M. FRAME


DOOR, SEE SCHEDULE


ACOUST INSUL AS NOTED BY WALL TYPE
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SECTION THRU HARDWD BENCH

Scale: 1  1/2" = 1 '-0"


10


A-401


NEW 4" BASE MOLDING TYP
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1  1/2" HARDWD BULLNOSE


1'-3"


CONTRACTOR TO SELECT
APPROPRIATE FASTENERS, PROVIDE
SOLID BLOCKING BETW DBL STUDS
FOR FULL HGT OF BRACKETS - TYP


3/4" DBL-PLY HARDWD PLYWD
SEAT W/ RADIUSED HARDWD
NOSING


1x HARDWD RAIL UNDER OPEN EDGES


DOUBLED WALL STUDS
FOR  LENGTH OF BENCH


MTL STUD HEADER W/
WD BLOCKING TYP


CONT WD BLOCKING @ JAMB OPNG TYP


MTL STUD HEADER W/ WD BLOCKING TYP 

MTL STUDS, SEE PLAN
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