
8 9 10 7 12
11 

F


J


A5 D2


A200


B5


A200


D5


ELEV.
 A200C2 

D5 

C5


LOBBY


102

EAST


PASSAGE


105


D2 

D1


LOBBY


101


LOBBY


103


LOBBY


104


B2 

C2


A201
 A201

A5


A4


A201


ALTERNATE #2 

3


A100


TYP 

A1


A201


5


A100


A201 

A201


A200

A1


A2


A201
A201

B2


4


A2 A4


A201


ALTERNATE #3 

A2
A201

-

---

8 9 10 7 12 11 

F 

J 

22'-2"


* * * 

* * * * 

(*)ALTERNATE #1

T5 HO ELLIPTAR F110

IN PLACE OF T5 STRIP

LIGHTING & LINEAR WALL

WASH FIXTURES WHERE

INDICATED


OPEN TO ABOVE (EXISTING)


LIGHT FIXTURE.

SEE ELECTRICAL DRAWINGS 

NEW RECESSED

LIGHTING 6" TYP.


HOLD OFF FROM

EXISTING WALL 1'-6"


PTD-2@ EXPOSED

STRUCTURE/MEP


EXPOSED TO DECK

ABOVE. NO SUSP. ACT 

LIGHT FIXTURE

SEE ELECTRICAL

DRAWINGS


LIGHT FIXTURE. SEE

ELECTRICAL DRAWINGS 

* 

C

9' - 3"


C

9' - 3"


C2


C1

9' - 0"


LOBBY


101


LOBBY


102


LOBBY


103


EAST


PASSAGE


105


LOBBY


104


C2


A201

5


A100 

3


A100 

TYP 

B2


A201 

TYP 

-

--- 

-

---

CMU PARTITION

FULL HEIGHT 

A50


A54 A57


EXISTING DECK, PTD 

NOTES:

1.  AT SMOKE PARTITIONS, SEAL ALL PENETRATIONS TO

RESIST THE PASSAGE OF SMOKE PER NFPA 101 

NEW CEILING


J BEAD


ACOUSTICAL BATT INSULATION 

RESILIENT CHANNEL 
GWB


SEE REFLECTED CEILING PLAN


V
.I
.F




3
' -

 8
"


EXISTING MASONRY, PTD


EXTENTS OF PTD-2


3' - 0"


2
' -

 0
"


6
"


TRIM 

PTD-2


FE&C


MARKER

OR TACK

BOARD


C
O
AT

 H
O
O
K



BA
R
R
IE
R
 F
R
EE

 C
O
AT

 H
O
O
K



EL
EV

AT
O
R
 C
AL

L 
BU

TT
O
N



EL
EV

AT
O
R
 H
AL

L 
LA

N
TE

R
N



3
' -

 0
"


3
' -

 0
"


6
' -

 0
"


4
' -

 0
"


5
' -

 6
"


3
' -

 6
"


MOUNTING HEIGHT GENERAL NOTES:


1. SEE MECHANICAL, ELECTRICAL, AND TECHNOLOGY DRAWINGS FOR SPECIFIC

FIXTURE OR DEVICE LOCATION AND DESIGNATION AND ADDITIONAL MOUNTING

REQUIREMENTS.


2. COORDINATE LOCATION OF ALL RECEPTACLES, FIXTURES OR DEVICES WITH

INTERIOR ELEVATIONS AND CASEWORK LOCATIONS.


3. REFER TO MANUFACTURER'S INSTRUCTIONS FOR SPECIFIC ADA REQUIRED

MOUNTING HEIGHTS AS APPLICABLE.
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FIRST FLOOR PLAN
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FIRST FLOOR CEILING PLAN


GENERAL PATCHING AND REPAIRING NOTES


1. Where new construction either infills or abuts existing construction, the finished faces shall

align, and the surfaces shall be finished to match.


2. Patch and level existing floors to receive new finishes as indicated in the room finish

schedule.


3. After removal of building components, any resulting holes shall be patched.


4. Maintain existing fire- or smoke-ratings as indicated.


5. Patches shall be flush with adjacent surfaces and finished to match.


6. After demolition, provide interior masonry cleaning to remove all remnants of paint, drywall,

and other miscellaneous items from the existing brick veneer.
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 1" = 1'-0" 

5

WALL SECTION AT ALARM PANELS


http://www.pdtarchs.com

