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EXISTING RADIO MASTER BOX

TO REMAIN - CONTRACTOR

SHALL RELOCATE EXISTING

ANTENNA TO THE ROOF


FIRE ALARM AMPLIFIER -

FIELD LOCATE WITHIN

THIS SPACE
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LUTHER BONNEY FIRE

ALARM UPGRADES


BASEMENT FIRE ALARM PLAN
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KEY PLAN


AREA OF RENOVATION


TECHNICAL NOTES:

DUCT SMOKE DETECTORS ARE IS NOTED

DIAGRAMMATICALLY IN THIS SPACE. REPLACE

EXISTING DUCT SMOKE DETECTOR WITH A NEW

DEVICE AND CONNECT TO NEW FIRE ALARM

SYSTEM. CONTRACTOR SHALL FIELD VERIFY

THE EXACT LOCATION OF EACH EXISTING

DETECTOR. IF 120V POWER IS REQUIRED,

CONNECT TO NEARBY RECEPTACLE CIRCUIT.


MAINTAIN EXISTING FLOW AND TAMPER

SWITCHES AND OTHER SPRINKLER SYSTEM

DEVICE CONNECTIONS.


OBTAIN POWER FROM AVAILABLE 120V CIRCUIT

WITHIN THIS ROOM.
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