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' ' REMOVED SD DETECTOR
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13. DESIGNATED EGRESS WINDOWS IN SLEEPING ROOMS SHALL MEET THE FOLLOWING MINIMUM CLEAR OPENING REQUIREMENTS OF 22" WIDE, 24" HIGH & 5.7 SF CLEAR OPEING. ALL BEDROOMS SHALL CONTAIN A MINIMUM OF 100 Commercial Street
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1. SCOPE OF WORK: SHALL INCLUDE THE INTERIOR CONSTRUCTION OF A NEW OFFICE AT 11-17 BEDFORD STREET IN TENANT SPACE E. 15. BUILDING INSULATION SHALL BE PROVIDED AS INDICATED & NOTED IF NOT SHOWN IN ITS ENTIRETY THROUGHOUT THE DRAWING SET. INSULATE ALL BATHROOM, LAUNDRY, MECH. ROOM WALLS, IS\II;%% f%gfg%?ﬁi%iﬁ?{g{gfﬂ © COPYRGHT 2015
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2. HISTORIC PRESERVATION APPROVAL IS NOT REQUIRED, NO EXTERIOR WORK. CONTRACTOR WITH A SEPERATE PERMIT. MARK MUELLER ARCHITECTS
3. THE GENERAL CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS FOR THE CONSTRUCTION, INCLUDING BUT NOT LIMITED TO; STREET 16. BEAM, JOIST OR OTHER STRUCTURAL MEMBER PENETRATIONS NOT SHOWN OR INDICATED ON DRAWINGS MUST BE CONSULTED WITH THE ARCHITECT &/OR ENGINEER PRIOR TO WORK.
CLOSINGS, ELECTRICAL, MECHANICAL, SPRINKLER, ETC. AS REQUIRED AND NECESSARY. -ALL STROBES TO BE 30 CANDELA UNLESS
4. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL INTERIOR WORK AS NOTED ON PLANS. 17. ANY CHANGE DURING CONSTRUCITON OF USE, OCCUPANCY OR CONSTRUCTION TYPE MUST BE DISCUSSED WITH ARCHITECT PRIOR TO ANY WORK PERFORMED AND SUBSTANTIAL TIME ALLOWED FOR REQUIRED CODE OTHERWISE NOTED.
WORK SHALL ALSO INCLUDE: RESEARCH AND DRAWING MODIFICATIONS OR ADDITIONS. MAIN
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5. MECHANICAL/ ELECTRICAL INSTALLATIONS ARE TO BE PERFORMED ON A DESIGN-BUILD BASIS UNLESS NOTED OTHERWISE WITHIN PLANS. NOTES:
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6. FIRE ALARM WORK SHALL BE INSTALLED ACCORDINGLY TO MEET NFPA 72, CITY OF PORTLAND & STATE FIRE MARSHAL REQUIREMENTS. A SPACE W/ ONE EXIT.
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