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2. Applicetions

Fwo-layer epplications of 30™ Flrs Bamier Duct Wrap 818+ mest
ciiteris of ASTM E 2838 “Standerd Test Methads for Firs Realstive
Graase Duct Enclosure Systems’.

™ Fire Bamvier Duct Wrap 815+ 25 single-lsyer fire resistent wiap
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¥ Is usad io fire rate sommercial 3™ Fire Barrler Duct Wrap 815+ Is an ideal fire resisiive enclosun

kitchen grease ducts as well a2 for commercial kiichen grease dusts and ventilation air ducts. it is :
ventiiation ducts, and is a proven proven performance afternative to a 1 or 2 hour fire resistent rated «
aitemative to 1 or 2 hour fire enclosures and provides 2sro clearance fo combustible consiructic
resistant rated shaft enclosures. throughout the entire enclosure system. 3M™ Fire Banier Water Ti
With its excsllent insulating Sealant 1000 NS, 3M™ Fire Barrier Water Tight Ssalant 1008 SL o
capabiiities, low and thin SM™ Fire Barrier Wader Tight Sealant 2000+ Siicone Ssalanis ke us
profile, it is and choice for cambination with 3™ Fise Barrler Duct Wrap 815+ fo firestop the
a duct enclosure sysiem. This when the duct penatvates fire rated floors and walls.
non-asbestos wrap ingialls easily
becauss of its high flexibility 3. Aveilabliity
and strength. : e
o = 241:1925&. X ::
“Twolayerwmpforgreaseducts 701 (60,9 mmx 635 om) : (204
ASTM E 2336 Roll 4Bin.x 251t 5 80|
o Zaro clearance to combustible (121 om x 836 omy) {408
throughout the entire enciosure *
systern for congested spaces 4, Typlcal Physlcal Propertles
o One-layer wrap for fire-resistive
ventilation ducts per 180 6944 Bianket Color Welght
o High flexibility for instafiation ease Wiite 0.8 Ibs./ft.? (4.38 kg/m’
o Foil for blanket
protection, less dust, and high
. Wmap
¢ Widest range of penetration
seal systems

1 In accordencs with the tolerances in ASTM C 882 Stendard Specifcation for High-Tempersturs Fiber Bignkst Thermal insulation.



