
Third Floor

20' - 0"

(2) 2x6 TOP PLATE, TYP.


2x6 WALL FILLED W/DENSE PACKED CELLULOSE R-20.35,

TYP. CONTRACTOR TO ALIGN EXTERIOR FACE OF SHEATHING


W/F.O. EXISTING SHEATHING OF WALL BELOW, TYP.


SOLID BLOCKING AS INSUL. STOP, SEAL

EDGES & CRACKS W/SPRAY FOAM INSUL.


STRAPPING

5/8" APA-RATED ROOF SHEATHING, TYP.


VAPOR RETARDER MEETING SHINGLE

MANUFACT. SPECFICIATIONS


METAL FLASHING W/DRIP EDGE


FACTORY PRIMED AND PAINTED

TRIM TO MATCH EXISTING


BUILDING, TYP.


 (2) 1 3/4 x 9 1/2" LVL HEADER,

TYP. W/RIGID XPS IN CENTER


SIMPSON 2.5 HU CLIP, TYP.


CAVITY BTW RAFTERS TO BE FILLED

W/CELLULOSE INSULATION (R-34), TYP.


PEEL & STICK FLASHING @ INTERSECTION OF DORMER & ROOF, TYP.


5/8" APA-RATED SHEATHING, TYP.


EXISTING FLOORING & FLOOR TO REMAIN, TYP.


5/8" GWB, TYP.


WINDOW 2'-0" AFF


PEEL & STICK FLASHING @ WINDOW HEAD,

STUCK TO SHEATHING, W/METAL FLASHING TO


INCLUDE DRIP EDGE @ WINDOW TOP, TYP.


TRIM TO MATCH EXISTING, TYP.


ASPHALT SHINGLE ROOF, COLOR TO MATCH

EXISTING, TYP. 

NEW 2x6 KNEE WALL


Second Floor
10' - 0"

Third Floor

20' - 0"

C

A-3.1

EXISTING SECOND FLOOR PLASTER &

LATH WALL TO REMAIN


EXISTING FLOOR/CEILING TO REMAIN

NEW 1-HOUR RATED WALL, SEE T-1.1


DETAILS A& B FOR WALL CONSTRUCTION

& HEADER DETAIL


EXISTING FLOOR TO REMAIN.

CONTRACTOR TO PATCH/PAINT/REPAIR


AS NEEDED AROUND AREA OF

CONSTRUCTION.

PROVIDE THRU-PENETRATION FIRE-
STOPPING AT ALL PENETRATIONS


TESTED TO MEET ASTM E 814 OR UL

1479 PER IBC 713.2.1.2. NOTE THAT FIRE


RESISTANCE RATGIN SHALL NOT BE

LESS THAN THE RATING OF THE WALL(S)


PENETRATED, TYP.


NEW LANDING TO BE SAME WIDTH/DEPTH

AS EXISTING STAIR CLEAR OPENING,

TYP.

EXISTING FLOOR JOISTS 2x9 + 3/4" SUBFLOOR


Third Floor

20' - 0"

METAL DRIP EDGE ALL SIDES, TYP.


SIMPSON 2.5 HU CLIP, TYP.


DOUBLE 2x6 TOP PLATE, TYP.


FACTORY PRIMED & PAINTED TRIM TO

MATCH EXISTING BLDG, TYP.


EXISTING STAIRS TO REMAIN


EXISTING EXTERIOR WALL TO REMAIN


EXISTING FLOOR TO REMAIN


SOLID BLOCKING AS INSULATION STOP


FILL CAVITY W/CELLULOSE INSUL., TYP.


5/8" APA-RATED ROOF SHEATHING, TYP.


CAVITY FILLED W/DENSE PACKED CELLULOSE (R-34), TYP.


3/4" STRAPPING UNDER 5/8" GWB, TYP.


7'
 -
 0

"


CELLULOSE INSUL. TO REDUCE THERMAL BRIDGING ON EXT. WALL AS

ALLOWED BY DEMO/BLOCKING WORK


LVL HEADER


(2) 1 3/4 x 9 1/2 LVL HEADER W/XPS INSUL.

AS THERMAL BRIDGE


CONTRACTOR TO ENSURE THAT

CLEAR HEADROOM OVER ALL

PORTIONS OF STAIRS IS AT

LEAST 7'-0" FROM TREAD TO

FINISHED SURFACE, TYP!


RAFTER HANGER, TYP. 

CONTRACTOR TO FASTEN

RAFTERS TO WALL W/(2) ROWS


OF 3/8" x 5 1/8 RSS GRK

FASTENERS, TYP.


METAL FLASHING W/DRIP EDGE, TYP.


LADDER FRAME EAVE


SEE WINDOW SCHEDULE FOR TYP.


Second Floor
10' - 0"

D

A-3.1

NEW 1-HOUR RATED WALL, SEE T-1.1

DETAILS A&B FOR WALL


CONSTRUCTION & HEADER DETAIL


EXISTING FLOOR


NEW LANDING TO BEAR ON EXISTING

BEARING WALL IN HALL OF FIRST UNIT.


CONTRACTOR TO PROVIDE NEW

DOUBLE TOP PLATE AT WALL


EXISTING CLOSET WALL W/NEW

DOUBLE TOP PLATE TO RECEIVE

FRAMING FOR NEW LANDING 

CONTRACTOR TO PROVIDE HANGER TO

SUPPORT EXISTING STAIR

STRUCTURE

NEW 3/4" SHEATHING GLUED &

SCREWED, TYP. W/FOOD FINISH. NEW

LANDING MUST BE THE SAME

WIDTH/DEPTH AS EXISTING STAIR

CLEAR WIDTH, TYP.


NEW SOFFIT TRIM EACH SIDE W/FACTORY-
PRIMED & PAINTED TRIM, TYP. 

PORTLAND, ME 04102

TRACIE REED, ARCHITECT


NCARB, AIA, LEED AP BD+C

traciereed@dextrouscreative.com


207.409.0459 (cell)
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A-3.1

SECTIONS

17-14_61 Falmouth ST


10.07.17

TJR

TJR

61 FALMOUTH


STREET

 1/2" = 1'-0"

B SECTION THROUGH NEW BEDROOM DORMER


 1/2" = 1'-0"

D 

SECTION THROUGH STAIR & REVISED

LANDING, TYP.


 1/2" = 1'-0"

A SECTION THROUGH DORMER @ STAIR


 1/2" = 1'-0"

C SECTION THROUGH LANDING


No.No.No. No. DescriptionDescriptionDescriptionDescription DDDDaaaatttteeee

RENOVATION OF EXISTING TWO

UNIT BUILDING W/NON-

CONFORMING THIRD UNIT


OWNERSOWNERSOWNERSOWNERS
ROMANA VYSATOVA  & ERIC D INGERSOLL

120 LAKEVIEW AVENUE

CAMBRIDGE, MA 02138

romana.vysatova@gmail.com
978-270-9586

STRUCTURAL ENGINEERSTRUCTURAL ENGINEERSTRUCTURAL ENGINEERSTRUCTURAL ENGINEER
AL HODSON

RESURGENCE ENGINEERING

61 INDIA STREET, SUITE 7

PORTLAND, ME 04101

AL@RESURGENCEENGINEERING.COM

207.615.9985 (CELL)


CONTRACTOR TO ALERT ARCHITECT/STRUCTURAL ENGINEER 48-HOURS IN ADVANCE OF

WORK TO OBSERVE/VERIFY EXISTING CONDITIONS ONCE WALL/ROOF IS/ARE OPENED.


12/29/17
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