
09/18/15



09/18/15



09/18/15



09/18/15



09/18/15



Installation of Greenstar 100 High-efficiency condensing boiler and associated

Eco Style radiators for 2401 Congress Street Apartment 1

Chart 117

Block D 

Lot 021


Drawings attached:


-“63WmStPortland-Basement-Install01.jpg” (schematic of basement and installation of

new Greenstar 100 High-efficiency Condensing Boiler [scale 1 large block = 5’; one

small block = 6”]


-“ 63WmStPortland-1stFloor.jpg”  layout of Apartment 1 (1st floor), which will receive

new radiators [scale 1 large block = 5’; one small block = 6”]

- “63WmStPortland-Lot.jpg” plot plan showing shape and dimensions of lot with distance


from actual property lines and principal structures [scale one block = 4’

Additional Documents Attached

-“Greenstar_Install&Svc.pdf”  Installation requirements and technical specification for


Greenstar 100 High-efficiency Condensing Boiler

-”EcostyleTechnical-Booklet-011713.pdf” Installation requirements and technical


specification for panel-style radiators (all but Bathroom)


-“Ecostyle-Towel-Bar-111413.pdf” Installation requirements and technical specification

for towelbar-style radiators (Bathroom


Installation Description:

Only one new boiler will be installed and will service Apartment 1 (first floor) for heat


and domestic hot water.  Apartments 2 and 3 will continue to receive heat and domestic


hot water from existing boiler

-New Greenstar 100 High-efficiency Condensing Boiler will be installed in existing boiler


room as shown in file “63WmStPortland-Basement-Install01.jpg”   It will be mounted to a

plywood board that will be mounted to existing studs in boiler room wall

-Boiler room space is currently vented outside of the building by flexible metal vent


conduit (6” diameter), which starts at an open-ended penetration into the existing boiler


room and terminates in a fitting in a window (replaces one of the glass panes).

-Basement has combined Carbon Monoxide/Smoke detector (hardwired, battery


backup, photoelectric) installed on ceiling (bottom of stringer just outside door of boiler


room
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-Gas supply will be tapped off gas supply to existing boiler

-New Greenstar 100 High-efficiency Condensing Boiler exhaust will be piped to a


boarded-up window opening in the Northwest corner of the basement as shown in

“63WmStPortland-Basement-Install01.jpg”

-Domestic hot water from the New Greenstar 100 High-efficiency Condensing Boiler will


be connected to existing domestic hot water piping inside the boiler room, near east wall
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