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1. CONGRETE WORK SHALL CONFORM TO "BUILDING CODE REQUIREMENTS FOR REINFORCED W sy,
CONCRETE (ACI 318 LATEST),” AND "SPEGIFIGATIONS FOR STRUCTURAL CONCRETE (ACI \\\ EJFW”/
m-wzsg;e) PUBLICATIONS ARE AVARABLE THROUGH THE AMERICAN CONCRETE e

2. GENERAL CONTRACTOR, CONSTRUCTION MANAGER AND/OR OWNER'S CLERK OF THE WORKS
SHALL HAVE AVALABLE ON SITE AT ALL TIMES A COPY OF ACI ‘FIELD REFERENGE MANUAL
5P—15 (LATEST). THIS PUBLICATION IS AVNLABLE THROUGH THE AMERICAN CONCRETE
INSTITUTE (248) 848~3800.

3. CONCREIE SHALL BE CONTROLLED CONCREIE, PROPORTIONEL, MIXED, AND PLACED N
ACCORDANCE WITH THE PROVISIONS SET FORTH IN ACY 318-LATEST,

4. CONCRETE MIX DESICN:
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S?REVGTH.JOGOPSD28MVS
B. AGGREGATE: 3/4"
[ W/t:mm:a.ssmx
D.  ENTRAINED AR: 5% TO 7%

A ADD AR ENTRAINING ADMDITURE AT MANUFACTURER'S PRESCRIBED RATE TO
MTWWEATPUWTOFPMMMWNGWMWM

B. WWMYEMWWWWAWW
HIGH RANGE WATER REINJCING ADMIXTURE. MAXIMUM SLUMP AFTER ADDITION OF
ADMIXTURE SHALL BE & INCHES AND 8 INCHES RESPECTIVELY.

8. ADJUSTMENT TO CONCRETE MIXES: MIX ADJISTUENTS MAY BE REQUESTED 8y THE

OTHER WARRANT, AT ADDITIGNAL T0 THE OWNER AS ACCEPTED
A TORY TEST DATA FOR THE REVISED AND STRENGTH
DAIA MUST BE SUBMITTED AND ACCEPTED BY THE INCORPORATING INTO

A MTE!M&YIADDEJAT?HEPMECTOMYIFWWSPW
WATER—CEMENT RATIO AND SLUMP ARE NOT EXCEEDED, CONTRACTOR SHALL
HAVE BATCH TICKET INDICATING WATER AND CEMENT MIXED IN THE PLANT, AND
SHALL RECORD THE WATER ADDED AS EVIDENGE THAT THE WATER—CEMENT
FAT) HAS NOT BEEN EXCEEDED,

B, ADDIONAL DOSES OF SUPER PLASTICIZER SHOULD BE USED WHEN DELAYS
OCCUR AND REQUIRED SLUMP HAS NOT BEEN MAINTAINED. A MAXIMU OF TWo
ADDITIONAL DOSAGES ARE PERMITIED FPER ACI 212.3R RECOMMENDATIONS.

A JOB-=SITE MIXING CONCRETE BE
8, READY—MIX CONCRETE MUST COMPLY WITH THE REQUIREMENTS OF ASTM C94,
AND AS SPECIFIED 3 BATGH TICKET FOR EACH BATCH

DISCHARCED
TIME, BATCH QUANTITY, AND

7. CONCRETE SHALL NOT BE PLACED IN WATER OR ON FROZEN GROUND.

8. FROVIDE PVC SLEEVES WHERE PIPES PASS THROUGH EXTERIOR CONCRETE OR SLABS CAST
ON GRADE. ADJACENT SLEEVES SHALL BE SPACED A MINIMUM OF THREE DIAMETERS APART,
NO FENETRATIONS SHALL 8E MADE THROUGH FOOTINGS WITHOUT WRITTEN PERMISSION
FROM ENGINEER.

8. REINFORCING BARS SHALL CONFORM TO ASTM A615 GRADE 80 DEFURMEL BARS AND
MEMMFWWWWNWWAG'JIEMTE}T
10. WELDED WIRE FABRIC SHALL CONFORM TO ASTM A1B5 AND SHALL BE PROVIDED IN FLAT

SHEETS, LAP TWO SQUARES AT ALL JOINTS AND TIE AT 3’0" ON CENTER.

11. MINIMUM CONCRETE FROTECTIVE COVERING FOR REINFORCEMENT, UNLESS NOTED
OTHERWISE, SHALL BE AS FOLLOWS:

SURFACES CAST AGAINST AND memmcrmmam
#5 BARS, 5/8” DIAMETER WIRE, AND SMALLER, 1.57
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SLABS, JOISTS Ff1 AND SMALLER, 1.0”
12, REINFORGEMENT SHALL BE CONTINUOUS ARGUND CORNERS AND AT INTERSECTIONS.
PROVIDE LAPPED BARS AT NECESSARY SPLICES OR HOOKED BARS AT DISCONTINUOUS
13, WELDING OF REINFORCEMENT IS NOT PERMITTED,
14. PROVIDE A MIN. 15 MIL, POLYOLEFIN GEGMEMBRANE TYPE VAPOR BARRIER UNDER INTERIOR
SLABS CAST ON GRADE. SEE TYPICAL DETALS FOR SPECIFIC UNDERSLAB PREFARATION

15, CONCRETE SHALL BE PLACED WITHOUT HORIZONTAL CONSTRUCTIONS JOINTS EXCEPT WHERE
SHOWN OR NOTED. VERTICAL CONSTRUGTION JOINTS AND STOPS IN CONCRETE WORK SHALL
BE MADE AT MIDSPAN OR AT POINTS OF MINBdUM SHEAR.



