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editions of the model codes have a 2003 cover date (2002 for
urre“'fmou gh SOME jurisdictions take years to adopt these current codes. For the
eographlﬂﬂ‘ apphcatlon of thls book, notations to the s;gmﬁcant changes

BUILDING

uu = Lopper .
CWY = combination waste and vent M/
DFU = drainage fixture unit{s) /e e
Diam = diameter )
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Fig. 19
Handrail

General 03 IRC 97 UBC Height Yoo
[ Mumination req’d for ali stairways ............... [303 6] {210 T0AZ2% : _ . Fig. 20 ‘e :
‘8" headroom Handrail . .
O Control for light req’d at top and bottom of stairs - - T -0 / - ---Han ra -4 : :
 {if6 or more risers} [303.6.1] {210.70A2% o Size P )
(] Headroom min 68N ... .. .veeeunnnn.. F18 [311.5.2] {1003.3.3.4) Grippable
I Min stairway width above handrail 3Gin ... ... ... ] {311.5.1] {1003.3.3.2}

[ Handrail may project into req'd width 4Y%in {3%4in} F18 [311.5.1] {1003.3.3.2} -

{1 Min tread depth 10in {9in}
"] Max difference between tallest & shortest riser or largest

& shortesttread run Jein . .. ... .. ....... {311.5.3.1,2] {1003.3.3.3}
] Winder tread min 8in-& develop req'd length at £12in

frominside of winder . . .. .............. F17 {311.5.3.2) {1003.3.38.2}
[J Nosing min %4in max 1in req’d on stairs w/solid

risers EXC ... oo e e F18[ 311.5.3.3] {n/aj

Nosing not req'd if tread depth 234in . ...... | [ 311.5.3.3X] {n/a}

‘ Fig. 17 » Winding Stairs

Fig. 18 « Stair Profile

Min. tread
depth 10"
{9'!} .

- Max. 7"

| } e

: Min, %"
: Max. 14"

Handralls _
[T Grippable handrail req’d if 4 or more risers ...... [311.5.67° [1003.3.3.6}
1 Handrail height min 34in max 38in ........ Fi9 [311.5.6.1] {1003.3.3.6}

{1 Grips min 1%4in max 2in circular cross section F20 {311.5.6.31™ [1003.3.3.6}
{7 Min 1%in between wall & handraif ........ F20 [311.5.6.2] [1003.3.3.6}

O Ends reqg'd to return to wall or newel post . ..... [311.5.6.2] [1003.3.3.6}
1 Handrail on open side of stairs must not allow 4in sphere

topassthrough ............ ... .0l [312.23 1509.3}
{1 Openings between treads of open risers <4in .. [311.5.3.3} {n/e}

{1 Triangular space between riser, tread & rail must not allow
Gin sphere to passthrough . ............. F19 [312.2X1}

{509.3X2}

TONOOETTFEFIOO0

* LT Max riser hglght 73%in {8inf — ... .- .- F18{311.5.3:1]{1003.3.3.3¢

%) 3

Guardrails 03 IRC 97 uBC
[ Req’d for any walkeff >30in above floor or grade  F24 [312.1] {509.1}
£33 Min height 36in {34in if guard is stair handrail} . F21 [312.4) {509.2X1}
53 Opening must not allow din sphere to pass through F21 [312.2] [509.3}
[ Guards reg'd on open sides of stairs if total rise

above floororgrade >30in ... ... ... ... ] [312.1] {509.1}
Fig. 21 Min. height:

36" for 1- &

Guardralls 2-family dwellings

Guardrall veq’d
when deck .

Max. opening such that

a 4" sphere

cannot pass through

g;nund >3

Table 13 -« Special Inspe

High-strengtl; bolting

EIFS

! 3q"38"

Y I




