Thursday, December 11, 2014 3:49:54 PM BRIDGTON AARON KLEIN

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date: 01/14/15

ARCHITECTS
49 DARTMOUTH STREET
PORTLAND, MAINE 04101

207-775-1059
www.pdtarchs.com

MAINE MEDICAL CENTER

BRIGHTON CAMPUS - 2014 TOILET ROOM RENOVATIONS
335 BRIGHTON AVE., PORTLAND, ME 04102

COPYRIGHT 2014
PDT Architects

Reuse or reproduction of the
contents of this document is not
permitted without written
permission of PDT Architects.

GENERAL NOTES:
1. ALL DIMENSIONS ARE TO FACE OF FINISH. DIMENSIONS INDICATED AS "CLEAR” SHALL BE MAINTAINED IN CASES OF DISCREPANCY.

2. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS PRIOR TO COMMENCING WORK. CONTRACTOR TO NOTIFY ARCHITECT AND
OWNER IMMEDIATELY IF FIELD CONDITIONS ARE DISCOVERED TO DIFFER FROM CONDITIONS DESCRIBED IN THE CONSTRUCTION
DOCUMENTS.
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3. FLOORING AND FLOOR FINISHES SHALL BE INSTALLED TO A MAXIMUM DIFFERENTIAL OF 7" BETWEEN DISSIMILAR MATERIALS.

PROVIDE TRANSITION STRIPS OR THRESHOLDS (%" MAXIMUM) AND COORDINATE WITH ABUTTING FINISHES.
COVER SHEET - GENERAL NOTES, WALL SYSTEMS, KEY PLANS .
TOILET ROOMS G084 & G085 - DEMOLITION PLAN, FLOOR PLAN, REFLECTED CEILING PLAN, INTERIOR ELEVATIONS
TOILET ROOMS G160 & 2098 - DEMOLITION PLAN, FLOOR PLAN, REFLECTED CEILING PLAN, INTERIOR ELEVATIONS >
OUTLINE SPECIFICATIONS, MATERIAL LEGEND, FIT-UP SCHEDULE, DETAILS A

04102

SEAL AROUND ALL NEW PENETRATIONS IN NEW AND EXISTING WALLS TO RESIST THE PASSAGE OF SMOKE BETWEEN CORRIDORS
AND ADJACENT SPACES.

ALL PENETRATIONS THROUGH EXISTING AND NEW FIRE—RESISTANCE—-RATED ASSEMBLIES SHALL BE SEALED WITH TESTED AND
APPROVED FIRESTOP SYSTEMS.

CONTRACTOR SHALL INSTALL OWNER SUPPLIED ITEMS INCLUDING, BUT NOT LIMITED TO:
— SOAP DISPENSERS

— PAPER TOWEL DISPENSERS

— HAND SANITIZER DISPENSERS

— TOILET PAPER DISPENSERS

— ROOM SIGNAGE

MAINE

7. MAINTAIN CLEAR DIMENSIONS IN ACCORDANCE WITH CURRENT ADAAG GUIDELINES.

8.  ALL PLUMBING, HVAC, ELECTRICAL, AND FIRE PROTECTION WORK WILL BE DESIGN BUILD. THE GC SHALL BE RESPONSIBLE FOR
COORDINATING UTILITIES PRIOR TO COMMENCEMENT OF WORK.

9. INSTALL BLOCKING AS REQUIRED BEHIND ALL SURFACE APPLIED FIXTURES, TRIM, CASEWORK AND MISC. ACCESSORIES.

10.  INSTALL MOISTURE RESISTANT (MR) GWB OR TILE BACKER.
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NOTE: MAINTAIN EXISTING FIRE & SMOKE SEPARATIONS.
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