MOD CELL\<—12" APPROX.
2 1/2" Z, 6"

DIA. MAX.
ANTENNA CABLE — = \ I

/ | -
WEATHERPROOFING

KIT (TYP.)

#6 AWG STRANDED COPPER
GROUND WIRE (GROUNDED TO
GROUND BAR)

TO ANTENNA CABLE

MOD CELL 12" APPROX.
” \ 3 3/4" 6"

o) II
ANTENNA CABLE —=< Il

WEATHERPROOFING KIT/ CABLE GROUND KIT

(TYP.)

#6 AWG STRANDED COPPER GROUND
WIRE (GROUNDED TO GROUND BAR)

TO GPS ANTENNA CABLE
NOTE:
DO _NOT INSTALL CABLE GROUND KIT AT

A BEND AND ALWAYS DIRECT GROUND
WIRE DOWN TO GROUND BAR.

|

i

CABLE GROUND KIT

SCALE: N.T.S.

CONNECTION OF CABLE GROUND KIT @

NOTE:
ALL HOLES ARE 7/16” UNLESS
SPECIFIED DIFFERENTLY.

COPPER GROUND BAR, 1/4"x4"x24”. HOLE CENTERS TO MATCH
NEMA DOUBLE LUG CONFIGURATION.

STANDOFF INSULATORS, HARGER LIGHTNING PROTECTION, INC.
CAT. NO. 5263-A8.

1/2" LOCKWASHERS, HARGER CO. CAT. NO. LWBS.

WALL MOUNTING STAINLESS STEEL, MOUNTING BRACKET, HARGER
CAT NO. WBKT-1.

1/2-13 x 1" HEX HEAD CAP SCREW, HARGER, CAT NO.
csass.

WEATHERPROOFING KIT
JUMPER REQUIRED

ONLY WHEN 1 1/47¢

AND LARGER (TYP.) STANDARD
GROUND KIT (TYP.)
CONNECTOR (SEE NOTE)
WEATHERPROOFING

KIT (TYP.)

ANTENNA CABLE TO
CABLE TRAY (TYP.)

#6 AWG

FROM ANTENNA ' |
FRAME
SUPPORT

IGBE GROUND BAR

MOUNTED NEAR/BELOW
ANTENNA

#2 AWG BCW
# 2 BCW TO
MAIN EXTERNAL

GROUND BAR
NOTE:

DO NOT INSTALL CABLE GROUND KIT AT A BEND
AND ALWAYS DIRECT GROUND WIRE DOWN TO CIGBE.
CONNECTION OF GROUND WIRES
TO GROUNDING BAR (CIGBE) @

SCALE: N.T.S.

CONDUIT SIZE
AS SHOWN ON DWG

INSULATED GROUNDING
BUSHING 0—Z GEDNEY
TYPE HBLG SIZE TO SUIT

HUBS, TWO HOLE
STRAIGHT TONGUE,
T & B SIZE TO suUIT

WATER METER
T/
| I | S

4_6

[

Reviewed for Code Compliance
" Inspections Division
WES Approved with Conditions

Date: 07/19/13

PORTLAND 2 ME

\—HEAVY DUTY WATER PIPE
GROUND CLAMP BURNDY TYPE

NSNT/NI+NT OR GAR-TC SIZE TO SUIT
TO STREET

CONSTRUCTION DRAWINGS

#2 AWG INSULATED
GREEN COPPER

NOTE:

SOLID WIRE (TYP.)

BURNDY TYPE GROUND CLAMP SHOULD BE ATTACHED

ON STREET SIDE OF WATER CUT—OFF. VALVE IS
INSULATED BETWEEN WATER METER & STREET

GROUNDING CLAMP SHOULD BE ATTACHED TO STREET

SIDE. DOUBLE CRIMP

#2 AWG INSULATE

WATER METER GROUNDING

GREEN COPPER

1 /06/05/13| FOR SUBMITTAL
0 |05/02/13| FOR SUBMITTAL
04/18/13| FOR COMMENT

SCALE: N.T.S. SOLID WIRE (TYP.)

0" TAP (TYP.)
©

SCALE: N.T.S.

CONNECTION TO GROUND HALO DETAIL @

STAINLESS STEEL—
HARDWARE

GROUNDING CABLE —_|

1/4"= UNC X 1/2" BOLT (C.U.)

DOUBLE BOLT GROUND LUG
NUT & WASHERS (TYP.)

& Dewberry

Dewberry Engineers Inc.
280 SUMMER STREET
10TH FLOOR
BOSTON, MA 02210
PHONE: 617.695.3400
FAX: 617.695.3310

I ———TWO HOLE COPPER
COMPRESSION TERMINAL

» ELEVATION

THE GROUND BAR IS 1/4" THICK, 4" WIDE, 20" LONG. IT HAS
A HOLE PATTERN "J” WITH A NO. 2 AWG SOLID TINNED TAIL.

STAR WASHER (TYP.) \

NUT (TYP.)

GBIT 14420 J 2-7

I

STYLE SIZE HOLE  TAIL
PATTERN

GROUNDING CABLE

STYLE: GBIT — GROUND BAR WITH WALL MOUNTING
BRACKETS, INSULATORS AND A 25' EXOTHERMICALLY WELDED
TAIL.

SIZE: THICKNESS, WIDTH, LENGTH IN INCHES. NOTES:
HOLE PATTERN: HOLE PATTERN CENTERS MATCH NEMA 1.
DOUBLE LUG CONFIGURATION. SEE ISOMETRIC. NOT PERMITTED
TAIL: SPECIFY AMERICAN WIRE GAUGE (AWG) SIZE AND

STRANDING REQUIRED. 25' LENGTH IS STANDARD UNLESS

ALL LOCATIONS.
OTHERWISE REQUESTED.

{
N—GROUND BAR \
P EQUIPMENT

SECTION A=A

DOUBLING UP OR STACKING OF CONNECTIONS IS

OXIDE INHIBITING COMPOUND TO BE USED AT

#2 INSULATED
GREEN STRANDED
TAP (C.U.)

A

CONNECTION TO EQUIPMENT DETAIL
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FLAT WASHER (TYP.)
3/8"x1” HEX HEAD

@

CAP SCREW

GROUND BAR

EXPOSED BARE COPPER TO BE
KEPT TO ABSOLUTE MINIMUM, NO

CABLE TRAY (TYP.)

INSULATION ALLOWED WITHIN THE

#6 AWG, JUMPER OF ANTENNA
CABLE GROUNDING KIT INSIDE THE_\

COMPRESSION TERMINAL (TYP.)

SCALE: N.T.S.
LUG (TYP.)
//:.uc
RN '

I
REREEg

#2 AWG STRANDED, INSULATED

— 7

#2 AWG STRANDED,
INSULATED TO
CIGBE OR MIGB

SIDE VIEW OF CABLE

CIGBE GROUNDING BAR, NEWTON,
SIMILAR TO DETAIL 509 WITHOUT
INSULATORS, MOUNTED OUTSIDE OF

GROUND BAR DETAIL

SCALE: N.T.S.

©

TYPICAL GROUND BAR
MECHANICAL CONNECTION DETAIL

SCALE: N.T.S.

©

CABLE TRAY TRAY OR COAX

BRIDGE KIT

SCALE: N.T.S.

GROUND BAR MOUNTED ON CABLE TRAY @
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