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ALL WORK SHALL CONFORM TO ALL CURRENT APPLICABLE FEDERAL, STATE, AND LOCAL CODES, AND COMPLY WITH
VERIZON WIRELESS SPECIFICATIONS.

CONTRACTOR SHALL CONTACT "DIG SAFE" (888-344-7233) FOR IDENTIFICATION OF UNDERGROUND UTILITIES PRIOR TO
START OF CONSTRUCTION.

CONTRACTOR IS RESPONSIBLE FOR COORDINATING ALL REQUIRED INSPECTIONS.

ALL DIMENSIONS TO, OF, AND ON EXIST'ING BUILDINGS, DRAINAGE STRUCTURES, AND Sﬂ'E IIIPROVBANS SHALL BE
VERIFIED IN FIELD BY CONTRACTOR WITH ALL DISCREPANCIES REPORTED TO THE ENGINEER.

DO NOT CHANGE SIZE OR SPACING OF STRUCTURAL ELEMENTS.
DETAILS SHOWN ARE TYPICAL; SIMILAR DETAILS APPLY TO SIMILAR CONDITIONS UNLESS OTHERWISE NOTED.

THESE DRAWINGS DO NOT INCLUDE NECESSARY COMPONENTS FOR CONSTRUCTION SAFETY WHICH IS THE SOLE
RESPONSIBILITY OF THE CONTRACTOR.

CONTRACTOR SHALL BRACE STRUCTURES UNTIL ALL STRUCTURAL ELEMENTS NEEDED FOR STABILITY ARE INSTALLED. THESE
ELEMENTS ARE AS FOLLOWS: LATERAL BRACING, ANCHOR BOLTS, ETC.

%}IR"T(MTOR SHALL DETERMINE EXACT LOCATION OF EXISTING UTILITIES, DRAIN PIPES, VENTS, ETC. BEFORE COMMENCING

INCORRECTLY FABRICATED, DAMAGED, OR OTHERWISE MISFITTING OR NONCONFORMING MATERIALS OR CONDITIONS SHALL BE
REPORTED TO THE OWNER PRIOR TO REMEDIAL OR CORRECTIVE ACTION. ANY SUCH REMEDIAL ACTION SHALL REQUIRE
WRITTEN APPROVAL BY THE OWNER'S REPRESENTATVE PRIOR TO PROCEEDING.

OFWOTSOERN;WOR SHALL COOPERATE WITH THE OWNER'S REPRESENTATIVE, AND COORDINATE HIS WORK WITH THE WORK

CONTRACTOR SHALL REPAIR ANY DAMAGE CAUSED BY CONSTRUCTION OF THIS PROJECT TO MATCH EXISTING
PRE—CONSTRUCTION CONDITIONS TO THE SATISFACTION OF THE VERIZON WIRELESS CONSTRUCTION MANAGER.

ALL CABLE/CONDUIT ENTRY/EXIT PORTS SHALL BE WEATHERPROOFED DURING INSTALLATION USING A SILICONE SEALANT.

WHERE EXISTING CONDITIONS DO NOT MATCH THOSE SHOWN IN THIS PLAN SET, CONTRACTOR WILL NOTIFY ENGINEER,
VERIZON WIRELESS PROJECT CONSTRUCTION MANAGER, AND LANDLORD IMMEDIATELY.

CONTRACTOR SHALL ENSURE ALL SUBCONTRACTORS ARE PROVIDED WITH A CURRENT SET OF DRAWINGS AND
SPECIFICATIONS FOR THIS PROJECT.

ALL ROOF WORK SHALL BE DONE BY A QUALIFIED AND EXPERIENCED ROOFING CONTRACTOR IN COORDINATION WITH ANY
CONTRACTOR WARRANTING THE ROOF TO ENSURE THAT THE WARRANTY IS MAINTAINED.

CONTRACTOR SHALL REMOVE ALL RUBBISH AND DEBRIS FROM THE SITE AT THE END OF EACH DAY.

CONTRACTOR SHALL COORDINATE WORK SCHEDULE WITH LANDLORD AND TAKE PRECAUTIONS TO MINIMIZE IMPACT AND
DISRUPTION OF OTHER OCCUPANTS OF THE FACILITY.

CONTRACTOR SHALL FURNISH VERIZON WIRELESS WITH THREE AS—BUILT SETS OF DRAWINGS UPON COMPLETION OF WORK.

ANTENNAS AND CABLES ARE TYPICALLY PROVIDED BY VERIZON WIRELESS. PRIOR TO SUBMISSION OF BID, CONTRACTOR
SHALL COORDINATE WITH VERIZON WIRELESS PROJECT MANAGER TO DETERMINE WHAT, IF ANY, ITEMS WILL BE PROVIDED
BY VERIZON WIRELESS. ALL I[TEMS NOT PROVIDED BY VERIZON WIRELESS SHALL BE PROVIDED AND INSTALLED BY THE
CONTRACTOR. CONTRACTOR WILL INSTALL ALL [TEMS PROVIDED 8Y VERIZON WIRELESS.

PRIOR TO SUBMISSION OF BID, CONTRACTOR WILL COORDINATE WITH VERIZON WIRELESS PROJECT MANAGER TO DETERMINE
IF ANY PERMITS WILL BE OBTAINED BY VERIZON WIRELESS. ALL REQUIRED PERMITS NOT OBTAINED BY VERIZON WIRELESS
MUST BE OHTAINED, AND PAID FOR, BY THE CONTRACTOR.

GENERAL CONTRACTOR SHALL HAVE A LICENSED HVAC CONTRACTOR START THE HVAC UNITS, SYNCHRONIZE THE
THERMOSTATS, ADJUST ALL SETTINGS ON EACH UNIT ACCORDING TO VERIZON WIRELESS CONSTRUCTION MANAGER'S
?HPECISFIH%ATIONS TA‘;J%}NI?RBOUGHLY TEST AND BALANCE EACH UNIT TO ENSURE PROPER OPERATION PRIOR TO TURNING

CONTRACTOR SHALL INSTALL ALL SITE SIGNAGE IN ACCORDANCE WITH VERIZON WIRELESS SPECIFICATIONS AND
REQUIREMENTS.

CONTRACTOR SHALL SUBMIT ALL SHOP DRAWINGS TO ENGINEER FOR REVIEW AND APPROVAL PRIOR TO FABRICATION.

UNLESS OTHERWISE NOTED VERIZON WIRELESS SHALL PROVIDE ALL REQUIRED RF MATERIAL FOR CONTRACTOR TO INSTALL,
INCLUDING ANTENNAS, TMA'S, BIAS-T'S, COMBINERS, POU, DC BLOCKS, SURGE ARRESTORS, GPS ANTENNA, GPS SURGE
ARRESTOR, COAXIAL CABLE.

PRIOR TO SUBMISSION OF BID, CONTRACTOR SHALL VERIFY ALL EQUIPMENT TO BE PROVIDED BY VERIZON WIRELESS FOR
INSTALLATION BY CONTRACTOR.

ALL EQUIPMENT SHALL BE INSTALLED ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND LOCATED ACCORDING TO
VERIZON WIRELESS SPECIFICATIONS, AND AS SHOWN IN THESE PLANS.

DO NOT CHANGE SIZE NOR SPACING OF STRUCTURAL ELEMENTS.
DETAILS SHOWN ARE TYPICAL; SIMILAR DETAILS APPLY TO SIMILAR CONDITIONS UNLESS OTHERWISE NOTED.

THE CONTRACTOR SHALL SUPERVISE AND DIRECT THE PROJECT DESCRIBED HEREIN. THE CONTRACTOR SHALL BE SOLELY
RESPONSIBLE FOR ALL THE CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES AND PROCEDURES AND FOR
COORDINATING ALL PORTIONS OF THE WORK UNDER THE CONTRACT.

CONTRACTOR SHALL NOTIFY THE ENGINEER A MINIMUM OF 48 HOURS IN ADVANCE PRIOR TO CONSTRUCTION START, MORE
SPECIFICALLY BEFORE; SEALING ANY FLOOR, WALL OR ROOF PENETRATION, FINAL UTILITY CONNECTIONS, POURING
(A:NOSC::‘ZIPE.EC%AO%(FUJNG UTILITY TRENCHES AND STRUCTURAL POST OR MOUNTING CONNECTIONS, FOR ENGINEERING REVIEW

GROUNDING NOTES:

GROUND SHALL COMPLY WITH NEC ART. 250.

GROUND CONDUCTORS SHALL BE #6 COPPER STRANDED WIRE WITH GREEN COLOR
INSULATION FOR INDOOR USE.

ALL GROUND CONNECTIONS TO BE BURNDY HYGROUND COMPRESSION TYPE CONNECTORS OR
CADWELD EXOTHERMIC WELD DO NOT ALLOW BARE COPPER WIRE TO BE IN CONTACT WITH
GALVANIZED STEEL

ROUTE GROUNDING CONNECTORS ALONG THE SHORTEST AND STRAIGHTEST PATH POSSIBI-E.
AS OTHERWISE INDICATED. GROUNDING LEADS SHOULD NOT BE BENT AT RIGHT
aNGLE. ALWAYS MAKE 12° RADIUS BENDS. §#6 WIRE CAN BE BENT AT 8° RADIUS WHEN

CONNECTIONS TO GROUND 8AR SHALL BE MADE WITH TWO HOLE COMPRESSION TYPE
COPPER LUGS. APPLY OXIDE INHIBITING OOMPOUND TO ALL LOCATIONS.

TEST COMPLETED GROUND SYSTEM AND RECORD RESISTANCE VALUES FOR PROJECT
CLOSE-OUT COCUMENTATION. GROUND RESISTANCE SHALL NOT EXCEED 5 OHMS.

GROUND CONDUCTORS BETWEEN MGB AND WATERMAIN SHALL BE #2/0. BONDING JUMPERS
FROM METALLIC SURFACES SHALL BE §2 MINIMUM ALL GROUND CONDUCTORS AND BONDING
JUMPERS SHALL BE SOFT DRAWN ANNEALED, TINNED, BARE STRANDED COPPER WIRE.

COAXIAL CABLES SHALL BE GROUNDED AT A MINIMUM OF TWO LOCATIONS USING VERIZON
PROVIDED GROUNDING KITS. EXACT LOCATIONS SHALL BE FINALIZED IN THE FIELD BY THE
CONSTRUCTION MANAGER.

GENERAL ELECTRICAL NOTES :
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SUBMITTAL OF BID INDICATES CONTRACTOR (S COGNIZANT OF ALL JOB SITE CONDITIONS AND WORK TO BE
PERFORMED UNDER THIS CONTRACT.

CONTRACTOR SHALL PERFORM ALL VERIFICATION OBSERVATION TESTS, AND EXAMINATION WORK PRIOR TO
THE DRDERING OF THE ELECTRICAL EQUIPMENT AND THE ACTUAL CONSTRUCTION. CONTRACTOR SHALL

E A WRITTEN NOTICE OF ALL FINDINGS TO THE ARCHITECT LISTING ALL MALFUNCTIONS, FAULTY
EQUIPNENT AND DiSCREPANCIES.

HEIGHTS SHALL BE VERIFIED WITH OWNER PRIOR TO INSTALLATION.
THESE PLANS ARE DIAGRAMMATIC ONLY, FOLLOW AS CLOSELY AS POSSIBLE.

EACH CONDUCTOR OF EVERY SYSTEM SHALL BE PERMANENTLY TAGGED IN EACH PANELBOARD, PULLBOX,
J—BOX, SWITCH BOX, ETC., IN COMPLIANCE WITH OCCUPATIONAL SAFETY AND HEALTH ACT (0.S.HA.)

CONTRACTOR SHALL PROVIDE ALL LASOR, MATERIALS, INSURANCE, EQUIPMENT, INSTALLATION,
CONSTRUCTION TOOLS, TWORI’ATIONETC FOR A COMPLETE AND PROPERLY OPERATIVE SYSTEM
&E&I“%%IEJD THROUGHOUT AND AS INDICATED ON DRAWINGS, AS SPECIFIED HEREIN AND/OR AS OTHERWISE

ALL MATERIALS AND EQUIPMENT SHALL BE NEW AND IN PERFECT CONDITION WHEN INSTALLED AND SHALL
BE OF THE BEST GRADE AND OF THE SAME MANUFACTURER THROUGHOUT FOR EACH CLASS OR GROUP
OF EQUIPMENT. MATERIALS SHALL BE LISTED AND APPROVED BY UNDERWRITER'S LABORATORY AND SHALL
BEAR THE INSPECTION LABEL “J° WHERE SUBJECT TO SUCH APPROVAL. MATERIALS SHALL MEET WITH
APPROVAL OF THE DMSION OF INDUSTRIAL SAFETY AND ALL GOVERNING BODIES HAVING JURISDICTION.
mmmmrmmmmwcz APPLICABLE STANDARDS ESTABLISHED BY ANSI,

ALL CONDUIT INSTALLED MAY BE SURFACE MOUNTED UNLESS OTHERWISE NOTED.

CONTRACTOR SHALL CARRY OUT HIS WORK IN ACCORDANCE WITH ALL GOVERNING STATE, COUNTY AND
LOCAL CODES AND O.S.H.A.

CONTRACTOR SHALL SECURE ALL NECESSARY BUILDING PERMITS AND PAY ALL REQUIRED FEES.

OOMPLETEJOBSHALLBEGMMN‘I‘EEDFORAPE!IODOFONEFSI'}YEARAFTER'IHEDATEDFJOB
ACCEPTANCE BY OWNER. ANY WORK, MATERWL OR EQUIPMENT IND TO BE FAULTY DURING THAT PERIOD
SHALL BE CORRECTED AT ONCE, UPON WRITTEN NOTIFICATION, AT THE EXPENSE OF THE CONTRACTOR.

ALL CONDUIT ONLY (C.0.) SHALL HAVE A PULL WIRE OR ROPE.

PROVIDE PROJECT MANAGER WITH ONE SET OF COMPLETE ELECTRICAL “/ INSTAI.I.ED DRAWINGS AT THE
COMPLETION OF THE JOB, SHOWING ACTUAL DIMENSIONS, ROUTINGS, AND CIRCUI

ALL BROCHURES, OPERATING MANUALS, CATALOGS, SHOP DRAWINGS, ETC. SHALL BE TURNED OVER TO
OWNER AT JOB COMPLETION.

USE .I;E.TAP CONNECTIONS ON ALL MULTI-CIRCUITS WITH COMMON NEUTRAL CONDUCTOR FOR UGHTING

ALL CONDUCTORS SHALL BE COPPER.

ALL CIRCUIT BREAKERS, D ELECTRICAL EQUIPMENT SHALL HAVE AN INTERRUPTING RATING NOT
:.gs:oo THE' gAXIMUM SHOI!I‘ CIRCUII’ CURRENT TO WHICH THEY MAY BE SUBJECTED, AND A MINIMUM OF

THE ENTIRE ELECTRICAL INSTALLATION SHALL BE GROUNDED AS REQUIRED BY ALL APPLICABLE CODES.
m. REPAIR AND PAINT ANY AREA THAT HAS BEEN DAMAGED IN THE COURSE OF THE ELECTRICAL

IN_DRILLING HOLES INTO CONCRETE WHETHER FOR FASTENING OR ANCHORING PURPOSES, OR
PENETRATIONS THROUGH THE FLOOR FOR CONDUIT RUNS, M PIPE RUNS, ETC., IT MUST BE CLEARLY
UNDERSTOOD THAT TENDONS AND/OR REINFORCING STEEL WILL NOT BE DRILLED INTO, CUT OR DAMAGED
UNDER ANY CIRCUMSTANCES.

LOCATION OF TENDONS AND/OR REINFORCING STEEL ARE NOT DEFINITELY KNOWN AND, THEREFORE, MUST
BE SEARCHED FOR BY \TE METHODS AND EQUIPMENT VIA X—RAY OR OTHER DEVICES THAT CAN
ACCURATELY LOCATE THE REINFORCING AND/OR STEEL TENDONS.

PENETRATIONS IN FIRE RATED WALLS SHALL BE FIRE STOPPED IN ACCORDANCE WITH SECTION NO. 4305
AND NO. 4304 OF THE U.B.C.

WIRE AND CABLE CONDUCTORS SHALL BE COPPER #12 AWG MINIMUM UNLESS SPECIFICALLY STATED
OTHERWISE ON DRAWINGS.

VERIFY ALL CONDUIT ROUTING W/OWNER REP. & VERIZON C.M.
ALL MATERIALS SHALL BE U.L. LISTED.

CONDUIT:

0. RIGID OONDUIT SHALL 8E U.L. LABEL GALVANIZED ZINC COATED WITH ZINC INTERIOR AND SHALL
BE USED WHEN INSTALLED IN OR UNDER CONCRETE SLABS, IN CONTACT WITH THE EARTH,
UNDER PIJBIJC ROADWAYS, IN MASONRY WALLS OR EXPOSED ON BUILDING EXTERIOR.RIGID
ggNogggsIN CONTACT WITH EARTH SHALL BE 1/2 LAPPED WRAPPED WITH HUNTS WRAP

b. E.ECTRICM.METM.IJCTUBINGSHALLHA L. LABEL, FITTI SHN.LBEGLANDRING
COMPRESSION TYPE. EM'I’SHM.LBEUSEDONLYFORINTERIORRU

c. FLEXIBLE METALLIC CONDUIT SHALL HAVE U.L. LISTED LABEL AND MAY BE USED WHERE
PERMITTED BY CODE. FITTINGS SHALL BE “JAKE® OR "SQUEEZE" TYPE, SEAL TIGHT FLEXIBLE
ﬁ;‘EI‘JUW.ALLOONDUITINB(CESSOFSIXFEETINLENGTHS"W.LHAVEFULLSIZEGROUND

d. CONDUIT RUNS MAY BE SURFACE MOUNTED IN CEIUN@ OR WALI.S UNLESS INDICATED
OTHERWISE. CONDUIT INDICATED SHALL RUN PARALLEL OR AT RIGHT ANGLES TO CEILING, FLOOR
%TALLIBWN(S; VERIFY EXACT ROUTING OF ALL EXPOSED OONDUIT WITH ARCHITECT PRIOR TO

ALL ELECTRICAL EQUIPMENT SHALL BE LABELED WITH PERMANENT ENGRAVED PLASTIC LABELS.
COORDINATE THE ELECTRICAL SERVICE WITH BUILDING OWNER.

GROUNDING SYSTEM RESISTANCE SHALL NOT EXCEED 5 OHMS. IF THE RESISTANCE VALUE S EXCEEDED,
NOTIFY THE OWNER FOR FURTHER INSTRUCTION ON METHODS FOR REDUCING THE RESISTANCE VALUE.
SUBMIT TEST REPORTS AND FURNISH TO DISPATCH COMMUNICATIONS ONE COMPLETE SET OF PRINTS
SHOWING “INSTALLED WORK®.

UPON COMPLETION OF WORK, CONDUCT CONTINUITY, AND FALL POTENTIAL GROUNDING TESTS FOR
APPROVAL. SUBMIT TEST REPORTS TO PROJECT MANAGER. CLEAN PRD‘ISES OF ALL DEBRIS RESULTING
FROM WORK AND LEAVE WORK IN A COMPLETE AND UNDAMAGED COI

PENETRATIONS SHALL BE FIRE STOPPED WITH FS—ONE HIGH PERFORMANCE INTUMESCENT FIRE
STOP BY HILTI OR APPROVED EQUAL. INSTALL PER MANUFACTURERS RECOMMENDATIONS.

STRUCTURAL STEEL NOTES:

1.

ALL STEEL WORK SHALL EE GALVANIZED IN ACCORDANCE WITH THE SPECIFICATION ASTM A123/A123M-00
UNLESS OTHERWISE N

ALL WELDING SHALL BE DONE USING E70XX ELECTRODES AND WELDING SHALL CONFORM TO AISC AND

AWS D1.1 WHERE FILLET WELD SIZES ARE NOT SHOWN, PROVIDE THE MINIMUM SIZE PER TABLE J2.4 IN

THE AISC "MANUAL OF STEEL CONSTRUCTION®, STH EDITION. WHERE WELD LENGTH IS NOT INDICATED, USE

BELLRELPD‘RGE WELD. AT THE COMPLETION OF ALL WELDING, ALL DAMAGE TO GALVANIZED COATING SHALL
Al

BOLTED CONNECTIONS SHALL USE BEARING TYPE GALVANIZED ASTM A325 BOLTS (3/4" DIA.) SUPPLIED
WITH A NUT AND WASHER UNDER TURNED END AND SHALL HAVE MINIMUM OF TWO BOLTS UNLESS NOTED
OTHERWISE.

NON-STRUCTURAL CONNECTIONS FOR STEEL GRATING MAY USE 5/8" DIA. GALVANIZED ASTM A 307 BOLTS
UNLESS NOTED OTHERWISE.

CONCRETE EXPANSION ANCHORS AND EPOXY ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH

MANUFACTURER'S REQUIREMENTS, SPECIAL INSPECTIONS, REQUIRED BY GOVERNING CODES, SHALL BE
PERFORMED IN ORDER TO MAINTAIN MANUFACTURER'S MAXIMUM ALLOWABLE LOADS. MANUFACTURER'S
MINIMUM CONCRETE EDGE DISTANCE SHALL BE MAINTAINED DURING INSTALLATION.

USE PRECAUTIONS & PROCEDURES PER AWS D1.1 WHEN WELDING GALVANIZED METALS.

TOUCHUP ALL DAMAGED GALVANIZED STEEL WITH VERIZON WIRELESS APPROVED COLD ZINC, "GALVANOX",
“DRY GALV", "ZINC-IT", OR APPROVED EQUIVALENT, IN ACCORDANCE WITH MANUFACTURERS GUIDELINES.
TOUCHUP DAMAGED NON GALVANIZED STEEL WITH SAME PAINT APPUED IN SHOP OR FIELD.

ALL PROPOSED STEEL SHALL CONFORM TO HIGH STRENGTH STEEL MATERIALS, ASTM A36 WITH A MINIMUM
STRENGTH OF 38 Ksl.

ALL EXISTING BEAM AND OOLUMN DIMENSIONS SHALL BE FIELD VERIFY BY CONTRACTOR PRIOR TO
FABRICATION. ANY DISCREPANCIES BETWEEN EXISTING CONDITIONS AND THOSE SHOWN SHALL BE
REPORTED TO DEWBERRY ENGINEER IMMEDIATELY.

CONTRACTOR TO IMKE ALL NECESSARY SAFETY PRECAUTIONS AND SECURE ALL PERMITS REQUIRED FOR
WELDING ON THE RCO!

CONSTRUCTION NOTES:

10.

1.

SEAL PENETRATIONS THROUGH FIRE RATED AREAS WITH UL USTED D FIRE CODE APPROVED
MATERIALS.

REPAIR ANY DAMAGE DURING CONSTRUCTION TO MATCH EXISTING PRE—CONSTRUCTION CONDITIONS
TO THE SATISFACTION OF THE CONSTRUCTION MANAGER AND LANDLORD.

E DOOR SHALL BE A STEELCRAFT STEEL UNIT, L-SERIES TYPE, OR APPROVED EQUAL, (1) 3'x7'.
THE UNIT SHALL BE INSULATED AND WEATHER—STRIPPED, WITH ALUMINUM THRESHOLD, STANLEY 4
1/2° X 4 1/2° BALL BEARING HINGES (PART# FBB179), AND A "BEST" DEAD BOLT CYUNDRICAL
LOCK OR AS SPECIFIED BY VERIZON WIRELESS REPRESENTATIVE. THE DOOR SHALL BE SET IN A 18
GAUGE STEEL FRAME. BOTH DOOR & FRAME SHALL BE FACTORY PAINTED AND SHALL HAVE A FIRE
RATING OF 2 HOURS, MINIMUM. WWW.STEELCRAFT.COM

FINISH ALL DRYWALL SCREWS OR NAILS, AND JOINTS, UNLESS OTHERWISE NOTED. PRIME DRYWALL
AND EXTERIOR SURFACES WITH ONE COAT OF WHITE LATEX PRIMER. FINISH WITH TWO COATS OF
INTERIOR SEMI-GLOSS LATEX PAINT. PAINT SHALL BE BY SHERWIN WILLIAMS, BENJAMIN MOORE,
DUTCH BOY, OR EQUAL.

CONTRACTOR SHALL INSTALL NEW RESILUENT FLOOR TILE WITHIN LIMITS OF PROPOSED VERIZON
WIRELESS EQUIPMENT ROOM AS FOLLOWS: PREPARATION — CONTRACTOR SHALL INSTALL NEW
RESILIENT FLOOR TILE WHICH SHALL BE ASTM F1066 12°x12°x1/8" THICK, ARMSTRONG IMPERIAL
TEXTURE TILE §#51836, COLOR-SHELTER WHITE. BASE — PROVIDE FS SS-W-40, TYPE Il, 4" H.
ROPPE VINYL COVE BASE, COLOR BLACK.

TURN OVER ALL SALVAGEABLE BUILDING MATERIAL TO BUILDING MANAGER.

ALL GYPSUM WALL BOARD SHALL BE TYPE GOLD BOND FIRE-SHIELD TYPE X HI—IMPACT WALLBOARD
~ FIRE RESISTANCE RATING — ANSI/UL263, TO ACHIEVE 2 HOUR FIRE RESISTANCE USE DESIGN NO.
U485 FOR MATERIALS AND SCREW SPACINGS.

ALL CABLE/CONDUIT ENTRY/EXIT PORTS SHALL BE WEATHERPROOFED DURING INSTALLATION USING A
SILICONE SEALANT.

SHIM NEW SILLS, AS NECESSARY, TO LEVEL AND PLUMB WALL.

ALL DISRUPTIVE WORK AND WORK WITHIN TENANT SPACES TO BE COORDINATED WITH BUILDING
REPRESENTATIVE.

ALL ROOF PENETRATIONS SHALL BE RESTORED TO MAINTAIN ALL ROOF WARRANTIES AND ENSURE A
PERMANENT WATERPROOF SEAL.
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