PROPOSED 1/2" U-BOLT

12" ABOVE_RAILING TOP APPRy, PROPOSED VERIZON WIRELESS
Q % PANEL ANTENNA INSIDE " (TYP.~TOP & BOTTOM) PROPOSED 2° SCH.40 GLAV.
LANTER STEEP MOUNTING PIPE
)
= 2 (TYP.—2/SECTOR, 6 TOTAL) PROPOSED L3x3x1/4"
= (TYP.—TOP & BOTTOM)
1/2" GALV.

/‘ THRU-BOLT (TYP.)

_ O\
PROPOSED 1/2" U-BOLT 7 : l\ \Lr |
Vad "

1.25% GALV. (TYP.—TOP & BOTTOM)
Existing L2—1/2x2-1/2‘/ X |

MOUNTING PIPE
Horizontal Framing (Typ.)

¥

Existing 2x4 Wood Nailer
(TO BE REPLACED WITH
FIBERGLASS CHANNEL) (Typ.)

GROUND GPS MOUNTING
STRUCTURE BACK TO GROUND
SYSTEM W/ #2 SOLID BARE AND
CAD WELD TINNED (TYP.)

Existing 2x4
Vertical Framing
(Typ.) (TO REMAIN)

CORNER RAILING
/_ PEDESTAL

Existing L4x4"
Vertical Framing
Existing 1x6 Wood Plank (Typ.)
(TO BE REPLACED WITH
FIBERGLASS) (Typ.)

PROPOSED VERIZON WIRELESS
PANEL ANTENNA INSIDE
LANTERN SECTION OF STEEPLE
(TYP.—2/SECTOR, 6 TOTAL)

Existing L2—1/2x2-1/2"
Horizantal Framing

(Typ.) (TO REMAIN) N

INTERIOR RAILING a‘

Léx4x1/4"

QUTER RAILING

Existing L4x4"
Vertical Framing

(Typ.) (TO REMAIN)

1/2" U-BOLTS
(Tve.)

HA
e secrop_

PROPOSED L3x3x1/4"
(TYP.-TOP & BOTTOM)

\/\ N\—3/8" GAV. LAG BOLT

(TYP.—2) PROPOSED FIBERGLASS PANELS

TO REPLACE EXISTING LANTERN
SECTION WOOD EXTERIOR
(PAINT TO MATCH) (TYP.-ALL)

PROPOSED FIBERGLASS PANELS =
TO REPLACE EXISTING LANTERN
SECTION WOOD EXTERIOR

1. SEE ROOF PLAN FOR APPROX. ANTENNA LOCATIONS
AND FIELD VERIFY WITH VERIZON WIRELESS CONST. MANAGER.

(PAINT TO MATCH) (TYP.—ALL) NOTE:
GPS ANTENNA MOUNT 1. RRH & SURGE NOT SHOWN FOR CLARITY. SEE
. g 1. OWN FOR CLARITY.
SCALE: NTS. L DETAL 7 ON THIS SHEET FOR MOUNTING DETAILS. DETAL 7 ON THIS SHEET' FOR. MOUNTING. DETALS.

ANTENNA MOUNTING SECTION
SCALE: 3/8"=1" FOR 11°17"
3/4"=1" FOR 22°%34"

o It 2 3

ANTENNA MOUNTING PLAN( : )
SCALE: 3/8°=1" FOR 11°x17"
3/4°=1° FOR 2234

3

o 9 2

#3 0 12"
EACH WAY

p
CONCRETE PAD
(e, w/ 3/4" »
246 WALL STUD (TYP) FINISHED GRADE- /_ CHAMFER uing l‘
PROPOSED 2" SCH.40 GLAV.
e MOUNTING PIPE

CORNER BEAD &
JOINT COMPOUND~FIN.
SMOOTH

6 IN. 8, 2500 PSI CONCRETE Tve.

FILLED, 'SCH 40 STEEL PIPE
/ BOLLARD
(1) LAYER 5/8" WALLBOARD

(TO MATCH EXISTING WALL
IN TEXTURE AND COLOR

PROPOSED RRH
(TYP.—1/SECTOR)(3 TOTAL)
(MOUNTED BEHIND ANTENNA)

6" COMPACTED CRUSHED
STONE OR GRAVEL

UNDISTURBED OR
COMPACTED FILL

/—Ex'sting Wall
ANCHOR INTO EXISTING
/_WALL

4'-0" MIN.

1/2" CROWN

I~ | GENERATOR
I~ ousTur - A ] B [t (THICKNESS)
8 | « 6"
CONDUIT (2) DC/FIBER
B0 ! CONCRETE  \vpRID CABLES & (1) 1/2° ¢ UNLESS SHOWN
GPS COAX < QTHERWISE ON

N
D-#3 © 12" EACH WAY PROPOSED

UPPER DC SURGE

NOTES:

|

. L_ 1. CONTRACTOR TO MINIMIZE SIZE OF CHASE AS POSSIBLE. T CONCRETE PAD (TYP.—1 TOTAL)
3t 12" 3 (CAST—IN—PLACE
2. CONTRACTOR TO INSTALL PROPOSED CHASE IN EXISTING OR PRE CAST)

CHURCH COAT AREA. PAINT AND TEXTURE TO MATCH
EXISTING WALL.

VERTICAL CHASE DETAIL ( : )
SCALE: N.TS.

NOTES:

1. USE_GALVANIZED HILTI EXPANSION ANCHORS OR,
APPROVED EQUAL, FOR EQUIPMENT ANCHORAGE.

2. VERIFY THE SIZE OF THE EMERGENCY GENERATOR WITH
THE SUPPLIER.

BOLLARD ( )
SCALE: NTS.

3. FOR SIZE AND LOCATION OF ANCHORS AND OTHER
REQUIREMENT, SEE EQUIPMENT VENDOR DRAWINGS.

OUTDOOR PAD FOR
®

RRH/SURGE ATTACHMENT DETAIL

SCALE: N.T.S 7

MINOR EQUIPMENT

SCALE: N.T.S.
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