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FEENEY DESIGN RAIL CABLE
RAILING SYSTEM

SERIES 200 CAP RAIL WITH LED
LIGHTING KIT

—— STAINLESS STEEL HORIZONTAL
CABLE 3" 0.C.V.

. BASE MOUNT POST 5-0" O.C. MAX.
/ COLOR - BLACK

/7 COMPOSITE DECKING

l —— BEAM OR BLOCKING

[

—DOOR

ADJUSTABLE SADDLE THRESHOLD SET
IN BED OF SEALANT

PRECAST PAVERS - SEE
LANDSCAPE DRAWINGS

~

SEE LANDSCAPE DRAWINGS FOR
SUB-GRADE PREPARATION

DO1 Sill
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Roof Deck Railing
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3-0"

OUTSIDE DIMENSION
OF STEEL FRAME

STE3EL COMPONENTS
PAINTED TO MATCH
FABRAL CHARCOAL
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STEEL FABRICATION - _
SEE STRUCTURAL DWGS. |

2X BLOCKING \
'ﬁ1/4" PLATE, PAINTED \

3-10"

\  1X4 WRC $4S CLEAR FINISH
‘— SPACED 1/4" OVER INSECT
SCREEN
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CONT. SEALANT

3" MIN FACE

SIDEWALL FLASHING
FASTENED BEHIND
COUNTERFLASHING

Z-CLOSURE

METAL COUNTERFLASHING

RAKE Z-CLOSURE

~30# FELT UNDERLAYMENT.
TURN DOWN WALL 3"

_—RAKE FLASHING

T CLEAT

1X BORAL COMPOSITE TRIM

PAINT TO MATCH FABRAL

BOTTOM OF BRACKET

CHARCOAL

ALIGNS WITH BOTTOM OF
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}':_' MOUNTING DETAILS
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TALL BRACKET

Hersey Canopy
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10"

1

A

FLOOR FRAMING - SEE

STRUCT.

HEADER - SEE STRUCT.

HANGER - SEE STRUCT.

3-0"

BLUM 306 OR SIMILAR HANDRAIL BRACKETS 60" O.C. MAX. PROVIDE BLOCKING

IN WALL FOR ATTAC

(3)1 3/4x11 1/4 LVL
STRINGERS
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CARPETED TREAD AND RISER

11"

11/2" DIA. PTD. STEEL HANDRAIL BOTH SIDES

6 3/4"R

d

2X4

CARPET OVER (2) LAYERS 5/8" INCH APA UNDERLAYMENT GRADE PLYWOOD

Short Bracket Detail
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11/2" =1-0"

1 1/2" - 1!_0"
i CONT. SEALANT
] METAL COUNTERFLASHING
|| 3" MIN FACE
] SIDEWALL FLASHING
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T SEE STRUCT. FOR
MOUNTING DETAILS

BOTTOM OF BRACKET
ALIGNS WITH BOTTOM OF

SHORT BRACKET

Interior Stair Detail
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Tall Bracket Detail
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11/2"=1-0"
BOX END OF PANEL AND SEAL
SEE MANUFACTURER'S INSTALLATION PEAK FLASHING
INSTRUCTIONS FOR ADDITIONAL
FASTENING AND SEALANT Z-CLOSURE CUT TO FIT, SET IN
REQUIREMENTS FOR 2:12 SLOPE ROOFS BUTYL TAPE SEALANT, FILL
ALL VOIDS WITH SEALANT
27
FABRAL SNAP-ON-SEAM PANEL a3
CHARCOAL COLOR
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Residential Entrance Canopy Detail
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