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Date: _

\

WALL TYPE 1-A, SEE A-0.0

L] L FRe CAULKJ

M 2x BLOCKING

PARALLEL OR PERPENDICUI
TO JOISTS DEPENDENT ON
WALL ORIENTATION

M M FIRE CAULK PERIMETER

'E C-1, SEE A-0.0 E CEILING 1/2" GWB ON
RESILIENT CHANNEL
WITHIN STAIR HALL ONLY

\ WALL TYPE 1-A, SEE A-0.0

Detail SK-2:11/2in=1 ft

Kevin Moquin Architect
Maine Licensed Architect
kevin@km-a.me

4/27/2017

RATED WALL CONTINUITY AT TYPICAL FLOOR INTERSECTION SK-1
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Approved with Conditions

 05/31/

Date: _

A |
™~ 2x BLOCKING
FIRE CAULK PERIMETER
]
]
\ Z1HR CEILING TYPE C-1, SEE A-0.0

5/8" TYPE-X GWB EACH SIDE.
FIRE STOP AT ALL
PENETRATIONS

— M.R. GWB AT WET AREAS.
FASTEN W/ 2 3/4" TYPE S
DRYWALL SCREWS 7" O0.C.
CONT. @ STAIR STRINGER

STAIR TREAD {

™ 1/2" OSB STAIRWELL SIDE -
\ CONT.

2x6 @ 16" O0.C.

Y~ FASTEN W/ 2 1/4" TYPE S
DRYWALL SCREWS 7" O0.C.

STAIR STRINGER

1 HOUR WALL
IBC 14-1.14
W/ STRUCTURAL WOOD PANEL

@ STAIR STRINGER

Detail SK-1:11/2in=1 ft

Kevin Moquin Architect
Maine Licensed Architect
kevin@km-a.me

4/27/2017

RATED WALL CONTINUITY AT FLOOR AND STAIR STRINGER SK-2
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0BI3117_

Date: _

WALL TYPE 1-A, SEE A-0.0/

L A

L] L

. | FIRE CAULK BOTH
T SIDES

™ 2x BLOCKING

FIRE CAULK PERIMETER

[ ] [ ]

/ COVERED PARKING

CEILING, SEE 32/A-4.4
FIRE CAULK

— WALL TYPE 1-E, SEE A-0.0
i I N FIBER-CEMENT RAIN-

SCREEN CLADDING

1HR CEILING TYPE C-1, SEE A-0.0j

Detail SK-3:11/2in=1 ft

Kevin Moquin Architect
Maine Licensed Architect
kevin@km-a.me

4/27/2017

RATED WALL CONTINUITY AT COVERED PARKING SK-3




