STANDARD PAVER LANDINGS, TYP. SET

PAVERS PERPENDICULAR TO DIRECTION
OF TRAVEL, WITH SINGLE STRETCHER
COURSE FRAME AND MITERED
CORNERS, TYP. SEE DTL €3

4

12" STONE STEPS (2), INSTALL PER II/L-6.0

//
PERMEABLE PAVER PATIO, SET
PAVERS PARALLEL TO STEPS WITH
SINGLE STRETCHER COURSE FRAME
AND MITERED CORNERS, TYP.

SEE DTL €3

STONE RET. WALL
THIS SECTION OF WALL PARALLEL WITH
EX. BUILDING. WALL TO RETURN TO EX. BLDG,
SEE T+&+ll/L-6.0

STEP LIGHTING (TWO LOCATIONS)
SEE &+||/L-6.0

12" STONE STEPS (4), SEE T+&+II/L-6.0

STONE RET. WALL
THIS SECTION OF WALL

PERPENDICULAR TO SIDEWALK
SEE T1+&+Il/L-6.0
/ &
/ PROP. SIGN-TBD N)

PERMEABLE PAVERS, SET
PAVERS PERFPENDICULAR TO DIRECTION
OF TRAVEL, WITH SINGLE STRETCHER
COURSE FRAME AND MITERED
CORNERS, TYP. SEE DTL €3

THIS SECTION OF WALL
PERPENDICULAR TO NEW BUILDING

L
;q
/ %\\s
CONCRETE SIDEWALK,
(TYP. THIS SYMBOL)

LS-LANDSCAPE AREA,
(TYP. THIS YMBOL)

ACCESS ISLE PAINTED
S STRIPES, SEE 4/L-6.0

T'-4" TIP-DOWN CURB SECTION, 2/L-6.0

COMPALT SPACE SIEN,
LOCATION TBD, SEE 6/L-6.0

UPPER FLOOR
OVERHANG, TYP.
SEE ARCH PLANS

ADA WARNING TILE
AND APEX HC RAMP, 3/L-6.0

ADA WARNING TILE,
3/L-6.0

VARIES

PROPOSED BIKE RACK
CENTER IN CONC. PAD,
O/L-6.0

GRASS ESFLANADE
I/L-5.l

\

—_

—_

SEASONAL
BENCH,7/L-5

PROPOSED Ma
BULDING Sy COLUMN MOUNTED SIGNS (2)
; s
NTRANGE HC SPACE AND COMPACT

SPACE, SEE 6/-6.0

FLUSH GRANITE CURB, TYP.
(THIS 5YMBOL)

SEco
NDARY OFFIce ENTRA
Nce

e
STEP DOWN,

SEE L-4.0

I COLUMN, SEE
ARCH PLANS

PERMEABLE PAVER DRIVEWAY APRON

SET PAVERS PARALLEL TO STREET WITH

PO SINGLE STRETCHER COURSE FRAME AND
MITERED CORNERS, TYP. SEE DTL C3

CONTINVE CONCRETE SIDEWALK
— THROUGH DRIVEWAY APRON, SEE DTL. €3

BIT. ASPHALT PAVEMENT
 ——_ DRIVEWAY APRON, TYP. SEE DTL C2

VERTICAL GRANITE CURB, TYP. (THIS SYMBOL), SEE DTL C2

(3) STANDARD GREEN SCREEN PLANTERS
235"W x 45"L X 30" HT WITH 60" TRELLIS
EVENLY SPACES BETWEEN COLUMNS, SEE &/L-5.|

RIVER ROCK SURFACE AROUND PLANTERS,

5/L-6.0

754/

WOOD STAIRS AND PORCH,
SEE ARCH PLANS

STANDARD PAVER WALK, SET

PAVERS PERPENDICULAR TO DIRECTION
OF TRAVEL, NITH SINGLE STRETCHER
COURSE FRAME AND MITERED

\

\
P PRINGIP,

RIVER ROCK SURFACE,

—
—

T

5/-6.0

CORNERS, TYP. SEE DTL C3

S—

584

S

VERTICAL GRANITE
CURB, TYP.

(THIS 5YMBOL)
SEE DTL ¢2

\

4' TIP-DOWN CURB
SECTION, 2/L-6.0

o

N ARE+
\

Ne =

b

N

T

J LANDSCAPE

BOULDER, 6/L-5.|

SNOW
STORAGE
(LOAM/SEED)

62 LF - 6 FT
STOCKADE FENCE, TYP.

RUN FENCE TO TREE
(BOTH SIDES) AND
PROVIDE A GAP,

12/L-6.0

DRIy

/‘\UPPER FLOOR

COLUMN

(THIS TONE)
\

—_
—_

/

OVERHANG

PAVED

EX. FENCE
| TO REMAIN

WOOD GUARD
RAIL, 4/L-6.0

STRIPING, 4/L-6.0

BIT. ASPHALT PAVEMENT

PARKING LOT, TYP.

DTL Cc2

Q
_ TURN-AROUND
— PAINTED
— | STRIPES,
NI 4/L-6.0
<\ “I\COLUMN
\) 0 |
|
——
» | 2I' Tre
Q : ’

/

RIVER ROCK, ENEREY

DISSIPATER SEE C3

/

4' TIP-DOWN CURB
SECTION, 2/L-6.0

RAIN &ARDEN
SEE C3 + L-5.0

ERASS ESPLANADE, I/L-5.|

WOOD GUARD RAIL

BOTH SIDES OF RAIN GARDEN,

a/L-6.0

SRANITE TIP DOWNS BOTH SIDES

SEE GRADING PLAN + 2/L-6.0

ERANITE RETAINING STONE

SEE DTL &3

\

NOTES

1 ALL WORK SHALL CONFORM TO THE APFLICABLE CODES AND ORDINANCES.

2. EXISTING CONDITIONS BASED ON TOPOGRAPHIC SURVEY COMPLETED BY FOUR
POINTS ASSOCIATES DATED V/13/16. FIELD CONDITIONS MAY VARY SLIGHTLY

GRAPHIC SCALE

0 4

8 16

e ™ ™™

( IN FEET )

1 inch

L EGEND

8 ft.

NORTH

EXISTING

DESCRIPTION

PROPOSED

PROPERTY/ROW
SETBACK
EASEMENT
CENTERLINE
MONUMENT

IRON PIFPE/ROD
BUILDING

EDGE PAVEMENT

GRAVEL ROAD
CURBLINE
CONTOURS
CULVERT
WATER

SEWER

STORM DRAIN

UNDERGROUND
ELEC. ¢ TEL.

OVERHEAD
ELEC. ¢ TEL.

GATE VALVE
UTILITY POLE
MANHOLE
POTABLE WELL
WETLANDS
EDGE WETLAND
SIGN
BENCHMARK
SPOT GRADE

CHAIN LINK FENCE

RIPRAP

STOCKADE FENCE

ZONE LINE

FROM WHAT IS DEPICTED ON THE PLANS.

3. CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS IN THE FIELD
PRIOR TO CONSTRUCTION. ANY UNUSUAL CONDITIONS SHALL BE REPORTED TO
THE ATTENTION OF THE OUWNER

4. CONTRACTOR SHALL CLEAN AND REMOVE DEBRIS AND SEDIMENT DEPOSITED
ON PUBLIC STREETS, SIDEWALKS, ADJACENT AREAS, OR OTHER FPUBLIC WAYS

DUE TO CONSTRUCTION.

5. CONTRACTOR SHALL PROTECT EXISTING STRUCTURES, PHYSICAL FEATURES, AND
MAINTAIN SITE STABILITY DURING CONSTRUCTION. CONTRACTOR SHALL RESTORE

124
oD
w
S
oD

———UGE ¢T———

OHE 4T

ALL AREAS TO ORIGINAL CONDITION AND AS DIRECTED.

©. THE CONTRACTOR SHALL CONTACT DIG SAFE (1-888-DIGSAFE) AT LEAST THREE

(2) BUT NOT MORE THAN THIRTY (2@) DAYS PRIOR TO COMMENCEMENT OF

EXCAVATION OR DEMOLITION TO VERIFY HORIZONTAL AND VERTICAL LOCATION

OF ALL UTILITIES.

1. ALL PAVEMENT JOINTS SHALL BE SAWCUT PRIOR TO PAVING TO PROVIDE A
DURABLE AND UNIFORM JOINT.

8. NO HOLES, TRENCHES OR STRUCTURES SHALL BE LEFT OFPEN OVERNIGHT IN ANY
EXCAVATION ACCESSIBLE TO THE FPUBLIC OR IN PUBLIC RIGHTS-OF-WATY.

Q. ALL WORK WITHIN THE PUBLIC RIGHT-OF-WAY SHALL REQUIRE A STREET-OFPENING

PERMIT FROM THE CITY OF PORTLAND AS APFLICABLE.
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