
1  HR. RATED

SEE 32/A-4.4


PARKING 

8'-2" MIN HEADRM. AT PARKING


UNIT 4


UNIT 2 

STOR. 1 

REAR

PARKING

EL. 52.0


ROOF DECK 

HEIGHT LIMIT (EL. 88.5) DETERMINED BY

AVERAGE GRADE AT FRONT AND REAR.

OCEAN AVE. GRADE  EL. 55.3,  REAR PARKING

GRADE EL. 51.7 = AVERAGE EL. 53.5

EL. 53.5 + 35' = MAX. HEIGHT EL. 88.5
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2 : Longitunional Section : 1/4 in = 1 ft 
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ROOF ASSEMBLY:

EPDM ROOFING SYSTEM

PROTECTION BOARD

SHEATHING

CLOSED CELL SPRAY FOAM R-25

F.G. BATT INSULATION (ALT. DENSE PACK C
ELLULOSE)

WOOD I-JOIST

CEILING FRAMING

FURRING CHANNELS

GWB CEILING


35' HEIGHT LIMIT (EL. 88.5)

EXCLUDING ROOF ACCESS


PER 14-430


42" RAILING 

UNIT 4 

UNIT 2


OFFICE 104


MECH.
STORAGE 1 

WASTE LINE ACROSS

STAIRWELL IN GWB SOFFIT


WASTE LINE BEYOND

WITHIN 2ND FLOOR


FRAMING AND VERTICALLY

IN STAIRWELL WALL


SOFFIT FOR

R.D. LEADER


STORAGE 3 

WASTE LINE DOWN

IN WALL BEHIND
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.
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1/2 HR. RATED [30.3.7.2]

STC50 MIN [IBC127.2]


CEILING FRAMING TO

CREATE LEVEL CEILING

(9'-0" ROUGH) WALL ASSEMBLY:


1/2" GWB

2x6 @ 16" O.C

F.G. BATT INSULATION (ALT. DENSE PACK CELLULOSE)

HUNTER XCI-NB 5/8 PLY 2.1 (R-9.6) XCI-NB 5/8 PLY 1.6

AT SHEAR WALL LOCATIONS

TYVEK COMMERCIAL WRAP

CLADDING


1 1/2" XPS (R7.5)
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SIM.


31
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SOFFIT FOR RD LEADER
IN LAUNDRY RM. BEHIND


CHASE FOR RD

LEADER BEHIND


HALL 201 

HALL 301 

SOFFIT FOR RD LEADER
IN LAUNDRY RM. BEHIND


FF EL. 53.0


EL. 43.6


18

A-4.2

18


A-4.2


BLOCKING AT 16" O.C.

BETWEEN STRINGERS

(2) LAYERS 5/8" TYPE X GWB

OVER RESILIENT CHANNEL


REV 4/26/17
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BEYOND 

1 : Section at Stair : 1/4 in = 1 ft
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PARAPET 

UNIT 1 

OFFICE 101 

UNIT 3 

OFFICE 002 

FRONT

OCEAN AV.


EL. 55.0
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1
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1
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19
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C1C1 

C1C1 

ROOF DECK


2X8


HIGH POINT OF

TAPERED INSULATION

AT EAST END OF DECK


31
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31
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COMPOSITE DECKING


SEE STRUCT. DWGS.

FOR FRAMING


3 : Partial Section at Roof Deck : 1/4 in = 1 ft


T= 11" 

R
=
 6

 1
5
/1

6
"


3
'-
6
"


2'-2" 2'-2" 

4'-0" 3'-8" 2'-3 1/4" 2'-3 1/4" 

FEENEY DESIGN RAIL

GUARD BEHIND


HANDRAIL MOUNTED TO WALL

(MOUNTED TO RAIL BEHIND)


FF EL. ± 57.4


COURT EL. 52.75


1X AZEK RISER


COMPOSITE DECKING TREAD 

GRANITE STEPS AND PAVER LANDING

SEE LANDSCAPE. DWGS.


2X8 @ 16" O.C.


LANDING EL. 54.0 

(3) P.T. 2X12 STRINGERS
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FEENEY DESIGN BASE

MOUNT RAIL CABLE RAILING

PROVIDE BLOCKING AT

MOUNTING LOCATIONS


1X8 TRM


1X4 TRM SPACED 1/2"

CONTINUE AT FACE OF

LANDING AND ALONG STAIR

SKIRT


POST


LANDING 4'-2" DEEP


4 : New Entry Stair @ Existing Building : 1 in = 1 ft 

.


Portland, ME


.


Building


Sections


Portland, ME


Info@km-a.me


(207)-615-6421
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