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23 
Office Entry Canopy N-S Section


1 1/2" = 1 '-0"


24 

Mini-Split Wall

1 1/2" = 1 '-0"


Office Entry Canopy E-W Section

1 1/2" = 1 '-0"


TAPERED SHIM


MOUNTING PLATE - SEE STRUCT.

SEE FLASHING DIAGRAMS BELOW


TERMINATION ANCHOR 8" ABV. ROOF MIN.


7" ANCHOR TITE FASCIA


TRANSITION TRIM BEYOND

SEE 3/A-4.1


PRE-MOULDED FLASHING BOOT 

ROD - SEE STRUCT.


ROD - SEE STRUCT.


ANCHOR-TITE

STANDARD10" W.


SPILLOUT SCUPPER

TYPE SSA BEYOND


DOOR FRAME


BBRICK VENEER TO METAL SIDING

TRANSITION DETAIL 9/A-4.1


SHAPED 2X8

SISTER TO RAFTER


PRE-MOULDED FLASHING BOOT


B.O. BLOCKING

 9'-0" ABV. 1ST SUBFLR


1X4 WRC S4S CLEAR FINISH

SPACED 1/4" OVER INSECT

SCREEN


TAPERED SHIM


RAFTER - SEE STRUCT.


EXT WALL

ASSEMBLY PER

3/A-4.1


Exterior Column Plan and Section Detail

1 1/2" = 1 '-0" 

Wall - Roof at Roof Access Penthouse

1 1/2" = 1 '-0" 

ALIGN OUTSIDE FACE W/ FACE OF GYP. SHEATHING

AT BEAM ABOVE. SE 35/A-4.1


17 

18


20 

21 
Rake at Roof Access Penthouse


1 1/2" = 1 '-0"


Eave at Roof Access Penthouse

1 1/2" = 1 '-0" 

19 
Parapet


1 1/2" = 1 '-0"


22


SLOPING PARAPET BEYOND


MATCH DETAIL 4/A-4.1


BASE TIE IN PER

MANUFACTURER'S


INSTRUCTIONS FOR

WARRANTIED SYSTEM


TAPERED INSULATION


SLOPING PARAPET CAP ALONG

OCEAN AVENUE ROOF EDGE ONLY


T.O. ROOF EDGE BLOCKING

 EL. 33'-7"


7" ANCHOR TITE FASCIA


EXTERIOR PROFILE MATCHES

CORNICE DETAIL 4/A-4.1


STEEL COL/ SEE STRUCT. DWGS.


(2) LAYERS 5/8"  DENS-GLASS FIREGUARD

SHEATHING, OFFSET JOINTS


CEMBRIT METRO ON 5/4" VERT. STRAPPING


(2) LAYERS 5/8"  DENS-GLASS FIREGUARD

SHEATHING, OFFSET JOINTS


INSECT SCREEN WRAPS BOT. OF  STRAPPING


PRE-FINISHED METAL CAP FLASHING W/ HEMMED

DRIP - FABRAL CHARCOAL COLOR


FIRESTOP SEALANT AND BACKER ROD


CONCRETE PIER - SEE STRUCT.


CEMBRIT METRO ON 5/4" VERT. STRAPPING


LIGHT GAUGE STEEL FRAMING


F.O. CONCRETE PIER


TYVEK UV  OR COMMERCIAL WRAP


STO-QUICK GOLD SOFFIT DIRECT APPLIED FINISH

SYSTEM


INSECT SCREEN WRAPS TOP OF  STRAPPING


CEMBRIT METRO ON 5/4" VERT. STRAPPING


TYVEK UV  OR COMMERCIAL WRAP


J-CHANNEL, FABRAL CHARCOAL COLOR


(2) LAYERS 5/8"  DENS-GLASS FIREGUARD

SHEATHING, OFFSET JOINTS


STEEL COLS. AND BASEPLATE - SEE STRUCT


PEAK FLASHING


30# FELT

UNDERLAYMENT

TURN DOWN

WALL 3"


Z-CLOSURE CUT TO FIT, SET IN

BUTYL TAPE SEALANT, FILL

ALL VOIDS WITH SEALANT


FABRAL SNAP-ON-SEAM PANEL

CHARCOAL COLOR


BOX END OF

PANEL AND

SEAL


J-CHANNEL


SEE MANUFACTURER'S

INSTALLATION INSTRUCTIONS

FOR ADDITIONAL FASTENING

AND SEALANT REQUIREMENTS


SOFFIT AT BOTTOM OF BEAM. SEE 35/1-4.4


BOTTOM


PARTIAL PLAN


TOP


EAVE FLASHING


CLEAT


J-CHAN.


30# FELT

UNDERLAYMENT.


TURN DOWN WALL 3"


FABRAL SNAP-ON-SEAM PANEL

CHARCOAL COLOR


J-CHANEL


CLEAT


RAKE FLASHING 

RAKE Z-CLOSURE


30# FELT UNDERLAYMENT. TURN

DOWN WALL 3"


EXT WALL ASSEMBLY PER

3/A-4.1


DECK FRAMING

SEE STRUCT. 

METAL

COUNTERFLASHING


3" MIN FACE


TAPERED

INSULATION


CEILING FRAMING


ROOF JOIST

SEE STRUCT.


M
IN

. 
A
B
V
. 
R
O
O
F



BASE TIE IN PER

MANUFACTURER'S


INSTRUCTIONS FOR

WARRANTIED


SYSTEM


BASE TRIM W/

HEMMED EDGE


SEE 33/A-4.4 FOR

PROFILE


COMPOSITE DECKING 

EXT WALL ASSEMBLY PER 3/A-4.1


BASE TIE IN PER MANUFACTURER'S

INSTRUCTIONS FOR WARRANTIED

SYSTEM


EYE BOLT - SEE STRUCT


METAL COUNTERFLASHING 3" MIN

FACE


BASE TRIM W/ HEMMED EDGE

SEE 33/A-4.4 FOR PROFILE


24
A-4.2

24
A-4.2

24

A-4.2


24

A-4.2


9°


MOUNTING PLATE - SEE STRUCT. APLY

SEALANT AT PERIMETER OF SHEATHING

PENETRATION. FLASH  PERIMETER TO

WRB WITH SELF ADHERED FLASHING TAPE


SADDLE FLASHING CAPS TAPE

FLASHING  -SEE DIAGRAM TO RIGHT 

LADDER FRAMING 

BEAM - SEE STRUCT


5/8" PLYWD. SHEATHINGG

SLOPE 1/2" PER FOOT


METAL COUNTERFLASHING 3" MIN

FACE. ALIGN WITH COUNTER FLASHING

AT REGLET AT BRICK VENEER


BASE TIE IN PER

MANUFACTURER'S

INSTRUCTIONS FOR

WARRANTIED

SYSTEM


BASE TRIM W/

HEMMED EDGE

SEE 33/A-4.4 FOR

PROFILE


LEDGER ADN BLOCKING

SEE STRUCT.


7" ANCHOR TITE FASCIA


END PANEL TRIM - SHAPED 1X12

BORAL COMPOSITE TRIM

PAINT TO MATCH FABRAL

CHARCOAL


EYE BOLT - SEE STRUCT


1X4 WRC S4S CLEAR FINISH

SPACED 1/4" OVER INSECT

SCREEN


SHAPED 2X8

SISTER TO RAFTER


RAFTER - SEE STRUCT. 

METAL COUNTERFLASHING

3" MIN FACE 

BASE TIE IN PER MANUFACTURER'S

INSTRUCTIONS FOR WARRANTIED SYSTEM 

CONT. SEALANT


CONT. SEALANT @ TERMINATION OF MEMBRANE 

HORIZONTAL METAL SIDING WALL ASSEMBLY

SEE 4/A-1.4 

BASE TIE IN PER

MANUFACTURER'S

INSTRUCTIONS FOR

WARRANTIED

SYSTEM


FLASHING TAPE DIAGRAM


TYVEK COMMERCIAL WRAP - LAP

FLANGES OF SADDLE FLASHING 

SADDLE OVER TOP OF

WRB LOWER  COURSE


WRB UPPER  COURSE

LAPS SADDLE


METAL SADDLE

FLASHING 

SADDLE FLASHING DIAGRAM 

11 

22 

33 

22


FLASHING TAPE

SEQUENCE


LOWER WRB


UPPER WRB 

PLATE


BEAM BEHIND


BEAM CONNECTION AT WALL - SEE STRUCT.


4:12


SLOPE CAP 1/4" PER FOOT


2X8 @ 16" O.C.


TYVEK COMMERCIAL WRAP


FABRAL 4-RIB HORIZ. SIDING - SLATE GRAY


18


EAVE FLASHING


CLEAT


J-CHAN. 

30# FELT UNDERLAYMENT. TURN

DOWN WALL 3"


METAL COUNTERFLASHING 3"

MIN FACE


TAPERED INSULATION (VARIES)


ROOF JOIST

SEE STRUCT.


M
IN

. 
A
B
V
. 
R
O
O
F



BASE TIE IN PER MANUFACTURER'S

INSTRUCTIONS FOR WARRANTIED SYSTEM


BASE TRIM W/ HEMMED EDGE

SEE 33/A-4.4 FOR PROFILE


2X BLOCKING


.


Portland, ME


.


Details


Portland, ME


Info@km-a.me


(207)-615-6421


12/14/2016


Kevin Moquin Architect
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