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ALL WORK SHALL CONFORM TO THE APPLICABLE CODES AND ORDINANCES.

EXISTING CONDITIONS BASED ON TOPOGRAPHIC SURVEY COMPLETED BY FOUR POINTS

ASSOCIATES DATED 1/13/16. FIELD CONDITIONS MAY VARY SLIGHTLY FROM WHAT IS
DEPICTED ON THE PLANS.

o

CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS IN THE FIELD PRIOR TO

CONSTRUCTION. ANY UNUSUAL CONDITIONS SHALL BE REPORTED TO THE ATTENTION
OF THE OWNER.

>

CONTRACTOR SHALL CLEAN AND REMOVE DEBRIS AND SEDIMENT DEPOSITED ON

PUBLIC STREETS, SIDEWALKS, ADJACENT AREAS, OR OTHER PUBLIC WAYS DUE TO
CONSTRUCTION.

o

CONTRACTOR SHALL PROTECT EXISTING STRUCTURES, PHYSICAL FEATURES, AND

MAINTAIN SITE STABILITY DURING CONSTRUCTION. CONTRACTOR SHALL RESTORE ALL
AREAS TO ORIGINAL CONDITION AND AS DIRECTED.

6. THE CONTRACTOR SHALL CONTACT DIG SAFE (1—888—DIGSAFE) AT LEAST THREE (3)
BUT NOT MORE THAN THIRTY (30) DAYS PRIOR TO COMMENCEMENT OF EXCAVATION
OR DEMOLITION TO VERIFY HORIZONTAL AND VERTICAL LOCATION OF ALL UTILITIES.

N

AND UNIFORM JOINT.

©

ALL PAVEMENT JOINTS SHALL BE SAWCUT PRIOR TO PAVING TO PROVIDE A DURABLE

NO HOLES, TRENCHES OR STRUCTURES SHALL BE LEFT OPEN OVERNIGHT IN ANY

EXCAVATION ACCESSIBLE TO THE PUBLIC OR IN PUBLIC RIGHTS—OF—-WAY.

9. ALL WORK WITHIN THE PUBLIC RIGHT—OF—WAY SHALL REQUIRE A STREET—OPENING
PERMIT FROM THE CITY OF PORTLAND AS APPLICABLE.
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